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OFFICE OF THE GEOLOGICAL SURVEY, 

Jefferson City, Missouri, 

November 14th, 1891. 

To the President^ Governor David R. Francis^ and the members of the 
Board of Managers of the Bureau of Geology and Mines: 
Gentleio:n : — I have the honor to transmit to you, herewith, a 
preliminary report upon the coal deposits of the State.. This report 
embodies part of the results of such obsei-vations in the coal fields as I 
have personally been able to make, during the past two years, in the 
time which could be spared from the administrative duties of my position 
and from the general direction of other work of the Survey. Though 
thus necessarily of a preliminary and incomplete nature, I feel that it 
will satisfy to a great extent a demand for immediate information which 
is made evident from frequent applications received at this office. In 
the light of these considerations I trust it may meet with your favor, 
and I, further, earnestly hope that it may prove of immediate benefit to 
the important interests of the State to which it relates. 

Very respectfully submitted, 

Arthur Winslow, 

State Geologist. 
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PREFACE. 

The following report relating to coal in Missouri is prepared in order 
that something may be at hand to meet immediate calls upon the 
Survey for information concerning the coal deposits of the State. All 
that is given here is a brief, and somewhat popular statement of 
the salient facts, such as could be prepared frota notes collected in a 
preliminary tour of inspection through the coal fields of the State. The 
descriptions of the details of sections are here omitted, and the correla- 
tion of the different coal beds is only briefly touched upon ; such 
descriptions and the discussion of such questions of correlation involve 
the presentation of a great mass of material, part only of which is thus far 
collected. Similarly the attempt at a definition of the individual areas 
of the coal beds is reserved entirely uutil the detailed mapping shall be 
extended over the respective districts ; such definition being only possi- 
ble as a result of this detailed work. Further, the discussion of the 
adaptabilities of the coals for steaming purposes, for domestic use, for 
the production of coke or for illuminating gas is not entered into here, 
as this discussion can be attempted only after the analytical and experi- 
mental work on these materials is completed. The results of this 
work should ultimately be published in a complete report upon the 
coals and the Carboniferous of the State, and in such report should 
be included other matters above referred to as omitted here. Though 
not exhaustive nor elaborate this report is, however, of a comprehensive 
nature. It aims to present, in general terms, an outline of the conditions 
of occurrence and of the distribution of coal in the entire State, and it 
contains a descriptive reference to everj' count}' in which coal is known 
to exist. 

Special effort has been made to obtain and include all informa- 
tion and results particularly relating to coal as were not obtainable at 
the time the earlier surveys of the State were in operation and which are, 
consecjuently, not included in the earlier reports. In order, however, 
that this report might also be comprehensive, some of the observations 
of the earlier surveys are included in part and others are often referred 
to. Further, the writer has had access, in the preparation of the 
report, to unpublished notes collected by Prof. G. C. Broadhead, and 
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Other membei's of former surveys, as is referred to on several of the 
following pages. 

Of especial value in this report are the records of*the various deep 
shafts and drill holes which are included. These were furnished by 
many different individuajp, and, in each case where the results are 
quoted, recognition of this assistance is expressed. With a few excep- 
tions, the individuals and corporations of the State have generously 
contributed such results in a free, public-spirited manner. The im- 
portance of furnishing such records to the Survey, where they may be 
kept on file for ready reference, cannot be too strongly emphasized. 
Hundreds o! such holes have been put down in the State for various 
purposes, and from comparatively few of such are reliable results now 
available. Such holes are generally sunk for a definite puipose and 
when that end is reached it occurs to few that the results may still be 
valuable for other purposes. But this is almost always the case. 
Whether a thick coal bed be encountered or not a good record estab- 
lishes a series of facts concerning the geology of the locality and is, hence, 
valuable. For instance, the record though apparently barren of results 
of economic value, may show that the drilling stopped in a certain lime- 
stone, which, by comparison with a record obtained elsewhere, we know 
is 20 or 50 feet, as the case may be, above a certain valuable coal bed. 
Hence, from the study and comparison of these two records we are able 
to predict the probable existence of workable coal within a short distance 
of the bottom of the hole. Again, the hole may have penetrated rocks 
which we recognize as below any coal in the State ; in this case the 
result is of general value in preventing further exploration below this 
depth. Only from the results of such deep drilling can the area of 
available coal in the State be exactly determined and the limits of the 
individual beds be defined, especially in those parts of the State where 
the coal beds are deep beneath the surface. 

The reason why records of value are not always attainable is, how- 
ever, not only because of negligence on the part of those imraediatelv 
interested to preserve them, nor yet because of refusal to contribute 
them. It is unfortunately the case that many holes have been put down 
by incompetent men, or by men who know merely how to handle a drill 
without having sufficient knowledge of lithology or geology to be a])le 
to accurately describe and record the descriptions of the rocks they 
encounter, nor to interpret the meaning of all they pass through. In 
cases it is even worse than this, and the history of many a deep and 
expensive drill hole in the State shows evidence of trickery and bad 
faith on the part of the driller towards those in whose service he was 
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supposed to be working. The uncertainty attending such work has thus 
brought disfavor in many localities upon deep drilling as a public enter- 
prise ; many having acquired the impression that only indefinite results 
of small practical value could be reached. This impression is wrong 
and unfortunate, for such work can and should be prosecuted by every 
progi'essive community in the coal regions which is anxious to determine 
the existence of coal beds and to have them developed. In view of 
these facts the Survey suggests a possible plan of co-operation which, 
if adopted, would ensure a well conducted drill hole, a reliable record 
and an official report on the same, and would, at the same time, secure 
for the State complete results of the drilling in such condition that they 
can be unhesitatingly used and will be entirely comparable. To any 
private individual or community desiring to have a deep drill hole sunk, 
the Survey could arrange to recommend reliable men whom the 
individual or community can employ to do the work of drilling ; second, 
it could supervise this work, and last it could furnish an official state- 
ment of the results of this drilling. In return for this service, it would be 
required that the Survey be allowed full and free use of the results 
for the benefit of the State. That this would be, in every way, a liberal 
offer, cannot be disputed. In addition to securing reliable results, the 
individual would, by this means, be put in possession of a report, which 
would be, as it were, negotiable. Being of an official nature, from an 
impartial source, others will place fiith in it and will invest money on 
its authority, for purposes of actual development, where they would 
not do so, ^ were the report of a private nature, emanating from an 
interested source. If such a plan of co-operation were generally 
adopted, the State would soon have accumulated an invaluable mass 
of material from which it would be possible to outline, with a high degree 
of accuracy, the general limits of each and every coal bed in the State. 
From this the prospects of finding coal at any one point could be 
predicted, as well as its probable depth and thickness when found. 
Surely the attainment of such a condition of exact knowledge is worthy 
of our serious efforts. 

In the preparation of this report the writer is indebted to members of 
the Survey for field notes and for assistance in the office. Thus, from 
Mr. Gluck*s notes part of the material for the remarks on Lafayette and 
Johnson counties was obtained; from Mr. C. F. Marbut's notes material 
relating to Randolph, Howard, Ray and Caldwell counties, and, from Mr. 
C. H. Gordon's, additional material relating to Randolph county. The 
notes for the appendix on the methods of coal mining were almost 
entirely collected by Mr. Gluck, under the writer's direction, and the 
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illustrations for the report were all prepared b}^ the former. For assist- 
ance in preparing the manuscript for the printer, acknowledgment is 
due Miss S. R. Mann, the efficient secretary of the Survey ; and in cor- 
recting and revising the proof, and indexing the report, Mr. J. D. 
Robertson has given much aid. The statistics of production introduced 
were all taken from the manuscript of the report of the State Mine In- 
spector, Mr. C. C. Woodson, kindly furnished by him, as was also the 
list of coal operators appended. To the officers of the various railway's 
of the State the Survey is under obligations for much assistance ex- 
tended on many occasions, and the cordial treatment which members of 
the Survey have received from many citizens, in coniiection with this as 
well as all other work, is gratefully appreciated. 

Arthuk Wins low. 
State Geologist. 
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THE COAL DEPOSITS OF MISSOURI 

BY ARTHUR WINSLOW. 



CHAPTER I. 

INTRODUCTION. 

THE COAL MEASURES. 

bistrlbatlon and Topography ~ Lithology and Stratigraphy— The Process of Deposition. 

DISTRIBUTION AND TOPOGRAPHY. 

Distribution. The geographical limits of the Coal Measure 
rocks, or of strata carrying beds of coal of Carboniferous age, in 
the State are outlined ou the small map inserted at the end of this 
report. As is there seen, the whole western and northwestern por- Area of the coai 
tion of the State is occupied by these rocks. The general eastern 
and southern boundary of the formation is a sinuous line running 
from the northeastern to the southwestern corner of the State. 
Beyond this general boundary there are, further, isolated patches, 
or outliers of the formation, which carry it3 limits still farther 
east. The total area thus included is estimated to be about 
23,000 square miles, distributed over 57 counties in whole or 
in part.^ 

The Topography of the Coal Measures. Topographically 
the Coal Measure area is a plateau in which denudation has not '"^^^^pSt'^eaSf "^ * 
progressed very far. It is the product of the action of erosion 
upon a country of moderate elevation, composed of horizontal 
strata of varying degrees of hardness, in a temperate climate 
in which vegetation is abundant. 

' The oatUoes showu on the map are substantiaUj the same as those defined 
by the earlier Geological Surveys of the State, and their maps have been 
frequently referred to in constructing it. The only changes are of details, 
including some slight extensions of the areas in some of the border counties. 
The detailed work of the present Survey has not progressed far enough yet for 
a more exact map to be attempted; but so far as observation has gone up to 
the present time it in every way reflects credit upon the early and provisional 
delineation of the first Geological Survey. 
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20 l^KKLIMINARY EIFOKT ON COAL. 

The Missouri river traverses the area, from the Dortliwest 
to the iK>utheast aod divides it into two large but unequal por- 

Principal river*, tions, that north of the river being considerably the greater. 

This is the only stream that can be considered navigable. 
Graode river on the north, and Osage river on the south are the 
next largest and are used for purposes of local transportation. 
The Missouri river has about reached its base level and 

„ , ,„ corrades its cbatinel little, but is extending: its flood plain 

Base level) log ' o r 

begun. by lateral degradation. The same may be said of the lower 

courses of the lar«:er streams which empty into this river. As 
one a{)[)roaches the head waters of these streams, however, the 
declivity becomes greater, the flood plain narrower and corrasion 
more and more active. Away from the immediate vicinity of 
the larger streams the characteristic contour is that of a flat or 
surftt|wj a geuuy slic^htly undulating plain, bordered bv gentle and sometimes steep 

undulating plane. "•'^ bi^» ^ r^ ... 

slopes along the drainage channels; in the immediate vicinity 
of the larger streams the horizontal area on the summits, between 
the depressions, is smaller and the slopes are steeper and longer. 
Through Lafayette and Johnson counties, and along the Kansas 
line, in Bates and Cass counties, mesa like hills are developed, 
capped by resisting horizontal strata; but these are of only 
occasional occurrence. North of the Missouri river, and for a 
. . . ^ ,* few miles south of it, glacial deposits tend to soften the contour 

Glacial depoeUs '^ ' 

Mftonthecon* of the country, but do not obliterate its distinctive features. 

Thus, in the immediate vicinity of the river, thick deposits of 
Loess form a mantel over the surface, while, farther north, a 
thick layer of silt covered sand and clay occupies the place of 
the Hhcr material farther south. These deposits round off the 
ragged edges of the topography and, in places, make a level plain 
where, in times past, there was a large valley; but the country, 
as a whole, still preserves the character of an eroded plateau. 
Topograpiiy ado. The topography maybe considered as in an adolescent stage, 
luro!" "***"*' bordering on maturity in places. The drainage channels are 

permanently and well established, but corrasion has not yet done 
all it has to do over a largo part of the area; only, perhaps, 
along the valley of the Missouri river is there anything in the 
topography suggesting that advtinced stage in the erosion of a 
country termed old age. 
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The difference between the extremes of altitude within the 
Coal Measure area is about 600 feet. The elevation of the Mis- 
souri river plain at Boonville, in the eastern border being about 
600 feet, while that of the uplands, in the northwestern corner of 
the State is over 1,200 feet. The general elevation of the 
country above the adjacent drainage levels is from 100 to over 200 
feet. Along the marginal line of the Coal Measures, from 
northeast to southwest, the following are the approximate alti- 
tudes at successive points, on the summits between drainage 
channels: Kirksville 975, Macon city 886, Mexico 798, Moberly 
867, Fayette about 800, Boonville about 750, Sedalia 907, Clin- 
ton 807, Nevada 870, Jo^jlin 1,018. In the interior of the Coal 
Measure area, the following are the altitudes at successive points, 
located similarly topographically: Kansas City about 950, 
Leavenworth about 1,000, Plattsburg, about 1,000, St. Joseph 
about 1,050, and Maryville, about 1,200. 

LITHOLOGY AND STRATIGRAPHY. 

Lithology, The rocks of the Coal Measures consist of sand- 
stones, shales, clays, limestones and coals. 

The sandstones are of white, drab, yellow or reddish colors, 
are generally tine grained and friable, and are often filled with 
specs of carbon and with impressions of leaves and stems, « 

especially along the stratification planes ; mica is almost always 
present. The sandstones are most abundant and prominent in ^^® ®*''^**®'*®"* 
the eastern and marginal area of the Coal Measures, and they 
there constitute a considerable portion of the section. In the 
interior, or central area, they are not prominent members, 
though arenaceous shale is abundant, and it is frequently difficult 
to say whether such material should properly bo classed as a 
shale or as a sandstone. 

The shales are argillaceous, bituminous, arenaceous or calca- 
reous, and frequently grade, by almost imperceptible degrees, 
into sandstones or limestones; they are of black, drab, gray and„ 

' •' y ^ ^ J The shales. 

red colors. The shales preponderate by far over any of the 
other classes of rock, are widely distributed and are about 
equally prominent in all sections of the Coal Measures. 
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The limestones occur sometimes m massive beds, three and 
even more feet in thickness, are occasionally concretionary in 
nodular forms, are sometimes laminated with uneven bedding 
planes, but are almost always of a fine compact texture ; they are 
of drab color and are readily distinguished from the white, coarse 
grained, semi-crystalline limestones of the Lower Carboniferous. 
The limestones are least abundant over the extreme marginal 
area, and become more frequent and thicker towards the interior; 
in the northwestern portion of the State they occur in successive 
beds aggregating twenty or more feet in thickness. Lime is here 
very abundantly represented in all the rocks, many of the shales, 
even the black bituminous layers, being decidedly calcareous. 
As with the shales and sandstones, so with the shales and 
limestones it is often impossible to class a rock positively as a 
limestone or as a shale. 

The coals are all bituminous, with the exception of certain local 
deposits which approach cannel coal in character. The beds 
range in thickness from one inch to about five feet. The coals are 
generally soft and pyritiferous, with selenite or calcite almost 
always present, in thin scales, along the joint planes. They are 
most frequently underlain by clay, which sometimes contains 
stigmaria casts, and are generally immediately overlain by black 
shales, frequently fissile, or by a gray or drab clay shale. In this 
roof shale leaf impressions are found in places, but the localities 
are few where such are abundant. Sometimes sandstone rests 
directly upon the coal, or a limestone cap rock is barely separated 
from it by a few inches of clay or shale; but such instances are 
exceptional. The coal beds are most abundant and are thickest 
over the marginal portion of the Coal Measures, where they 
occur near the surface and where they have been principally and 
most extensively operated up to the present time. They seem 
here, however, to be more irregular in character and distribution 
than in the interior, so far as one can judge from the limited 
developments which have been made in the deeply seated coals 
of the interior region. 

Stratigraphy. The Coal Measure rocks of Missouri are 
arranged in a series of strata which have, generally, a slight 
undulating, westerly dip, such that the uppermost rocks are at 
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the surface in the northwestern portion of the State, and lower 
rocks crop out along the margin to the east. Thus, could we ^*^g|c55jn'°®* 
cleave open the earth along the line running from the north- 
western corner of the State eastward through the Coal Measures 
there would be exposed to our view an arrangement of strata, 
somewhat as is represented in the adjoining Fig. 1. 




Fio. 1. Ideal Bootlon illustrating tlie arrangement of strata in the Coal Measures 

after elevation and erosion. 

The estimated maximum thickness of these Coal Measure 
rocks is about 1900 ft. That is, to penetrate the entire section 
of these strata at point F, (Fig. 1 ) in the norJ;hwe8tern comer 
of the State, a shaft 1900 feet deep would be necessarv. East- Total thickness 

' * - abont 1900 feet. 

ward from such a point, the thickness of the underlying rocks 
constantly diminishes, owing partly to the westward tilting of 
the strata, above referred to, and partly to the conditions under 
which these strata were deposited, which is hereinafter discussed. 
Therefore the thickness of this formation at any point within the 
area of its distribution may be anywhere from to 1900 feet.* 

I For the measarement of this total thickness, so deep a shaft has never 
been sunk at any one point ; bat, through the influence of the westward dip of 
the rocks, various strata are successfully brought to or near the surface at 
numerous points and, from a series of separate measurements of the 
individual strata, or groups of strata, the general thickness is compiled. It is 
as if the distance between two floors of a house were determined by adding 
together the height of each step of a flght leading from one floor to the other. 
Were each and every stratum successively brought to the surface, and were 
each stratum continuously of the same thickness and character, then this 
method would furnish an exact means of determining the true section at any 
point ; but, unfortunately for its accuracy, some strata are probably nowhere 
exposed at the surface and some vary both in thickness and character as they 
are traced from point to point. Hence the method is recognizably a pro- 
visional one, and, though often yielding good results when applied to limited 
areas they are always open to correction or substantiation in detail as develop- 
ment proceeds. 
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Thus, along its margin, the Coal Measure formation may be 
considered to taper to a feather edge while in the extreme north- 
western corner of the State, it has an aggregate thickness of 
nearly 2,000 feet and consists of more than 200 strata. 

On the basis of the figures given on p. 21 we have an elevation 
of about 900 feet for the floor of the Coal Measures at the margin 
near Sedalia, and, in the extreme northwest, the elevation of the 

^^"^ 1^10 degree!"^^ ^^^^ ^® about mitius 700 feet ; the consequent present slope of this 

floor is I16OO feet in a distance of some 150 miles, which is equiv- 
alent to about 10 feet per mile, or about one-tenth of one degree, 
which is almost horizontal. The elevation of the surface of 
Maryville is about 1200 feet, so that the thickness of the Coal 
Measure rocks there, above the level of Sedalia^ is only 300 feet. 
Among the most noticeable features of the stratigraphy of 
th^se Coal Measures is the variability of detail^. Strata are 
characteristically non-persistent, both as regards thickness as 
well as material. Beds of coal thin out and disappear; beds of 
shale pass into sandstone or grade into limestone, as the case 

strata very varia- may be; limestouc beds fluctuate greatly in thickness or may be 

present or absent in not widely separated localities. These con- 
ditions are particularly prevalent over the marginal area, among 
what have been considered the Lower Coal Measure rocks. 
Swallow,^ Norwood ^ and Broadhead ^ all refer to such variations 
in sections, and they are encountered in mining operations, often 
to an embarrassing extent. Of most conspicuously irregular 
distribution are the sandstones of the marginal area. These 

„ . , sandstones may be divided into two classes. First, there are the 

Sandstones espe- -^ 

ciaii> 80. regularly interstratified beds, ranging from two to ten or more 
feet in thickness, which, though less persistent than the other 
beds, can yet be recognized clearly as interstratified members 
over considerable areas. Second, there are the great, massive 
deposits of sandstone, sometimes exposed to a thickness of 50 or 
60 feet without displaying any bedding planes. These may be 
connected with the thinner interstratified beds, but where they 
attain their characteristic development, they cannot be classed 

1 Report Mo. Geol. Sur. 1855, p. 87. 

» Report Mo. Geol. Sur. 1873-74, pp. 200 to 216. 

3 Report Mo. Geol. Sur. 1872, part II, p. 166 and elsewhere. 
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as interstrotified beds of the Coal Measures ; but, apparently, are 
deposits filling channels which were eroded in the Coal Measure 
strata presumably during the Coal Measure period.^ 

The fauna pi the Coal Measure rocks indicates the existence, 
over the marginal area, in what have been termed the Lower 
Coal Measure rocks, of brackish and shallow waters; while, in °*fauna." 
the interior, among the rocks designated Upper Coal Measures, 
marine forms are more abundant. There is nothing at all pro- 
nounced in the fauna which would call for great priority of 
deposition of the rocks of the marginal area over those of the 
interior. 

THE PROCESS OP DEPOSITION.^ 

From a consideration of the facts and conclusions presented 
in the preceding pages it appears that the following conditions 
must be satisfied by any interpretation of the process of depo- 
sition which may be offered. 

1. That the marginal conditions were generally those of 

brackish water, favorable for the formation of the coal Egaentiai oondi- 

beds. tlonBofdeposl- 

2. That marine and deep water conditions were more fre- 
quent over the central area, permitting the deposition of 
thick beds of limestone. 

3.' That, during the process of deposition, the strata from 
the base to the top of the Coal Measures were, at intervals, 
at or near the surface of the water, permitting the growth 
of the coal flora and the accumulation of coal. 

4. That at least some of the strata were deposited in an 
exactly horizontal position. 

1 These channel deposits are in places a mile or more wide and apparently 
200 or more feet thick ; they limit sharply the coal beds and the other regularly 
deposited strata. Their distribution is being carefully studied by the State 
Geological Survey, and they promise to prove most valuable and interesting 
subjects of study. Their exact age is not at present determined, and it is pos- 
sible that they may ultimately be assigned to the Permian or even to a later 
period. On the other hand, If they can be traced beyond the limits of the Coal 
Measures, it is possible that at least a part of the sandstone which has been 
classed as the Ferruginous sandstone of pre- Coal Measure age, really belongs 
to this formation. 

* The following discussion of the process of deposition, as well as the 
matter of the two preceding pages, is extracted from a recent communication 
of the writer's to the Geological Society of America. (Bull. Geol. Soc. Am., 
Vol. 3), to which the reader is referred for fuller treatment of the subject. 
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According to views heretofore presented the Codl Measures 
of Missouri have been separated into an Upper, a Middle and ^ 
Lower division, respectively 1317, 324, and 250 feet thick,^ all 
having a slight dip a little north of west. The common concep- 
tion regarding these divisions, as well as those of the contiguous 
Iowa Coal Measures^is that they underlie each other successively, 
M^Toerniny'coa! and that, should the strata of the Upper Coal Measures in the 

northwestern part of the State be penetrated by a shaft, the 
members of the Middle and Lower Coal Measures would be 
successively encountered. The reservation is generally made, 
however, that some of the beds will probably thin out, disappear 
or be replaced by others, so that exactly the same succession of 
strata cannot be expected, though, whatever may be included 
under the indefinitely applied term " Formation," is considered 
to be continuous. The adjoining Figure 2 represents, in a 
general way, the implied and commonly conceived idea of the 
positions and relations of these divisions of the Coal Measures. 




Fio. 2. Diagram Ulastrating the commonly conoeived positions of the 

Coal Measure strata. 

The nature of some of the Coal Measure strata demands 
horizontality of position at the time of deposition and as, accord- 
ing to the above representation, the strata are parallel with each 
^''hwiSontai?"^ other, they must, on this interpretation, all have been deposited 

as horizontal layers and subsequently tilted simultaneously into 
the present position. Further, the existence of coal beds near 
the base of this formation shows that even the lowermost strata 
were accumulated near the surface, and, hence, to produce the 
conditions generally pictured, would require a regional subsi- 



» Report Mo. Geol. Survey, 1872, Parti, p. 6. 
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dence of about 2,000 feet, equal in rate and amount over the 

whole area, with which the process of deposition kept paces^bjid^iJ^^jjOj 

equally and exactly over every portion. An ideal restoration '<>'• 

to a horizontal position of these strata is represented in Figure 

3, and it is there apparent, at^a glance, that, proceeding on this 
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Fio. 8. Same as Fig. 2, with strata In a horizontal position. 



ures. 



supposition, the portions, of at least the upper parts of the Coal 
Measure formations, represented could be only small remnants 
of the whole, and that, with the indicated thicknesses, they 
must once have spread over the higher Ozark region, as well as 
over the area of lower rocks in northern Iowa. We cannot 
believe such extension possible without, at least, some remnant ^"iS°coai°MeaS- 
of these rocks being left over the territory where they are now 
never found ; such hypothesis is opposed to the views which have 
been advanced concerning the age and history of the Ozark 
Uplift ; it is contrary to the authoritative and generally accepted 
opinions concerning the original limits of the Coal Measures 
both in Missouri and lowa.^ Such representation of the relation 
and positions of the Coal Measure strata leading to conclusions 
contrary to accepted views, it behooves us to attempt a presen- 
tation of the results and of the process of deposition which 
will be in harmony with the observed facts and well-substan- 
tiated conclusions. 



^ A more detailed statement of the reasons for not favoring the hypothesis of 
early great extension of the Coal Measures is contained in the Bulletin of 
the Geological Society referred to on p. 26. A fall discussion of the subject is 
reserved, however, for the complete report on the Carboniferous. 
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Starting with the indisputable fact, as proved by deep drilling 
and shafting in the western portion of the State, that at or near 

'*^^shanowwa"r*''^^® ^^^^ ^^ ^^® ^'^^^ Measures here, are strata of shallow water 
origiii. origin, we must allow that the floor in the interior was, at the 

beginning of deposition, near the surface. We will assume next 
that submero:ence besran over the central area of the Coal 
Measures, and that, as represented in Figure 4, the margin 
of the early Coal Measure sea or swamp, B, was well within 
the present limits, A, of these deposits. As soon as this 




Fio. 4. Diagram illustrating conditions preceding deposition of Coal Measure strata. 

area became submerged, deposition over it would begin; but, as 
all material is derived from or beyond the margin, the accumula- 
tion during this stage or period would be thickest along the 
margin and would taper thence gradually towards the interior, the 
character of the material changing at the same time. The mar- 
^from^Tiargin'^°^8'°*' ^^®^^ would thus be the first to become a shallow water area, 
outwards. suitable for the formation and accumulation of coal. As the 

basin became gradually filled with sediment from the margin 
towjirds the interior, the coal swamp would slowly creep out hori- 
zontally, until it covered the whole surface in a continuous sheet, 
the coal barely unconformable with the underlying strata, which 
were accumulated in slightly inclined positions. Figure 5 repre- 




FlO. 6. Diagram illustrating early conditions of deposition. 

sents the resulting conditions provided deposition is continued and 
subsidence is arrested. The number of deposits cannot be taken 
to represent, strictly speaking, so many individual and separated 
strata, as each one may be made up of a varying number of 
layers of different materials ; they simply indicate the limits 
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reached by the deposits in successive intervals of -time. The 
apparent dip and the consequent unconformity pf the coal layer, 
C — C, upon these underlying strata, is also much exaggerated 
by the excessive vertical scale ; if reduced to the natural scale 
neither the dip nor the unconformity would be perceptible at 
any one point. 

The natural result of such a growth of sediment is that a coal 
bed will be thicker near the margin, Where its accumulation 
begins and continues longest, than in the interior, and the thick- ^tent'of^^af bed 
ness of the bed, at any one point, will depend upon the length r a?e° o?\ulai^- 
of time during which subsidence is arrested and the accumula- 
tion is allowed to go on. The coal bed may expand over the 
whole area as is represented in Figure 5, and may there 
accumulate to a thickness of several feet and then be cut short 
by a submergence to the point C, when another cycle of 
deposition will begin, similar to the first. 

Changes in the amount and character of the sediment supplied 
at any time during such a cycle would cause corresponding 
changes in the thicknesses and character of the stmta. A rapid, 
continuous, or a frequently recurring subsidence would prevent 
the accumulation of coal, or would allow of its formation only 
over narrow marginal areas. A subsidence, after the coal bed 
had expanded over a half or other fraction of the submerged 
area, would fix a limit to that individual bed at such point, and 

, ^. Stratigraphicvarl- 

it would be buried beneath the strata of the succeeding: cvcle ot ations explained. 
deposition. A varying rate of subsidence over different areas 
would also affect the character of the deposits ; where the rate was 
greatest deep water or marine conditions would be more prevalent, 
and where the rate was slow shallow water conditions would 
prevail generally and coal beds would be most frequent. If the 
rate of subsidence over the interior is constantly greater than that 
over the marginal area, the first formed and lowest beds would 
gradually acquire a western dip, while the uppermost bed is hori- 
zontal, and the aggregate thickness of the deposits would increase 
towards the interior, although the thickness of an individual 
stratum, or of a heterogeneous deposit formed during any selected 
interval of time, would diminish, proceeding from m:irgin into 
interior. If subsidence were arrested along the margin and con- 
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tinued in the interiar, the deposits would taper to a feather edge 
along this margin. On the other hand, if there is elevation 
along the margin and subsidence in the interior, the succeeding 
deposits would taper out within what were previously the 
marginal limits, and would abut against the underlying strata. If 
subsidence is arrested in the interior and continued over the 
margin, coal beds might be formed in the interior which are not 
represented over the margin. 

A 




Fio. 6. Diagram UlaBtrating final conditions of deposition. 

Figure 6 is an ideal representation of what would result with 
a certain sequence of events of the character suggested. At B 
is a coal bed originally horizontal, which extended entirely 
across a submerged area before subsidence set in again ; at C is 
another bed which extended, however, only a short distance 
niusinuionofpro- before being submerged; at A is a third coal bed which had a 
t*ou. **' ***^***''''" longer period of growth than C, but which was also cut off by 

a sinking of the strata. From the divergence of the lines, A 
and B it is evident that the rate of subsidence was greater over 
the interior than at the margin. Before the formation of the 
bed, D, the margin. A, was elevated and the depression in the 
interior continued, and these opposite movements were kept up 
during the periods of accumulation of the strata E and F and of 
those intervening between these. Figure 1, on p. 23, represents 
the same group of beds after they have been elevated above the 
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water, such that the upper beds are lifted above the extreme 

margin. It is, of course, impossible to represent in any such dia- . 

gram the infinitely complex association, and the varied succession i>e^a^^«^»^™poMibie 

of strata which resulted from all the combinations of conditions 

which probably prevailed during the deposition of the Missouri 

Coal Measures ; but, always allowing for the great exaggeration 

of thicknesses and of angles of dip and slope. Figure 1 will 

probably suggest all of these. 

The careful study of the above outlined hypothesis and of the 
accompanying illustrations will show that it is calculated to 
satisfy fully all of the conditions enumerated on page 25; such a 
study will reveal : — 

a. How a moderate amount of erosion will suffice to produce 
the present limitations of the upper strata. 

b. How coal beds are more abundant over the mar^nal area. 

c. How the interval between any two strata may be very 
different at different points. 

d. That a columnar section, constructed from outcrop meas- 
urements of successively exposed strata from margin to 
topmost layer, will not represent the succession of rocks 
in such a section as at A in Figure 1. 

e. That a coal bed may, at one point, immediatel}^ overlie 

strata which are widely separated from each other in hvpoUiesfs of°"* 
some exposed section at another point, and, hence, that ^®p®®**^***°- 
two separated outcrops of the same coal bed may easily 
be mistaken for outcrops of two different beds. 

f. That the strata cropping out along the margin are not 
necessarily the lowermost, even though they dip towards the 
interior, and that beds encountered at the basfe by drilling 
in the interior may be of earlier age than these marginal 
beds. 

g. That the arenaceous character of the marginal deposits 
is an essential attribute of their location and not one of 
their age, and that sandstone, shale or limestone may be 
prevalent among the upper or lower beds of the Coal Meas- 
ures according as they were marginal, shallow water, or 
marine portions of the deposit. 
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Something like a true secliou of these Coal Measures strata 

can ultimately be constructed by the present State Survey, after 

^p^ibimy"o?the *^'^ *^® many sections and records obtainable have been studied 

future. j^qJ correlated. Until then we must proceed with extreme 

caution, with the anticipation that all the intricacies of deposition 
which the conditions herein referred to call for, may exist and 
will, have to be unraveled.^ 

' The phenomena from which the hypothesis of deposition above outlined is 
deduced are not peculiar to Missouri, but have been observed and recorded in 
adjoining States and in other regions. Quotations from such records are in- 
eluded in the paper by the writer already referred to, in Vol. 8, Bull. Geol. Soc. 
of America, and a mere reference to the various publications cited from will 
suffice here. These are : — 

1. Report Iowa Geol. Survey, 1858, James Hall. Vol. I, Part I, p. 136. 

2. Report Iowa Geol. Survey, 1870, C. A. White. Vol. I, pp. 227, 260, 269. 

3. The Stratigraphy of ' the Iowa Coal Measures, C. R. Keyes. Bull. Geol. 
Soc. America, Vol. II, pp. 282, 284, 286. 

4. Report Ohio Geol. Survey, 1876, J. S. Newberry, Geology Vol. II, pp. 
117, 166. 

5. Report Ohio Geol. Survey, 1884, E. Orton. Economic Geolosy, Vol. V, 
pp. 135, 137. 

6. Stratigraphy of the Bituminous Coal Field of Penn., Ohio and West Vir- 
ginia, by I. C. White. Bulletin No. 66, U. S. Geological Survey 1891, pp. 100, 
181. 

7. The Upper Coal Measures west of the Alleghany Mountains, by J. J. 
Stevenson, Ph. D. Trans. Amer. Ly. of Nat. Hist, of N. Y., Dec. 16, 1872, Vol. 
X, No. 9, pp. 226 to 262. 

8. On the Alleged Parallelism of Coal Beds, by John J. Slevonsou. Proc. 
Amer. Phil. Soc, Dec. 18, 1874, Vol. XIV, No. 93, pp. 283 to 295. 

9. The Structure of Coal Beds, by J. J. Stevenson, 1878. Chap. XXI, pp. 
283 to 303. Report K. K. K., Ligonier Valley, Second Geol. Survey of Pa. 

The inference from these references is plain, that the explanation of the 
general process of deposition in Missouri applies to other areas, and is 
doubtless of wide applicability, at least so far as the Coal Measure deposits 
are concerned, and perhaps with regard to other formations. 
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CHAPTER II. 
THE COAL BEDS. 



THEIR DISTRIBUTION AND CHARACTER. 

« 

The conditions restricting distribution — The conditions restricting availability. 

No one coal bed in Missonri can be affirmed to be co-extensive 
with the area of the Coal Measures and, within a still smaller area, ^°^^*,**^Sft"*®'* 

' ^ ^ ^ ' coal bed limited. 

does any one bed possess those characteristics of thickness and 
quality, or is it accompanied by the other conditions which go 
to make it workable. The conditions of principal importance 
restricting the distribution of Missouri coals may be classed as 
follows: — 

1. The general eastward rise of the strata. 

2. The results of erosion and land degradation as exhibited in 
the existing topograph}^ 

3. The presence of buried channels, of various ages, indis- Conditions re- 

.. . . T.1 . i.u • i.- 4. u Btrictlng distri- 

tmguishable m the existing topogi*aphy. bation. 

4. The original limits of the individual coal basins and the 
consequent thinning out of the beds towards their margins. 

The conditions of importance restricting their availability 
are : — 

1. Inadequate tbicicness of the coal. 

2. A poor roof such that the process of mining becomes dan- 
gerous, highly expensive, or both. 

3. Disturbances which have produced faults or have caused aoonjutjong ^^, 
squeezing or a partial erosion of the coal bed, giving rise J^Vuty?*^ *^**'~ 
to what are known as slips, rolls, horse backs, clay seams 

or faulty coal. 

4. Inferior quality, such as renders it unfit for use. 

5. Excessive water, such as cannot be economically bandied 
by pumping. 

6. Excessive depth, such as makes the cost of shaft sinking, 
hoisting and pumping too great for profitable mining. 

3 
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Effect of dip of 
strata. 



THE CC»NDITION8 RESTRICTING DISTRIBUTION. 

1. The effect of the eastward rise of the strata in restricting 
the distribution of the coal will be readily appreciated from 
consideration of what has been said and illustrated on p. 24 con- 
cerning the westward dip of the strata and the successive out- 
cropping of strata as one proceeds in that direction. Thus, as 
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Fig. 7. Diagram illastratlng the ** dip " of coal beds. 

illustrated in Fig. 7, a coal bed, I, penetrated by a shaft at a 
point, A, will, by reason of the westward dip, rise to the surface 
farther east at a point, B. Similarly a deeper coal bed, II, will 
crop out at a point, C, the distance between the points, A and B, 

iiinstrationofdip.orthe points, A andC, beinsj dependent upon Ihe depths at which 

the coals are struck in the shaft, at A, upon the general angle of 
inclination or dip of the coal beds, and upon the relative altitudes 
of the points. A, B, and C. Just where the outcropping line of 
each or any coal bed, or its stratigraphic equivalent in the State 
is or may be, is a question which cannot be determined without 
the most detailed field work and the most careful scrutiny and 
comparison of shaft and drill hole records.^ 

2. Erosion is that process of nature by which the surface of 

Process of erosion. ^I^g jj^^^j jg carved into valleys and hills and is gradually lowered. 

Its principal agents are rain, snow, ice, wind and running 
waters, their action is constant and their effects are everywhere 

* Such work is being prosecuted by the Survey in connection with the detailed 
mapping and the results will be embodied in the resultiug maps and accom- 
panying reports. In the meantime the block map (Plate I.) at the end of this 
report conveys some intimation of the stratigraphic limits of the coal beds and 
suggests the possible relation between some of the beds operated at different 
localities. 
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observable. Viewed in a large sense erosioD' has had an 
influence of tbe first order upon the distribution of the 
coal, inasmuch as it has probably removed, during the 
past ages, large portions of the Coal Measure rocks and the*^"**^" 
accompanying coal beds, as is shown in Fig, 1, on p. 23. But, 
viewed in a narrower sense, tbe effects of land degradation 
upon the distribution of coal, as exhibited in the existing 
topography, are of importance only when the coal is near the 
surface or when the difference in elevation between hill and 



Fio. s. DMgTBm lUastrBtlng ths effecl< ot erosion. 

valley is great. Of very common occurrence in Missouri is 
such an instance as \s exhibited in Fig. 8, where the erosion 
of a stream has carved a channel through the strata and the 
associated coal bed so that the coal terminates or crops outu«tBiisof ero 
in the hill-&ides bordering the valley. The larger the stream the 
wider the valley, and, as the stream proceeds from its source, 
the valley tends constantly to widen so that, in some counties, 
many square mile^ of coal have thus been removed. As if in 
compensation, however, such process of erosion renders the 
exposed coal beds easy of access and permits of their being 
worked without shafting, by drifts. Such drift mining is 
common in Macon, Randolph, Ray and Lafayette counties. It 
is generally along the eastern border of the Coal Measures 
that this effect of the process of Und degradation is most 
apparent. ► 

3. T/ie presence of buried channels in the Coal Measures may 
also be considered a result of erosion; inasmuch as this cause Buried ciiau 
originally produced the channels and established the limits of ueasures. 
the cuid ; but they are nut readily recognized as such upon the 
ground and are hence given >eparate con^ii deration here. 

Two classes of such buried cbaonels nmv be itistinguishcd. 
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First are those which, probably, are of late Coal Measure age 
and which are filled with a material, once sand but now consoli- 
dated to a more or less coherent sandstone. These channels are 
referred to on p. 25. They were probably formed during some 
temporary elevation of the Coal Measure strata above the level 
of the water in which the latter were previously laid down. The 
uppermost strata must then have been in a barely coherent 
condition such that they were quickly corraded by water flowing 
^wi?h sandstone, ^pou their surfaccs; thus ravines and broad valleys could have 

been formed during short periods. A sinking of the strata 
would cause a renewed submergence and all loose and abraided 
material would become suspended in the waters ; of these the 
sand, as the heavier portion, would naturally settle into the eroded 
channels and other depressions, even at the beginning when the 
waters were more or less in a condition of commotion. In Fig. 9, 
an attempt is made to represent a section through such A buried 
channel, now filled with sandstone. Its independence of the 
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Fio. 9. Diagram lllastrating buried channels of Coal Measare age. 

present topography is there indicated. On the right hand side 
of the sketch the sandstone is shown to be directly the extension 
of a layer of sandstone interbcdded with the other Coal Measure 
rocks; while, on the left, it is made to appear as' an independent 
and superior layer to any other. Either condition may exist in 
nature. Buried channels of this character have been recognized 
in Johnson, Lafayette, Randolph and Monroe counties; they 
have an important bearing] upon this distribution of the coal, 
inasmuch as they are in places over a mile wide and extend 
length wiije entirely across the counties. They doubtless occur 
in other counties and their distribution will be defined as the 
detailed mapping of the Survey is extended. 
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The second clasa of buried channeU ure of much later age 
geologically aad belong to what Is known as the Quaternary or 
Pleistocene period; at least the material filling them in of this 
age. The channel proper may hiive been in process of formation 
ever since the dose of the Carboniferous period. They differ ^t'ltMrtf?""" 
from the first class of channels in that the filling material con- 
sists of loose clay, sand and gravel similar to that spread 
generally over the surface of the surrounding country with which 
it is contemporaneous in age. In Fig. 10 such a buried channel 



Flo. 10. DiiKTftni lIlD>t»tlng bniled channel! Ol pre-G[acUl age. 

is represented. It is to be distinguished, further, from one of 

the first cliiss, in that the filling material is not a Coal Measure 

rock and in never the equivalent of any one of the members of 

that formation, which may sometimes be the case with the first 

class, as is alluded to on p. 36, Such channels occur north of the 

Missouri river and are best developed in the drtit covered area 

of the northern portion of the State. They have been recognized """gSSb!"" "' 

in Putnam, Sullivan and Linn counties, and doubtless occur 

elsewhere.' When encountered in coal mining the coal is cut off 

abruptly, and, sometimes, the influx of water and sand is so 

strong as to cause the abandonment of the mine. These chao- 

ncls, therefore, not only reduce the area of the coal but further 

present obstacles to the operation of mining. 

4. All coal beds have been deposited in basins of greiiter or 
less area and depth ; they constituted, at the time of formation 
of the coal, great lagoons or swamps in which the material for L<,„j,po|„ ^^j^^ 
the coal beds accumulated. The margins of such a swamp, or »' «*""^»- 
shallow sea, constituted the limits of each coal bed and towards 
thciie limits tlie coal gradually tapered to a feather edge. Fig. 
11 illustrates this idea and shows the manner in which such a 
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coal bed is subsequently covered by the succeeding deposits. In 
Taperinar of coal the Operations of mining, such a tapering coal bed is seldom, if 

eVer, followed to its extreme limits, but work is generally 



Coal pockets. 




Fio. 11. Diagram UlQstrating the lenticular nature of Coal Ifeds. 

abandoned long before this; as soon as the, coal becomes reduced 
below a workable thickness. An extreme illustration of such 
limitation of a coal area is furnished by those remarkable deposits 
known as coal pockets which occur in the region bordering the 
Coal Measures. Here the coal often attains a thickness of 20 
and more feet while the area of the basin may be only a few 
acres. Such deposits have apparently accumulated in ravines or 
sink holes in the Lower Carboniferous and lower rocks, which 
existed before and during the Coal Measure period. 



THE CONDITIONS RESTRICTING AVAILABILITY. 



1 . Inadequate thickness is a condition restricting the availability 
of a coal which will be readily understood with little explana- 
tion, though just what thickness is inadequate is a relative and a 
locally variable term. Coal beds vary in thickness from an inch, 
or less, to many feet. In a regrion like Pennsylvania, where 

Thickness of ^ J o j ' 

workable beds, bcds 6 to 10 fcct thick abouud, a thickness of three feet has 

been generally considered as little as can be profitably mined. 
In Missouri, however, three feet is nearer an average thickness 
than under it, and beds as thin as eighteen inches are profitably 
mined on a large scale. Any bed unif(U'mly thinner than this 
cannot ordinarily be considered available. About a fourth of 
the annual production of coal in the State is from beds not over 
two feet in thickness. Beds three and four feet thick are of 
frequent occurrence, especially in Macon, Randolph, Henry and 
Bates counties; but they are not so abundant nor so wide-spread 
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as to make the two Toot bed unworthy of consideration. Other 
conditions leading to the mining of thin coal beds are enumerated 
in the chapter on the Coal Industry, on pp. 45 to 46 of this report. 

2. A pooj* roo/ readers mining both expensive uud dangerous. 
If the strata overlying the coai are of a loose friable material, 

such as fulls soon after the removal of the coal, or if the over- °" rwxf""" 
lying beds are fractured and crushed, large pillars of coal have 
to be left to sustain this roof and much timbering becomes neces- 
sary iu both the rooms and entries. With a roof of a tough or 
bard material timbering can, at times, be entirely dispensed 
with. Difficulties in mining from a poor roof arise in Sullivan, 
Macon, Adair and Henry counties, but over a large portion of 
the coal mining area in the State the roof is excellent and offers obuactutoi root* 
no obstacle to mining. The quality and condition of the ronf is 
not regional, but often varies greatly within one mining district; 
this is especially the case in Macon, Randolph, Boone, Clay and 
Henry counties. 

3. Disturbancs are quite common in certain Missouri coal 
beds and they seriously impair the value of the coal. They are 
particularly noticeable in the mines of Audrain, Montgomery, 
Boone, Caldwell, Adair, Schuyler and Clay counties. The 
most common form of disturbance is that resulting from . 



Fro. U. Qlij^tkin ninstraUnB root " 



unequal pressure, producing partial faulting and crushing of the 
coal. This is illustrateiJ by Fig. 12. Sometimes such disturb- 
ance extends entirely through the coal lied, elsewhere it only 
slightly indents the roof; but almost always the coal under it is 
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crushed and worthless, and the chiy or coal on the sides of the 
fault is highly polished. A somewhat similar effect is produced 
when, through the action of erosion, hollows or channels have 
been scooped out in the upper portion of the coal bed, and sub- 
sequently filled by the material of the roof. This action some- 
EroBioB of coiii ^jujgg noticeably dimfnishes the thickness of the coal, but it is 

distinguished from the preceding in that the coal is not crushed 
and polished ; it is generally not so injurious in its effects as 

^ the action last referred to. 

V 4. An inferior quality of coal is generally the result of the 

presence of an excessive amount of iron pyrites (** sulphur" ) 

or of an excessive amount of clay, shale or ash ; or it may be due 

to the fact that the physical character of the coal is such that it 

Impurities In crumbles Or slacks readily on exposure. Pyrite in coals indi- 

coals, and effects. .,,,,. ^ i. ^. • • 

rectly produces slackmg, causes spontaneous combustion, injures 
it for the production of gas, causes clinkering of the ash, dam- 
ages grate bars and boiler flues and produces a suffocating 
smoke. Shale and clay diminish the amount of fuel in every 
pound of coal and increase the amount of ash to be handled. 
All Missouri coals are bituminous, with the exception of the 
cannels, which are found in local and small deposits. The bitu- 
oharacter of Mis-™^^®^® coals havc, as a rulc, a high percentage of ash, as com- 
souri coals, pared with the best bituminous coals; they are comparatively 
soft, suffering much from excessive handling or long exposure, 
and they almost always carry pyrite, either in lenticular or 
nodular concretions or in thin plates between the joints of the 
coal. The last, accessory,' as stated, injures them for use 
in the manufacture of illuminating gas, though many of the 
coals have an abundance of hydro-carbons of high candle power. 

5. An excessive amount of water in a mine makes the cost of 
pumping proportionately great, and it further embarrasses the 
process of mining by making entries and rooms wet, necessi- 
tating constant expenditure in providing for proper drainage 

ExcesfliYe water, throughout the mine. Missouri coal mines are not much trou- 
bled by such excess of water, in fact, many of the mines are so 
exceedingly dry that they are actually dusty. 

6. Excessive depth is entirely a relative term. The thicker 
and the better a coal bed and the more favorable the surrounding 
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<;onditions, the greater the depth at which it can be profitably 

mined. Most of Missouri's coal mines are less than 200 feet 

deep. The Randolph shaft in Kay county is 420 feet deep to 

the coal and is the deepest which is, exactly speaking, within the Depth, of proflu 

State. At Leavenworth, in Kansas, along the State line, how- ^^^' 

ever, a coal bed of only 22 inches is extensively worked at depths 

varying from 700 to 800 feet. This is, probably, near the limit 

of depth at which a bed of good coal, of this thickness, with a 

good roof, can be profitably mined, at least at the present date 

and with the present condition of the coal industry. 
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CHAPTER III. 
THE COAL INDUSTRY. 

The coal production — The coal market — The uses and adaptabilities of the coals — The 
available tonnage and duration of supply — The valne of coal and coal lands. 

THE COAL PRODUCTION. 

The total production of coal in Missouri for the year ending 
^lm,Xm%2H ""^ June30th, 1891,i was 2,650,028 tons, valued at 3,480,867 dollars. 

According to Bulletin No. 10 of the Eleventh Census, Missouri 
. ranks second as a coal producer among the States west of the Mis- 
sissippi river, Iowa being first with a production of a little over 
four million tons. Colorado is ranked next after Missouri, her 
production being 2,544,144 tons, and Kansas is fourth with a 
production of about 2,200,000 tons per annum. After these, no 
other of the western States approach Missouri in the amounts of ^ 
west of Miss., coal produccd. According to the same Bulletin Missouri ranks 
Union. ninth as a coal producer among the States of the Union, 

Pennsylvania leading off with the magnificent figure of over 
80,000,000 tons, Illinois being next with about 12,000,000 tons, 
Ohio third with nearly 10,000,000 tons, West Virginia next with 
over 6,000,000 tons, and then Iowa, Alabama, Maryland, and 
Indiana preceding Missouri in the order given. 

The amount of coal produccd in the State is, thus, both abso- 

luteh'^ and relatively large. Its value is greater than that of any one 

coaiTaiue. other mineral product in the raw state, the production of lead 

for the year ending June 30th, 1891, according to the State Mine 
Inspector's figures, being valued at $2,411,399, that of zinc at 
$2,673,073, and of iron at $331,665. 

According to the list of coal mine operators appended to this 
386 operators. report there are, in all, 385 individuals and corporations engaged 

in mining coal. Of these, one organization mines about a 
fourth of the total amount produced each year ; ten companies 

J According to the figures kindly advanced by the State Mine Inspector. 
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mine together nearly two thirds of the total amount and sixty 
individuals and companies mine together about five- sixths 
of the total, leavmg for 325 individuals and companies the 
production of one-sixth. 

The principal coal producers, in the order of the amounts of 
their products, are: The Rich Hill Coal and Mining company, 
the Western Coal and Mining company and the Lexington Coal 
and Mining company, these three being under one management, principal coai 
with mines in Bates and Lafayette counties; the Kansas and ^^^ ^ 
Texas Coal company, with mines in Macon, Ray and Linn 
counties ; the Keith and Perry Coal company, with mines in 
Henry and Bates counties ; the Richmond Coal company with 
mines in Ray county; Loomis & Snively, with mines in Macon 
county; the Mendota Coal company, with mines in Putnam 
county; the Interstate Coal and Mining company, with mines 
in Randolph county, and the Randolph Coal company, with mines 
in Randolph county. 

THE MARKETS FOR MISSOURI COALS. 

The conditions affecting the market of the coals west of the 
Mississippi river are, in some respects, different from those in 
the eastern part of the country. The Western Bituminous Coal 
Field is surrounded on all sides by large expanses of country 
destitute of merchantable coal.^ These great areas with their Area to be sup- 

-. . ,.. jj i.j i.1 piled with coaL 

constantly increasing population and needs, must, under natural 
conditions, draw their supplies of coal largely from the mines 
of Iowa, Missouri, Kansas, Arkansas, Indian Territory and Texas. 
These geographic conditions are illustrated in Fig. 13, which 
shows the area of the Coal Measures in the respective States. 
The area of workable coal is much more restricted, however, 
especially in Kansas, Arkansas, Indian Territory and Texas, 

1 In eastern Texas and southeastern Arkansas are large areas unlain by 
lignites, or brown coals. These have been in the past, only of limited, local 
use. Recent investigations, by the Geological Survey of Texas, have shown 
that these lignites are equal in character to those which are widely used in 
Europe. They will probably become merchantable in the future. That they 
will be extensively substituted for bituminous coals in the most important 
uses of the latter, is, however, an expectation which does not seem at present 
warranted. 
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only a small portioD of the Coal Measure areas there being pro- 
ductive. East of these areas their coals are brought iuto 
competition with the coals of Illinois, Indiana, Kentucky aud 
9. Ohio in the north, and with tho^e of Tenaeseee and Alabama in 
the south ; even the anthracites of eastern Pennsylvania are sold 
within the very limits of these western coal fields, on account of 
their special adaptabilities. The natural f.icilities fur transport- 



Fia. lA. Sketch map abonlug Ihe Coal Meuare area 

aud the coDllguoDa batreo area Ir. Hiasonri 

and B<l)arcnt slatea. 

ation pnivided by the Ohio and Mississippi rivers enable the 
coals of western Pennsylvania and of Ohio to compete very 
andMi8a.ri»ere, successfully With the geogniphically much nearer western coals, 
especially along the lower Mississippi. Further, through the 
distribution of railway lines and adjustments of rates, Illinois 
coals force the competition line much further west than 
would seem possible from geographic considerations. Thus the 
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territory affected by this competition to the east, is large, 
and it will probably always be considerable* though subject 
to variations. 

Towards the west, however, there stretches a great area of 
country in Nebra^^ka, Kansas, Indian Territory and Texas, which 
is not only destitute of coal, but which has, further, a sparse 
supply of timber to answer as a substitute for such mineral fuel. 
This is especially the case in Kansas, and its effects upon the 
Missouri coal industry is important. West of this coal-barren 
area are the deposits of Dakota, Wyoming, Colorado and New ^^"' west? '*** 
Mexico, which are to a certain extent competitors in the market 
and which may become more so in the future. It is not to be 
anticipated, however, that this competition with the coals of 
Missouri and adjacent States will reach very far east, for the 
latter coals are generally superior in quality to those farther 
west, which are largely lignitic, and the supply of superior 
coals in Colorado and New Mexico appears to be not more 
than is needed to satisfy the home needs and the more im- 
perative demands for coal still farther west. 

Thus the coal-barren area surrounding the Western Bituminous 
Coal Fields may be looked upon as a most promising market 
for the future, especially that to the west where the population 
is destined to increase rapidly in the next few years, with a 
proportionate increase in coal consumption. 

In addition to the foreign market, however, there is in 
Missouri a good home market ; one which is destined to increase 
greatly in the future and which will always be a steady consumer 
of coal and the most substantial supporter of the coal industry. 
The coal fields of Missouri are not located in a mountainous, 
rugged, or sterile country ; on the contrary they are in a country ^'*® *^^JS|e?"^^ 
of moderate elevation, with gently undulating surface, where 
bluffs and steep declivities occur only along the largest streams ; 
a countrv with a most fertile soil in a well advanced stao:e of 
cultivation. It is already well populated, a network of railways 
traverses it, small towns are numerous and cities occur at short 
intervals. These conditions furnish consumers for I he coal at 
the very mouth of the mine, they cause s^mall operations to be 
numerous and to be profitably prosecuted, and they further 
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permit the mining of coal for local uses under conditions which 
would not be prpfitable for the general market. In addition, 
these conditions furnish opportunities for obtaining labor, and 
inducements for retaining it, which are entirely absent in many 
coal mining regions. 

THE USES AND ADAPTABILITIES OF THE COALS. 



A small aaioant 
for^as. 



The tises of Missouri coals. The railways of the State 

constitute, without doubt, the largest class of consumers of coal. 

^teanfuig and Hence the greatest single use to which coal is put is for the 

poses. production of steam in locomotives; but, for manufacturing 

purposes, a large amount of coal is also used in steam produc- 
tion. Domestic consumption in stoves and furnaces ranks next 
in importance. For the production of illuminating gas a few 
coals of the State have been roughly experimented with, but 
not with generally satisfactory results and very little of the coal 
product is used for this purpose. Thus coal from the vicinity 
of Moberly has been used there at the gas works and, when well 
purified, the gas from it was excellent, but the cost of purifying 
it from sulphur was too great. The coal mined at the Hamilton 
Coal Co.'s shaft in (^aldwell county has been tested for gas pro- 
duction and is reported to have yielded an abundance of gas, but 
it would not coke in the retorts and, therefore, could not be 
profitably used. The coal mined at Trenton, in Grundy county, 
has also been tested with similar results. In Henry county are 
several coals which have been used for gas production,, with 
reported favorable results. The thick coal bed south of Lewis 
station is such a coal and also that from the Pitcher mine south 
of Clinton. These coals have been used, not only in the imme- 
diate vicinity of the mines, but have been shipped to remote 
points in the State for this special purpose. The coal mined at 
Mindeu, Barton county, also gives promise of being a gas pro- 
ducer, inasmuch as coal from the same bed mined at Cherokee 
and other points farther west in Kansas, is largely used for that 
purpose. 

No coal in the State, to the writer's knowledge, is used for 
tared. ' cokc manufacture. Partial tests have been made of a few coals. 
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but the results were not encouraging. The coal from the Excel- 
sior Coal and Coke Company's shaft, at Higginsville, in Lafa- 
yette county, was thus experimented with. The product was of 
fair quality for domestic use, but was too weak and contained too 
much sulphur for furnace use. 

Concerning the adaptabilities of Missouri coals we know, 
therefore, little even in a general way, and practically nothing in j^.^^j^ ^letaii 
a detailed and authoritative way. As steam producers we know JbSitiea.'^^*^' 
that they are extensively used, but what their relative evapora- 
tive powers are as compared with each other we can say nothing 
at present; and we are equally in the dark as to how they com- 
pare, in this respect, with the coals of other States with which 
they are brought into competition. We know that the same coal 
burnt in different furnaces will yield very different results, and, 
vice versa ^ that the same furnace fired with different coals pro- 
duces different amounts of steam ; yet we are unable to say of 
the various Missouri coals in just what furnaces the best results 
may be attained with each. We know that some coals are better 
for steaming purposes, some for domestic purposes than are 
others; but which are the best domestic and which the best steamT 
ing coals of Missouri we cannot say. Gas coals and coke are 
imported into this State from Pennsylvania and are sold here at 
necessarily high prices. It is by no means improbable that there More accarate 
exist coals in the State which could be used more economically eirabie. 
for the purposes for which these coals are imported. It is, there- 
fore, in the interest of both the owners of coal lands and the 
producers of coal, as well as of the consumers, that the adapta- 
bilities of the Missouri coals be first definitely established and 
then that the various coals be applied to those uses for which 
they are best suited.^ 

^ The Geolof^cal Survey has already coUected a large number of coal sam- 
ples, and the results obtained from the analyses of these, together with those 
which have been previously made, will furnish data for a preliminary classifica- 
tion of the coals of the State. After this work is done it is proposed to under- 
take exhaustive tests on a working scale of the representative coals, including 
boiler tests for evaporative power, attrition tests for resistance to handling, 
and also tests of the coking and gas making qualities, where such seem advisa- 
ble. Only by such working tests can satisfactory results be obtained whereby 
the merchantable value of a coal can be determined. The results of this work 
are to be embodied in a future report. 
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THE AVAILABLE COAL TONNAGE AND THE DURATION OF SUPPLY. 

Estimates have been made in publications of past years of the 
probable amount of coal in the State. Such estimates have 
been made by assuming an average thickness of coal for the 
whole area of the Coal Measures and then multiplying this thick- 
ness into such area. This method does not commend itself for 
further use, and, in general, we are of the opinion that the 

Estimate of ton- attempt to make such an estimate in the past was altogether pre- 
atpresenL^^^^mnture and would still be so now. We are not in a position to 

make as much as an approximate estimate in this direction, even 
were we to leave out of the question entirely the considerations 
affecting the availability of the coal in the present and in the 
future. The data necessary for such an estimate are the number 
of coal beds, their respective thicknesses, the area underlain by 
each bed, and the depth of each beneath the surface. Some of 
the principal causes restricting the distribution and availability 
of Missouri coals have been described in the preceding chapter 
of this report. To properly make such an estimate it is neces- 
sary that we define the nature and extent of such limiting causes, 
and this can only be done by the most detailed local work.^ 

The question of the distribution and of the amount of coal 
in the State, is one which the State as a whole, as well as the 
individual property owner cannot afford to neglect. Coal is, 

Need of definite probably, of all Others, the most substantial of a State's mineral 

information. l j ^ 

possessions. Every industry is dependent upon it and it is the 
main spring of our Nineteenth Century civilization. In Great 

1 Such work is now being prosecuted in connection with the detailed map- 
ping of the Geological Survey.' This has already covered a large area in the 
coal fields. In the reports accompanying these maps, estimates of the available 
coa] in the respective areas will be included. 

Particularly important in this connection are the results of deep drilling in 
the Coal Measures. As already stated, in the Preface, coal beds are not 
continuous indefinitely and only by carefully comparing such drill records, as 
is there explained, can the limits of the various coal beds be defined. Hence, 
because of the direct bearing of such records upon this important question of 
the coal tonnage of the State, we would here call the reader's especial attention 
to what is said in the Preface to this report concerning a suggested means of 
obtaining reliable results from such drilling, and the value of these when 
obtained. 
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Britain, from the results or carefully executed Geological Sur- 
veys, estimates have been made by special commissions of the 
amount of coal in the United Kingdom, over one foot in thickness 
and situated within a depth of 4000 ft. beneath the surface. 
An acre of ground contains for each foot of coal underlying 

, v o TQnuugg p^f Acre 

it about 1,700 tons. With two feet of coal the tonnage per acre 
is 3,400 tons. With the methods of mining pursued generally 
in the State, certainly not less than 2,500 tons* of these 3,400 tons 
could be marketed. This would be 1,600,000 tons per square 
mile, and, thus, the product from a two foot bed of coal, over an 
area of two square miles, would more than equal the present 
annual production for the whole State. Or, in other words, at 
the present rate of production, there is annually exhausted in 
the State an area of less than two square miles, and pi'obably ^^^^ ^j^^^^^ ^^^ 
much less, inasmuch as the coal under a large part of the- hau8ted?an*nu- 
mining territory is three and four feet thick. The total area of "^*^' 
the Coal Measures in the State, as already stated, is about 23,000 
square miles. If only one tenth of this area be underlain by 
available coal two feet thick, the supply will be sufficient to 
furnish coal at the present rate of production for over a thou- 
sand years. It is allowable to assume that a much larger area of 
available coal exists; but, on the other hand, the rate of produc- 
tion is constantly increasing and will doubtless continue to do so 
for many years to come. Hence estimates of duration of supply 
can never be anything more than approximate and* provisional. 
With the present indefiniteuess as to the amount of coal present, 
even an approximate estimate cannot be presented. What is 
above given is offered merely as a suggestion. 

THE VALUE OF COAL AND COAL LANDS. 

The total value of the coal in the State must remain indeter- 
minable until the question of the amount of the coal is settled. 
With a coal bed two feet thick the value of the 2,500 tons of,, i.^^, ,^ 

' V alue of tonnage 

available coal per acre, at $1.30 per ton, is $3,250. The value per acre, 
of the product of a square mile of such coal is $2,080,000. If 
we allow a profit of ten cents per ton, the net value of the coal 
from an acre of such land is $250, and for forty acres of such 

4 
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and it is $10,000. The value of the coal contents of such land, 
^"'uind'a!^*^ based upon the present market prices of the same substance, is 

thus many times what the land is valued at for farming purposes. 

• Coal, however, is a possession which is not convertible until 

excavated and transported to market, and, until this is done, 

it represents just so much capital lying idle in the ground. 

Moreover, the coal of any one tract cannot be opened upon, 

excavated and thus converted into ready money in a short time; 

but the work will proceed slowly and the returns will come in 

gradually from year to year. Thus, if a man own a properly 

Value dependent ^f forty flcres, of wliich, according to our calculation, the net 

prodacuon.** valuc of the coal is $10,000, and if he does not receive any of 

this $10,000 until the expiration of fifteen years, then the 
present value of his land is a sum, which, at compound interest 
at current rates, will amount to $10,000 in fifteen years; 
this at six per cent, interest will be about $4,160, or about 
$100 per acre. The exact time when a man may receive the full 
net value of the coal contents of his land depends upon many 
indefinite factors, such as the growth of facilities of transporta- 
tion, the demand for the product, etc. It is thus impossible to 
give any one value per acre which will apply to all coal lands, 
even though their coal contents and the conditions under which it 
occurs be similar. Considering the conditions affecting the coal 
market already described, and, considering further, the undoubted 
prospect of a great growth of coal consumption in this and 
adjoining States, it would seem, however, a well assured fact that 
any and every large body of coal land may be made a profitable 
producer of coal during the course of a few years. Coal rights 
covering many square miles of land in the State have been 
purchased at the rate of a few dollars per acre, the amount 
^m'odenue'p'ro* seldom exceeding $5. In the case of a single large property, 
yield' go^od^ re- only a portion may be operated at any one time, but a moderate 
**""* production from this portion, on a very small margin of profit 

per ton, will yield many times 6 per cent, on the amount of the 
original cost, not only of the area actually worked, but of a 
large surrounding area also. Thus, the original cost of the coal 
rights over ten square miles, at $5 per acre, is $32,000. If the 
bed be only two feet thick and if the coal underlying only 40 
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acres be removed per year, and sold at a profit of ten cents per 

ton, the income would be $10,000, as above calculated, or about 'i£»t ^?^^J^ 

' ' taraeCI in anon 

30 per cent, of the total original investment. On the basis of '^™®- 
these figures it is plain that the results of a few years work, and 
the exhaustion of a very small fraction of the entire tract, will 
.suffice to return to the investor the total amount of the first cost / 
of the coal land. The net receipts after this will continue to be 
large and will be clear profit. 

Thus, the coal lands of Missouri would seem to be promising 
fields for investment, even at rates much higher than have been 
so fsir maintained. The statistics of shipments show that the 
tendency is towards large operations by companies controlling 
thousands of acres of lands. Pursued on this large scale 
mining can be prosecuted undoubtedly much more economically 
and larger markets can be reached. The coal can also be sold ^ ,. ^ 

^ , Coal lands reeom- 

on a smaller margin of profit, which is a benefit to the consumer. ™®^2iMit^**'^ *" 

The small operator is sometimes, if not generally, the sufferer 

through such conditions; and, further, the small land^owner is 

often, through lack of local competition, induced to part with 

his land, or its mining rights, to the adjacent large owner and 

operator at extremely low figues. Once the value of these coal 

lands well established and their extent defined, however, wide 

interest will be excited and strong organizations will be led into 

keener competition for the possession of these lands than has 

heretofore been the case. We may, therefore, look forward, 

in the march of events, to a large increase in the coal industry 

of the State, to profitable returns to those who invest their 

money sagaciously in coal lands and in the support of the 

dependent industry, and to an enhancement of the value of such 

lands now largely held and used purely for agricultural ends by 

private citizens of the State. 
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CHAPTER IV. 

A SYSTEMATIC DESCRIPTION OF COAL BEDS NOW 

OPERATED. 

« 

The coal mining industry of the State has its greatest develop- 
ment in what may be called the border counties of the Coal 
Coal mioing area. Measures ; or that portion in which the middle and lower Coal 

Measure rocks crop out. Towards the interior the coal beds are 
deeper, thinner, and their distribution is not so well known. In 
the following description the occurrences of coal, in beds of the 
regular Coal Measures, will be described by counties succes- 
sively, from northeast to southwest, and the possible connection 
between the beds at successive openings will be indicated where 
possible. 

1. CLARK COUNTY. 

No coal mining is in progress in Clark county at present. 
Mines have been operated during past years in the vicinity 

^*c?ark'w)iinty. of Athcus, in the extreme northeastern corner of the county, 

where the coal is reported to be between three and four feet 
thick. Immediately north of this, in Van Buren county, Iowa, 
at Farmington and other points, coals of this thickness have 
been and are worked on an extensive scale. Shumard^ refers 
to coal 18 to 20 inches thick operated in the northeastern corner 

coaiin Northeast. of the couuty and also to deposits of earthly cannel coal which 

occur to the east, beyond the limits of the Coal Measures. 

Exactly what becomes, in Clark county, of the thick coal hai 
mined in the adjoining county of Iowa, the limited examination 
so far made will not permit us to say. On the bank of Fox 

1 Report Missouri Geol. Survey 1855-1871, p. 31P. 
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river, in the southeast quarter of section 1, township 66 N., 8 W, 
the thin coal bed of the following section was measured: 



Ft. 
6. 

1. 

4. 




Shale, black, fissile. 



Coal, pyritifeTons. 



Fire Clay, pjnritlferons. 



Shale. 



Sandstone, ferrnginons, 
granular . 



•oal en Fox river. 



Fio. 14. Section of Coal bed 
on bank of Fox river. 

This bed has been mined elsewhere in the neighborhood and 
is reported to reach a thickness of 22 inches. Whether this be 
the extension of the Iowa bed, or not, cannot be affirmed ; it is 
in a high degree probable that the distribution of the coal in the 
county generally is much diminished by channels filled with ^gJiSS^deposits. 
glacial material, inasmuch as a great mantle of drift covers all 
of this country and, in the town of Eahoka, a drill hole, at the 
pickle factory, passed through 163 feet of clay and gravel 
before rock was encountered. 

2. SCOTLAND COUNTY. 



The same indefiniteness which exists in portions of Clark 
county concerning the distribution of the coal, prevails in all of 
Scotland county, no mines being operated here and the wide 
spread and thick mantle of drift effectively covering any natural 
exposures. It is possible that a judiciously distributed series of ^l^^^ndeflnite. 
drill holes would demonstrate the extension here of the coal beds 
occurring in the adjoining counties, Davis and Van Buren, of 
Iowa to the north. 
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3. SCHUYLER COUNTY. 



About three miles weal of Coataville, in the ravines tributary t(» 

the Chariton river valley, coal is rained od a small scale for local 

uBi»d- uses, at a number of small pits. At BradbuTn's drift, near the 

DTn'idiin. mjj((]g yf (jjg nortb line of section 34 of township 67 N, 16 W. 

the following section was measured : 

FeeL Inclie*. 

LlmeBUine, dark-colored (thicker Id 

e to IB GHj, *i«tr, (" Clod."] 



Coal It Hllllowu, 



This bed of coal is here " faulted " (see p. 39) to an injurious 
extent, a very considerable fraction of the face being broken 
by this action, causing much loss and dead work. The conl is 
also reported to slack readily. The overlying limestone makes 
a good roof, and, when the coal and intervening shale and clay 
are removed, an entry of excellent height for all travelling 
purposes is obtained. 

This bed of coal is considered by Norwood ' to be the same as 
that mined a few miles north, at Hilltown, Iowa; here the 
aggregate thickness is only little over three feet, but the coal is 
less faulted and is harder. In the eastern portion of the county 
denudation has removed this bed of coal, und the country is 
covered by a thick layer of drift. Two lower beds described by 
Norwood as occurring in Putnam county, may possibly extend 

' Report Mo. Oeologlcal Survvy, 1873-71, p. 295. 
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Hoder this area;' but the work of the Survey baa not been in 
safficient detail here for such prediction to be authoritatively 
made. 

4. PUTNAM COUNTY. 

PBODnCTtOR IH 1S91 m^StSTONB. 

The early production of coal in Putnam county -was confined 
to the eastern portion, where the coal cropped out in the hills 
aloug the Chariton river and its tributaries. Here the same coal 
aa that described as worked near Coatsville, in Schuyler county, pTodaction. 
on the ertst side of the river, was widely operated. During late 
years, however, the most active section of coal production has 
been transferred to ihe line of the Burlington and Kansas City 
railway which traverses the county near the center, in a direction 
from north to south. 

The Mendota mines, on the railwiiy, near the north line of 
State aa well as of the county, are by far the most extensive. 
Here the coul crops out in the hill-sidos and is worked by several 
drifts. Drift No. 1 is the scene of largest operations at present. The Uendota 
The following section of the coal bed and iiasociated rocks was 
measured here : 

Feel, Inchea. 

"Cap 









c.:i.T.™rs-i 


■■Clod.") 










Shale, black, nsalle. 






a tola 






Shsle, CBleartoni, 
('■ [Slack Bat.") 


black. 


tonKh 


ao 






Coal, "Top bench," 
Clay parllag. 


PjTiteB n. 


Bar top. 


10 

11 






Clajr and pytltee. 
L-oal (■• Dutobman." 


,) 




M 






Fireclay. 
Limcatane, Sump n 


ick. 




nii. le. Scctlnr 


of 


coal bed 







The coal is worked by the pillar and room method and also by 
the long wall method. Miichine cutters and wire rope haulage 

' Opps clUt, p. 399. 
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are ueed. The roof is very good and there are few "slips" 
01- " faults " in the coal, excepting in one drift (No. 4), where 
the coal is fractured and pyritiferous in places. The coal is re- 
ported to slack readily on exposure, though the amount of pyrite 

OharacLerofcoai.("8ulpbur") contained does not appear very great ; selenite and 
calcite films along the joints of the coal are, however, noticeably 
abundant. Buried channels diminish the area of available coal 

Bariod chnnneis. here Very Considerably, glacial drift being encountered, cutting 
out the coal, in many parts of the workings. 

On Blackbird a-eek, about two miles north of Unionville, coal 
has also been mined and preparations are now being made for 

BUckuird Biiiii. extensive developments at the Blackbird Coal Company's shaft, 
adjacent to the railway at this point. The shaft is 53 feet deep. 
The following section of the coal was measured here : 

Fset. Tncbea. 

LlDiesloae, hard.grny, (Cap rock.) 

K to 8 Sti>]e, clayef . gray, lOBBitireronB, 



The bed will bo worked by pillar and room, without blasting. 

The coal seemsito'be hard and contains no slips or faults, so far 

chiracter ot coal *^ ""^ observed. Pyrites occurs in lenticular layers parallel 

with the stratification, and selenite and calcite films are present 

along the joint places. 

This same coal has been dug at numerous other shafts in the 
vicinity and, between this and Unionville, it has been struck in 
drill holes. 

About 6 miles southeast of Unionville coal is, and has been 
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worked at a number of small drifts and'sbafte, for local sale. 
At Patrick Biggey's t^haft the following section of 'the coal was 
observed : 

Foet. lucbee. 

Sh&le, drab. 
18 UrneBlone, drab, compact, ekithy. 

12+ Shale, drab, clajer, (" Olod.") 

W abate, black, Baaile. 

12 Coal. 

2 Clar parllng. 

la Coal. 

T Clay. 

Uin«aton«. 



This coal is similar in character to that at the Blackbird shaft. 

The coal beds ut Mendota, Blackbird and Biggy'sare, judging 
from their characteristics, their topographic location, and the 
nature and succession of the associated rocks, in all probability*^' 
outcrops of the same bed; and, for similar reasons, it is probable 
that they are of the same as the coal mined west of Coalsville, 
in Schuyler county. Two other coal beds were noticed by Nor- 
wood,' in the eastern portion of the county, at depths of 103 and 
125 feet below the Mendota coal, 24 inches aud 18 inches thick °"'"~""''^' 
respectively. Whether these beds exist elsewhere in the county 
cannot be stated ut present writing. 

The distribution of coal in this county is noticeably restricted 
in the western portion by the erosion of a pre-glacial drainage 
system, which is now hidden Uy thick accummulalions of glacial 

drift. Evidences of a submerged channel are found in the mines aestrictiouB bj 
° Klaclat diltt. 

at Mendota, as already alluded to ; at Howland, some fonr miles 
south of Mendota, a shaft and drill bole was sunk to n depth of 
164 feet in clay and other glacial material ; at Unionville over 
200 feet of similar material was penetrated by a shaft, and here, 

■ Report Ho. QeoloKlcal Surve; 1S73-74, pp. 282, 263. 
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as ill the preceding case, rocks were reached much below the level 
of the Meadola coal ; at Lucerne, about 15 miles west of Union* 
ville, a hole was drilled to a depth of 185 feet and no coal was . 
encountered.' 

5. SULLIVAN COUNTY. 



Char&clef of coal. 



T!te most important coal development in Sullivan county is 
at the county seat, Milan, where, during last year, a shaft 
was sunk, in the valley, to a depth of 193 feet. It is located 
between the tracks of ihe two railways which pass through this 
town, and is equipped wiili a good steam plant. Three coal 
beds were penetrated by this shaft, one at a depth of 81 feet, 
another at 120 ft. and the last at 190 ft. The upper bed is 16 
inches thick and is rcporteil to be good coal ; the middle bed is 
chiefly black shale, though coal was reported at this point in the 
drill hole sunk previously to the shaft,' and about a quarter of a 
mile northwest from it. The lowest bed is the one which it is 
proposed to work and here the following section was measured: 



The coal is hard, and has to be blasted down, but it appar- 
ently does not slack readily. The bed is to be mined by the 
pillar and room system. No faults were^cen in the coal, and it 
is probable that few will be encountered hero. The roof is not 

' The distribution of these burled cbanneU has an Important bearing niKiii 
the development of tbe coal Indastry ol this, as well aa other counties In thia 
portion of the State, and It will be an object ol the Survey to outline them 
during tbe proftresB of future detailed work In this region. For the present 
nothlDK more can be attempted than the above brief allusion. 
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very good, as the shale flakes off readily on exposure to the air, 

and doubtless this will be the source of some trouble in mining. 

This coal bed probably underlies the whole county, but whether 

it is everywhere of workable thickness is a prediction^ which 

present developments wiil not warrant attempting. Above the 

mouth of the shaft, some 50 feet higher, another coal bed crops ^^®'^^J5?^*^ 

out, according to Broadhead, in the hill-sides of the adjacent 

couptry, within a radius of 2 or 3 miles, northwest and south of 

Milan. ^ It is generally about 2 feet thick and has been worked 

to a small extent for local uses. 

In the southwestern corner of the county ^ on Locust creek, 
another coal bed has been opened, about 18 inches thick, which 

Coal on Locust 

may possibly be the equivalent of the upper bed struck in the creek. 
Milan shaft, though we have not sufficient data to substantiate this. 
In the northwestern comer of the county ^ on Spring creek, two 
beds of coal have been worked, which, according to Broadhead's^ 
section are separated from each other by over 330 ft. The 

(Joal on Sprints 

upper one is about 18 inches thick and is considered by him the creek, 
equivalent of the bed found in the hills about Milan ; while the 
lower, ranging from 2 to 4 ft. in thickness, would, according to 
this, be nearly 100 ft. below the Milan Coal.'* 

6. ADAIR COUNTY. 

PBODUOTION IN 1891 17,110 TONS. 

Coal mining, on a scale worthy of notice, is confined to two 
localities at present, namely, Danforth and Stahl on the Quincj, 
Omaha and Kansas City railway, west of Kirkville and west 
of the Chariton river. 

The workings at Danforth are a mile or so west of the river • 
and are in the lower coal bed. The characteristics of the coal 
and the associated strata suggest the possibility that this bed is The^anforth 
the same as that at the bottom of the Milan shaft, described on 

1 Report Mo. Geol. Survey 1873-74, pp. 222-289. 

> Opas cite pp. 222-225. 

' UntU detailed work is done in the county, nothing further can be said, in 
reference to such correlation, other than that we are inclined to the opinion 
that this lower coal belongs much higher up in the section, even above the 
Milan coal. 
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p. 22, but further study is necessary before snch an assertion 
can be considered of much value. It is operated by a steam 
plant and the shaft is 50 feet deep. The following section of 
the coal was measured here : 

Feel. Inches. 

Shale, arenBceonB; d»b and slaty 



The coul is very hurd and contains streaks of pyiite. It is 
Character oqcoai. mined by the pillar and room method and blasted from the solid* 
as the underlying clay is too bard to admit of ready mining. 
The coal contains few if any faults and the face is comparatively 
clean. The roof, though variable to a certain extent, is poor in 
many places, the air current through the entries causing the 
shale in the roof to flake off constantly. Work by the long wall 
Character o( roof. ''*®'''""^ '^ impracticable here on acc<iunt of the character of roof 
and, further, the workings being near the surface, the amount 
of water which would be admitted from above, through the 
settling and con.«equent fracturing of the overlying sbale, offers 
another objection. This coal bed has been opened at other 
points eiist of Danl'orlh, nearer the river and farther north 
through the country tributary to that stream,' but none of these 
are known to have been in operation during the past ye:ir. 

The coal mine at Stakl, about four miles west of Danforth) 
on the same railway, is in the upper bed. Estimates vary as to 
the distance intervening between the two beds. Without pre- 
tending to have reliable data, we are inclined to place the 

I Sne Report Mo. Geo). Survey, 1873-71, p. 251 and 2G2. 
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'distaoce at something near 100 ft. A future careful study of 
the ground and comparison of recorda will admit of a more 
exact estimate later. The mine ia opened by a drift, located on 
a hill-side, some 50 feet above the level of the railway. The 
following section was obtained here from the record of an air 
shaft and from actual measurement: 



Clay and Shalo, 
UinB*lone (" Cap (ock.") 



Ola J, (■• Clod.") 



Sbale, lilac):, llsBlle. 



Coal. 
Clay, 
Coal, 
Clay. 

-'Bottom lock." 



The coal is softer than that at Danl'ortb, but is much faulted 
uod squeezed, probably us much as one-third of the face of the character e 
coal being thus injured. The roof is good and the long wall 
method of mining is pursued, the coal being undermined in the 
clay and wedged down from the top. 

This coal has many features and associations in common with 
that mined west of Coatsville, in ijchuyler county, and at Mendota 
and on Blackbird creek, in Putnam county; there is more than acoireiatiou 
possibility, even from the meagre data at hand, that it is the sume 
bed. It has been slruck and mined for local uses in past years 
at other points in the northwestern part of the county,* and, 

' Report Mo. Geol. Survey 1873-74,. pp. 252-254. 
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though, probably, not exleading f^r enst aad southeast of Stabl, 
it must, nevertheless, cover a large area. 

Neither of these coal beda 19 mined in the eastern portion of 
the county, east of the Wabash railway. To what extent they 
LiiDiMtioDs bj exist there iB not determined. It is more than probable that 
**""■ their exteusion here is limited by the thick deposits of drift 

which are abundantly present over this area. A shaft sunk 
immediately north of Kirhsville, about 20U feet deep, is re- 
ported to have been entirely in glacial material. 

7. MACON COUNTY. 



Macfin county is ono of the most important coal producers in 
tbe State. As in Adair county, mining is at present prosecuted 
chiefly in the western portion, west of the " Grand Divide " and 
of the Wabttsh railway. The mines are mostly large ones 
provided with steam pliints. 

T/ie shaft of the LiUle Pittsburg Goal Company, at Lingo, 
is the first as we enter the county from the west. This is a 
regularly producing mine operated by a steam plant. The shaft 
is 138 feet deep to the bottom of the coal now niiued. The 
section obtained here is as follows: 

I, capped by is 



CaaL, bud and bright with p 
Shale, Mndj and pjiitlfaron 



!t to 3 01«T. 

Llmestane, <ear(b]',) 

Fio. SI.' Section of coal bi>d at 
UDgo Shalt, (apper bed.) 

Another coal bed was struck some years ago, while shafting, 



Feet. 


Inches. 


11 


6 




12 




12 
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at a depth of 30 feet below the above, and, of this, the following 
section is reported : 

Inches. 

Shale. 

Coal. 

Shale ox clay parting. 

15 ^^^^^1 Coal. 

26 ^iJj^i^iilJ ^^^y- 

Fio. 28. Section of coal bed at 
Lingo Shaft, (lo\rer bed.) , 

The coal of the upper bed is hard, appears to be of good 
quality and exhibits little sulphur. The roof is only moderately 
good, and necessitates heavy timbering in places; at times, in 
the entries, the shale falls down as high as the capping sandstone, and roof, 
leaving the roof of the entry in the shape of a rough, narrow, 
gothic arch. Long wall mining is practiced, however, the coal 
being cut under as much as live feet and then shot down with 
small charges of powder. The mine is exceedingly dry, even 
dusty. 

A few miles southeast of Lingo ^ on Kush creek, drifts have 
been operated during past years, for local sale, in a bed of coal 
the section of which indicates that it is probably the same as the „ ^ ^ , 

, *^ *^ Rush creek coal. 

Lingo coal. This bed has also been opened, about a mile farther 
south, on Dr. N. D. Stephenson's land. Coal is also reported to 
occur^ on the west bank of Muscle Fork, northwest of Lingo, but 
where it belongs in the section cannot now be stated. 

Bevier is about 15 miles east of Lingo and includes a group of 
large mines, employing together several hundred miners. The 
shafts vary in depth from 60 to 130 feet, and the character of Berier mine$>. 
the coal and the associated strata indicate that the coal bed is the 
same as that at Lingo. The following section was measured at 
the Kansas and Texas Coal Company's shaft No. 42. This shaft 
is 100 feet deep, from the surface to the top of the coal: 

* Report Mo. Gteol. Survey 1855-71, p. 85. 
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Foet. Inches. 



The coal is very hard and does not appear to carry ao 
excesBive amount of aulphur. The roof i» poculiar, consiating 
of a smooth, hard, white, micaceous sandy shale, often lithiGed. 
On the southern side of the shaft little timbering is required, 
while, on the northern side, the roof rock is an unevenly bedded 
' sandstone, which sometimes cuts out half the ' thickness of 
the coal. Elsewhere the roof is shaly, and, at the extreme 
northern end of the works, it becomes very unsafe, requiring 
much timbering, and often breaking down in large blocks. 
Few slips or faults are found in this coal. It is mined by the 
pillar and room method, the coal being blasted from the solid. 
The Eureka shaft is in the immediate vicinity of MacOn 
City, about \\ miles west of the lown, on the Hannibal and St. 
Joe railway; it was quite recently opened. Five coal beds were 
struck in this shaft, according to the shaft record, as follows:' 



Fkction 1. 
1. Atiideplh 01364 f- '2" *-" 



(0[)er»led) 
(Opera toil) 



I This record was kiiully (Hrniwlied by Mr. E, D. nilljor, the % 
ten dent. 
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The mine U provided with a steam boistlDg plant and the 
shaft 13 well timbered. Two beds have been worked, i. e., theK 
third one, No. 3, at a depth of 74J feet and the Igweat at a 
depth of 165 feet. Of the upper bed the following detailed 
section whs obtained ; 

',C»|J rock,") hard. 




The long wall method of niiaing has been nsed, although the 
roof is not very good. The workings are very dry here. Of 
the lower bed, No. 5, the following section was measured: 



The lower bench of this coal is paid to thin out and the upper 
to thicken in places. Pyrite, in the form ol" smull, lenticular 
balls, occurs in this coal to a deleterious extent, especially in 
the lower bench. 
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Along Patton creek, some two miles soulhwest of MacoD City, 
are numeroud Bmall coal mines, whicb have been worked at 
intervals d]iring many years past to supply local demanda. The 
coal crops out about 10 feet above tlie bottoms of East Fork 
creek. It is about 18 inches thick and is overlain by some 6 
uoree feet, or more, of black fissile' shale, over which is again some 3 
feet of limestone. The hurried inspection did not permit of 
correlating this coal with any bed of the Eureka shaft, but this 
will b6 done when the results of the past summer's detailed work 
are obtained. 

The Ardmore coal mines are located about three miles west of 
Ardiiiore iiiinM. Excello, On a switch of the Wabasb railway. The coal is opened 
by drifts and there are several large mines at this point. 

At drift No. 2b of the Kansas and Texas Coal Co., the 
following section was obtnined: 

FeeC iDctiGa. 

Shale. Band;, white, hard, tithlSed 

Vl ID |>1kcA. 



This \s the old Muyfield drift. The coakis somewhere near 20 

I'ect above the croek bottoms; it is worked by the pillar and 

above dram- room lucthod. The character of the cnnl and of the associated 

**'■ i<tratu lead one to believe that this bed is the same as that mined 

!»() extensively at Bevier. 

0» Salt Fork, east of Macon City, there have been and are 
.Teveral small coal pits, tit and south of Carbon. At the bridge 
iieatCacbgii.gf the county Toad, ju.Ht south of the Hannibal and St. Joe 
' railway, the following section Wiis measured: 
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Feet. 
3 



Itoli 



Inches. 
6 



31 



10 



8 
1 to 2 

4 



1+ 




Limentone. 



Shale, drab and buflQah clay. 

Shale, black, flBslle, with bands of 
black flint. 



Coal. 



Shales, drab, clayey. 



Coal. 

Clay parting. 

Coal. 

Clav.- 



Section at 
Carbon. 



Fig. 28. Section of coal bed 
at Carbon. 

The upper coal has been considered the same as that on 
Patton creek referred to on p. 66, and this conclusion is prob- 
ably correct. Other pits in this coal occur farther down the 
Salt Fork, but were not visited. 

A description of numerous coal openings in Macon county is 
given by Broadhead in the report of .the Missouri Geological 
Survey of 1855-71, pp. 74 to 88, and some suggestions are 
made as to the possible relationships of the different beds. 1^2^^^^,^^^^^^^^^ 
1887 Mr. W. J. McGee, geologist of the United States Geolog- wcoeereporu. 
ical Survey, made a further examination of a portion of the 
county and published a report,^ in which he gives a description 
of the topography, and an analysis of the stratigraphy. Kecent 
developments have, however, demonstrated that certain modifi- 
cations are needed in his conclusions. These will not be 
introduced here, but will be reserved until the results of the 
detailed work recently prosecuted in the county are published. 

8. RANDOLPH COUNTY. 

Production in 1891 224,758 tons. 

Coal developments in Randolph county are most active along 
the lines of the Wabash and the Chicago and Alton railways, 
west and south of Moberly; but over the entire northwestern 



' Notes on the Geology of Macon county, Missouri, by W. J. McGee, U. S. 
Geologist. Trans. St. Louis Acad, of Science, Vo'.V, No. 2, pp. 305-336. 



68 PBELIMINART REPORT ON COAL. 

portion of the county, in the vicinity of Darkaville, the coal is 
- known to exist, and has been oi)erated fur local demands. Coal 
rights here have been largely bought by coal companies. 

Proceeding from north to south we find, in the hill-sides, three 
miles northwest of Cairo, along the creek, in section 27, town- 
ship 55 N., 14 W., several coal drifts, in one of which the 
following section of coat was observed : 



The parting is, in places, quite arenaceous. Another bed of 

coal, about 16 inches thick, is reported in the hill-side, between 10 

' and 20 feet above this lower one. The inference is that the lower 

bed is the same as that mined at Ardmore and described on p. 66. 

Three miles southwest of the last, in section 5, township 54 

N., 14 W., the following section wss obtained: 



Coat. 



Fio. sa. Section of coiil 1x 



In section 19, township 55 N., 15 W., near Chariton creek, 
three iniles west of Darkaville, the same bed is drifted into 
at several place:?, at an elevation not much above the level of 
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the adjacent creek bottoms. At <»ne of these the following 
aectioo was obtained : 



Coil on Charltor. 
Clay and Bh>l« paitluft- 



The up[)er bench of coal is considered the best for ofdinary 
purposes of combustion, but the lower coal is the harder bere. ym^^^^^ 

At Thomas Hill, on Chariton creek, the same cool bed is 
worked iit the Millmaii shaft, some 30- feet below the level of 
the creek. Here the following section of the coal was obtained : 

FeBt Inchon. 

34 Si 

s Shale, blach. 

U CdoI. 

a Cluy parllng. 

IS Coil. 



Cli]'. 



The coal contains aorae pyrite and slacks on exposure. 
Another coal bed, about 18 inches thick, |ocours in the hill, some 
55 feet above this lower bed; above this no coal is found here. 

At HxtnlKville, some ten miles southeast of Thomas Hill, what Coal ai 
is, apparently, the same bed of coal is worked on a commercial 
scale at a number of shafts, and also by drifts in the hollows. 
The depths of the shafts are in the vicinity of 100 feet, and they 
are generally located close to the Wabash railway. The follow- 
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ing section of cosl, as measured at oqb opening, fairly represents 
this bed as found at many points in this vicinity : 



no. 33, Section ol coal bed at 
Mnnlavllle. 

The coal is used chiefly for locomotive purposes. It is mined 
by the pillar and room method. It contains a considerable 
InS'siact™"* amount of pyrite and slacks readily oif exposure. Thereof is 
not very good. An overlying bed, 18 inches thick, is worked in 
places, but it does not seem to be perdistent, as it is not included 
in several of the shaft records which were obtained here. 

The continuity of the lower bed appears to be broken west of 
Huntsville, but, near the west line of the county, in Chariton 
county, what is apparently the same bed is operated on Aaa 
Gunn's land, in section 31, township 54 N., 16 W. Here the 
following section was obtained : 



Another bed of coal is reported to have been dug into here on 
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the hill-side, about 50 ft. above the lower coal. South of this 
point, on the Wabash railway, are two shafts, now abandoneil, 
which probably operated the same coal bed. 

East of HwitsviUe, towards Moberly, tbfere are some four 
shafts along the Wabash railway, and others north of this road, 
each about 100 feet deep, operating the four foot bed. The 
character of the coal and the section here is essentially the same 'MnberlT.** 
83 at Huntsville. Two upper coal beds are found, the first 
generally about 20 feet above the four ft. bed and ranging from 
15 inches to 24 inches in thickness. The other bed, 14 feet 
above the last, is about 18 inches thick. The last is generally 
good coal and is occasionally worked. Immediately adjacent 
to Moberly no coal is worked, and the indications are that it 
has been eroded here and the resulting channel replaced by 
sandstones and shales during the Coal Measure period, as 
explained on p. 36. 

Soui/i of Moberly there are no active coal mines nearer than at 
Eliot, on the Missouri, Kansas and Texas railway, about 5 miles *^°^^"^ "' 
distant. Here there is a shaft of the Kansas and Texas Coal 
Company 146 feet deep. The following section was furnished 
by the superintendent; 



Coal, wlthoat pirtlUK. 



Cli;. 
LimegtoDe. 



This coal is thought to have less ash and pyrite than that at 
other mines in the neighborhood. It is worked by the long wall 
method. Two beds of coal tire found here, above the one 
worked. The first is about 17 feet above it and is 15 inches 
thick;, the second is about 20 feet above the last and is from 8 
inches to 15 inches thick. 
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Higbee 18 about four miles south of Eliot, &t the junction of Ihe 
Miusouri, EaDeas and Texas and the Chicago and Alton railways. 
A half mile west of this place is a shaft on the Wabash road, 
176 ft. deep. Here the coal is repoi-ted to he 3^ ft. thick and 
over it two beds were struck, one 18 inches thick, 33 ft. 
above the lower coal, the other 12 inches thick, 26 feet above 
the last. The coal mined has here the following section- 



Section at Bigtratk 



Clsy parclDg. 

Co*]. 

Oiaj. 



The long wall method of working has recently been introduced 
here. 

Some two miles south of Highee is the McDonald shaft, of the 
Interstate Mining company, on the Missouri, Kansas and Texas 
railway. This shaft is 110 ft. deep. The coal is operated by 
the long wall method. The following section was obtained here: 



Mcnonald (had 



West and northwest of Higbee, this, and the overlying coal 
beds, have been worked by drifts and shallow shafts, in the 
hollows and ravines, to sui'ply local demands. They are, at 
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preaent, practically abandoned and only serve to indicate tlmt 
the coal area here U a wide one, including many square niilex.' 
At lienick, some five miles east of Eliot, on the Wabash rail- 
way, are two shafts; one an old shaft, not operated at the time^^ 
of visit, Ibe other fi new shaft. The latter U 102 feet deep to 
the bottom of the coal. The coal is apparently the iiame as that 
mined at Eliot. The following secti<m was furnished by the 
superintendent here : 



N CdaI. 

Section il Benli 
S Clar pkrtlns. 

18 Coal (best.) 

Fta. 36. BacUOD of coal bed 
■ t Renlck. 

The coal contains a good deal of pyrite and is considered a 
poor forge coal, though excellent for steaming purposes. It co«i «.« and 
clinkers in burning, is soft and stacks readily on exposure. 
Mining is done by the pillar and room system. 

9. BOONE COUNTY. 

FHODCCTIOH INlBSl ajiTt tOMi. 

Boone county is located on the margin of the Coal Measures 
and the deposits of this formation are nowhere thick within its 
limits. In the southern half of the county outcrops of the twutieAr. 
Lower Carboniferous Limestones are frequent and the Coal 
Measure rocks are not represented there. 

Several coal beds are known to exist in the county, but, of 
these, only one is extensively worked. This bed resembles vt*ry o„,j. g„g (,„, 
much the coal of Renick in Randolph county and is probably JJJeS'y.'' "'"'''"' 
the same. It is worked on a moderate scale and this chiefly at 
points along the Centralia and Columbia railway. 

■ Their location and the limlta of the coal beds will be shonn on the 
detailed maps oi this area which were constructed duriDR the past ;ear and 
nblch will soon l>e placed in the engraver's hands. 
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At Henry Station the Columbia Coal (!o. has a shaft 112 
* "' wti^n"'" ft- deep to the bottom of the coal. At thia shaft the following 
sectioD was measured: 



Coal. 

clay parting. 



The coal is somewhat soft, Blacks readily and contains iron 
pyritefl. The mining has been by the pillar and room method, 
but the long wall method is now introduced and is found to 
Character of coat work succesefuUy even with the soft sbale roof. The coal ignites 
spontaneously quite readily and, with the pillar and room method, 
this gave much trouble ; but, with the long wall method, the gob 
is packed so closely, by the settling of the soft roof, that the air 
is excluded and no spontaneous comhui^tion occurs. 

At Brawn Station the shaft 18 16.^ ft. deep. An 18 in. bed of 
impure coul, covered by 2 ft. of black fissile shale, was found 
here, about 35 ft, above the lower four ft. bed. 

At Persinger Station, which is some 60 ft. lower than Henry 
Station, the shaft is said to have been 69 ft. deep to the bottom 
of thecoal. About 100 yards .south of this shaft the entry passed 
*"'"■" Ho"'"'^'^ ''"°™ t**® '^^l ''**■*' '''^y ""'^ ^"^ driven some 50 yards farther 
south, in this clay, along the bottom rock, without striking the 
coal again. The workings here doubtless passed into a now 
buried, pre-glacial channel, such as have been described as 
frequently occurring in the northern pint of the State. Other 
developments in this neighborhood show the existence of this 
channel at other points. 

Gooding shaft is located in sec. 24, township 49 N., 13 W. 
This shaft is about fiO ft. deep, and here the following section 
was measured: 
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Feet. Inelie*. 



Coal. EUukeil wlUi 



Shi Is pkrUng. 
Co»l. 
Clay, dtab. 

Llmaitona. 
a. Sectton of no«l bed 



Pyrite wus noticeable iu this coal ; but, Devertbeless, it is 
used in forges Id preference to other coula from thia neighbor- 
hood. The bed is worked by the pillar and room method.'^'""'"''""'" 
Slip?) or faults in the coal are only occasionally found and the 
roof is a good one. Some 35 or 40 ft. above this coal bed 
another is reported to exist, about 18 in. thick which is said oreriTing bi 
to be very uniform in character. Another, it is claimed, lies at 
about the same distaDCo below the bed worked. 

At the Benfleld drifl this siime bed is worked, in section 28, 
township 49 N., 12 W. ; the section here is approximately the Beniieijjrii 
same, though the coal is a little thinner. Some 500 ft. down the 
stream from this drift the lower bed appears to crop out. 

A( (he Kurtz drift, in section 33, township 49 N., 12 W., the 
following section was measured: 



Via. 41. Secllon of coal bed s 



X drift. 

The absence of the clay parting in the coal is noticeable here. 
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About a foot from the top of the coal bed, a half inch bnnd of 
pyrite and sbnle was observed. Other ilrifta and shafts were 
reported to be in this Dcighborhood, but they were not visited. 

In the vicinity of Centritlia, aear the north line of the county, 
a thin coal bed is worked in several places. A few of these 
localities were visited. 

The 0. M. Wiley shaft is about 30 ft. deep, located in the 
middle of the northwestern quarter of eection 34, township 52 
N., 11 W. Here the following section was obtained: 



Sbale, black deslle. 



Clay,"nilElng." 
ClHf vrlth coucretloDB. 



The coal is undermined here and wedged down. It is sold 
for local uses and is claimed to be a good forge coal with little 
pyrite. This same bed, which is, in all probability, distinct 
from the one already described as mined in the county, is 
worked in a small way, at a number of points in the vicinity of 
Centralia and has been struck in several wells in that 
neighborhood. 

7m the northtoestern portion of the county, coal is dug for local 
uses in the vicinity of Harnsburg, where it is three or more feet 
"thick. No openings in this bed were visited by the writer in 
Boone county; but, just across the line, in Howard county, the 
same bed was examined and measured and will be found 
described under that county. South of Sturgeon a shaft was 
recently sunk about 100 feel deep in which a bed of coal 3 feet 
thick is reported to have been struck. From a comparison of 
the sections it is probable that the coal at Harrisburg belongs 
to the same bed as that worked in the vicinitv of Colimibia. 
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lO. CALLAWAY COUNTY. 

rBODDCTtOMS IWl U.S82TOKS. 



Like Boone coanty, Callaway county ia located on the margin 
of the Cos! Measures. The Lower Carboniferous rooks occupy 
a great portion of the southern part and crop out along the *^iro>'brDke^. 
valleys of the larger streams well up towards the northern line. 
The Coal Measure rocks are scattered in patches and nowhere 
attain a very great thickness. 

The principal coal mining in the county is done in the 
vicinity of Fulton, where a number of shafts and drifts arecoaiDeuFuiim 
operated for the use of the town and for the locomotives of the 
Chicago & Alton railway. 

At A. Harris and Com/wny' a shaft, on the railway, a mile or 
so south of town, the following section was measured: 



SandatoDe. 
Shale, ar^llactouB. 



The coal seen here is soft and will slack readily. A 
considerable amount of pyrite was noticed, disseminated p^rui'c^ue. 
through the coal in thin films. The coal at the other openings 
in this neighborhood is approximately of the same thickness, 
though it diminishes in some places to one foot.' The overlying 
sandstone is, in places, very calcareous, approaching almost a 
limestone. A limestone, over 10 ft. in thickness, occurs above 
this sand-stone, though separated from it by several feet of 
shale. The fire clay beneath the coal is here of very excellent eiceiien't quauij. 
quality and is largely used in the manufacture of refractory 
materials. The coal is mined very close to the outcrops of the 
Lower Carboniferous Limestone, the Coal Measure rocks 
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frequently projecling between these latter in long tongues, 
sepHrHled from each other by hills of Burlington or other Lower 
Carlioniferous strHta. 

About three miles north of Calwood a bed of conl is operated 
to a very limited extent, which is probably the same as that 
found at Fulton. In eection 2, township 48 N., 9 \V., on Jas. 
Henderson's land, the follbwing section was obtained front a 
miner: 

Sbcthin 2. 

Feet Inches. 

1. Arenaceous llmeslone 

2. Sbale (black near bottom} S 

3. Coat 2 8 

This coal cannot occupy a very extensive area, inasmuch, as 
the Lower Carboniferous rocks crop out both east and northwest 
of this point. 

At Stephen's store, on Oedar creek, in section 2, township 48 
N., 11 W.,is the only other locality in the county where coal 
milling is systematically pursued. At this point a number of 
shiift^ and drifts have been operated. The following section, 
measured at the Oldham shaft, represents the general character 
of the strata here : 

reet. Ingbca. 

31 SliBle, dark clarej. 



" rire cl»T. 

11+ LImeslona, dnrk, ihalf. 

Fig. 41. Section at cob) bed *t 

Stephen's Storo, 

The coal is quite hard, but is reported to clinker rather freely 
in burning. The position of this bed and the association of 
strata here suggest the probability that it is the same aa that 
m\Dea tn Boone worked in Boone Co., described on pp. 74 and 75. 

A number of isolated depot^its or pockets of coal exist in the 
southern portion of this county. The coal reaches in some ii 



le u bed 
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thickness of 40 or 50 ft. They have biien worked id past years. 
A description of such coul deposits is given at the end of this 
chapter. , 

II. MONTGOMERY AND, 12. PIKE COUNTIES. 

H1891 IMMTOKe. 



MoMTOOHBRY is uQother county situated on the margin of the 
Coal Measures ; in fact, only in the extreme northwestern portion c. 
are auch rocks represented to an extent worthy of notice. The 
Lower Carboniferous and underlying strata occupy the remainder 
of the county. Coal mining is prosecuted only at Wellsville and 
in the immediate yicinity. 

The shaft of the Vandalia Coal Co., at Wellsville is 100 ft. 
deep to the top of the coal. Here the following section was 
measured : 

Poet. Inchea. 



ViQ. IS. Section ot coal bed 
at WellBtllle. 

The coat is worked by the long wall method; the roof holds 
up well at the face, but, along the entries, it fiakes off readily 
as it settles down upon the gob. The mine is an exceedingly (Irychurxnerofcoai 
one. Much trouble is caused by the prevalence of slips and 
faults which necessitate much dead work imd cause a consider- 
able loss of coal. Other shafts and a few drifts are opcrnicd 
in this neighborhood on a small scale, chiefly to supply locitl 
demands. Whether this coal is the same as that operated in 
Callaway and Boone counties, we are not at present prepared 
to say. 

In Pike county, CohI Measure rocks occur iu the southwestern 

•' Noiiial inlnfcl In 

corner, limestones and shales of that ajre being frequently I'ltumanty. 
found. No coal inter^tralified with these rocks has, however, 
been discovered yet. 



VVOB*il» caxiWTf. 



.,,,., ,„,,l...... r-P -ut "•«, ^„ „ 

-rt"::^--""-"-"^'^ 

„„.y -«,-.a •-»»« ?»'■"•; ., j,v,. 1. of the 

,.,„ ,b,p, ...... ;ar.. »««. > '-^ j^ Co.1 Com- 

^ ,!. a ■^■-■^'" ^'' '"^"* 



, . >,„J calcareous rock, kno»n .s 
„,u>..ua,v occur:. '""""''",;, i, „„rkcd here on the 
'"-' "■ "'"■''"'" .„;,,t where -here are r.o Blipor 

, , ..A n.Mi"' "10'" '"■ '"* ^^ 
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The conditions are aimilar (o the above in all the shafts here 
operated. 

Al the Audrain Coal Company's shafts the mining of the 
fire-clay anderlyiog the coal is carried on extensively. It is AofrifncSiioci 
excavated to a depth of 11 ft. The clay is of excellent quality """■ 
and is manufactured At the mine into fire brick. The fire-clay 
is mined from under the coal, the upper 20 in. bench of the 
latter being left as a roof. 

At Farber the shaft in about'lOO ft. deep and here the 
following section was measured : 

Feet. iDcheB. 

! (o S ShBle, black, llislle. 

1 to il Shale, black, pTrlUlennB. 

W omU. SaoUon ot bad *( 



FlTeelB7, wblto. 



The coal is here also extensively faulted, as much as one half 
of the face being thus injured, according to the statement of the 
mine boss. The long wall method of mining is used. The "«' 'J^^"'- " 
mine is very dry and no trouble is given by water. The roof is 
excellent and requires little propping. This mine is operated 
by horse and gin hoist and the production is comparatively small. 

South of Ladonia and Farber a number of shallow shafts and 
drifts are operated, along the stream banks, to supply local 
demands. The section and the character of the coal at these pits 
itre substantially the same as have already been described for ^j,^ ,Q„y, ^j 
this county, and the same prevalence of slips and faults, and i^°°'"' 
of the concretions in the overlying shale is found. These 
conditions of the coal here make it necessary for caution to be 
used in the selection of a site for a shaft, as the faulted 
condition of the coal is less prevalent in some localities than in 
others ; it being probably universally present, but not always 
to a sufficient extent to prohibit mining. 

West of Mexico several small mines have been operated from 
time to time to satisfy local demands. Such a one is the 
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Oldham shaft, located some foar milea northwest of Thompson 
StatioD ; the coal here is said to be of good quality and to be 
aboui 2 ft. thick. It was not examined by the writer. Brond- 
head, in manosci-ipt notes in the Survey office, refei'S to coal in 
■T Mexico, tiie immediate vicinity of Mexico about 20 in. thick and 
describes its occurrence at other points, north and south of that 
place, about 2 ft. thick. 

About one and one-half miles east of Centralta is another 
small coal shaft, about 25* ft. deep, in which the fottowing 
section was measured: 



e«c41aD DttirCsn- 



C\»j, Bbaly, bard, black. 



The coal is worked by pillar and room, it is very hard and has 
to be blasted. It contains, apparently. Utile pyrite. 

In the extreme norlhtoeatern portion of Audrain county no 

coal mining is at present prosecuted to the wiiter's knowledge. 

Cm) oearBeDiek.but it IS reasonable to expect that the coal mine at Renick in 

Randolph county, described on page 73, also extends under this 

area. 

14. RALLS COUNTY. 

FBODDCTIOK in IS!)) <U TOD*. 

In Ralls county we have, in the extreme southwestern corner, 
a small patch of the Coal Measure rocks, which are in extension 
cnaiHvunr* of the Same strata found in Audrain countv, and which spread 
over the hills as a thin veneer. The Lower Carboniferous rncks 
and lower strata occupy the centml and whole northern portion 
of this county, and the former are well exposed in the bluffs of 
Lick creek in the vicinity of Perry, and along Spencer creek, 
south of Madisonville. 
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At Jax. Lambeth's, near the middle of section 27, township 54 
N., 6 W., is the eastmoat occurrence of coal in this county. It 
is found here, with the accompanying shale, nenr the summit 
of a hill, and the aggregate thickness of the Coal Measiu'e rocks 
cannot be more than 40 ft. The beds lie in a horizontal posi- 
tion, and, beneath these, Lower Carboniferous rocks are ex- 
posed along the creek dipping to the northwest, at an angle 
of about 10 degrees. At this point the following section of 
coal was measured: 

Feet. Inches. Sbsle, blBok. 



1 Olay parting. 

" Coal. , 

Clay. 

Fio. 49. Section of noal bed 

2n the vicimty of Perry mining is prosecuted only on a very 
smull scale, a number of small coal mines being operated for 
supplying the local demands. These are located within a radius coaisi 
of two miles of the town, on both sidea of Lick creek. They 
invariably occur near the tops of the hills and above the creek 
bluffs, the Lower Carboniferous Limestones being prominently 
exposed below. 

The coal, at all of these pits, is approximately 2 ft. in thick- 
ness and is overlain by 5 ft., or more, of black fissile shide. 
Above this, at a distance of perhaps 10 ft., is a bed of compact 
limestone about 20 in. thick. The following section was meas- 
ured from an exposure on the bank of a small branch in the 
southwestern half of section 23, township 54 N., 7 W. 



Section S. 

Fbbt. Imche^. 



Black flesUe ehale.. 

Coal 

Dark clay parting.. . 

Coai 

Drab clay ehale — 
Black, flBslle shale. 

Coal 

Fire-clay 
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At J. A. GuUagher's, in the southeastern quarter of section 
13, township 53 N., 7 W., Ihe following section was measured: 



Stule. biMsk, aulla. 



This coal contains a good deal of aelenite and calcite in thin 

plates along the jointa, and it slacks readily on exposure. The 

coai»ni«i« section and the characteristics of the coal and associated strata 

Dln«d In Audrain ... , 

conncj. indicate that this is the same bed as the oue more extensively 
worked at Vandalia and other points in Audrain county. 



16. MONROE, 16. SHELBY AND, 17. MARION COUNTIES. 

PBODccTioir in itm K rosa. 

15. MoNRoe COONTT has a small coal area. Coal Measure 
rocks occupy the extreme southern portions, while north and 
east of this they occur only in small patches in the hills, overlying 
»the Lower Carboniferous strata, which latter crop oat in the 
valleys and constitute the prevalent rocks in the county. In the 
oortbeastem corner is a small patch, a part of a Coal Measure 
area which extends into the aoathwesteru corner of Marion, and 
into the sontheaatern coiner of Shelby county. 

Coal Diioing is proaecated in Monroe county only on a small 
scale to supply local demands. 

In the vicinity of Paris, about a mile aad a half west of the 
town, OD the north aide of the railway, is the Jat^uon drift. 
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The coal is opened in a ravine about 60 ft. below the top of the 
hill and, from the rtsoord of a shaft sunk in this viciDity, it ia 
probably not more than 40 ft. above the Lower Carboniferous 
Limestone. The record of this same shaft shows the existence 
of boulder clay here, as much as 70 ft. thick ou the hill-tops. 
In such places it occupies the place of the coal. The coal is 
about 18 in. thick. The following section was measured at the 
drift : 

Feet. iDChee. 

i '-— ^' — ! LlmeBloDe, hard, clinking. 

IS Clay and ebale. 

4 Shale, black, not Baslle 

18 OobI. 

Shale, dark, bard. 



The coal is somewhat pyritrferous and the bed varies in thick- 
ness, often thinning to less than a foot, through a lowering of the 
roof. Another coal bed, iibout a foot thick, is reported by Mr. 
Jackson at a distance (if Hbout 6 ft. below the upper one; but it 
was not seen by tbe writer. About two miles east of Paris, on 
what is known as the Evan's Tract, a shnllow shaft was sunk 
abcut two years ngo in which coal was struck which is reliably 
reported to have been 7 ft. thick, two feet of which was a so- ''''%'^2il.'"" 
called cannel ooal. The shaft wus filled with water when visited 
by the writer. A specimeu of the '* canoel coal" found there 
proved to be a bituminous -tthale. From the circumstances of 
the location of this coal deposit as well as its character it 
probably does not belong in the regular Coal Measures, but ie 
an outlying deposit of limited area. 

In the vicinity of Madison, some twelve miles we^l of Paris, 
a number of coat pits are operated in a small way, principally 
south of the railway. 
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The V. L. Bvller drift is about two miles south of Madison, 
on Elk Fork creek, about ten feet above the flood plane. The 
following section was measured here: 



Thiee coal beda 



Oartetl'i drifts. 



Bhale, biBClE, Oaiile. 



UwlthUttlDpjriM. 



Another bed about 18 in. (hick, is reported by Mr. Butler about 
15 ft. below the last, in the bed of the creek. A comparison of 
this section with that obtained at Jackson's drift, near Paris, 
shows that the coals operated at the two points belong, in all 
probability, to the same horizon. 

John Branharti's coal pit is about a mile and a half south of 
Butler's, but was not visited by the writer. The coal here is 
reported to be of the same thickness. 

Oarrell's coal pits are about two miles south of Middle 
Grove. They are, at present, abandoned and no measurements 
of the coal could be made, but the section of other rocks exposed 
here leaves no doubt as to this coat's being the same as that at 
Butler's. 

Other coal pits, including J'homas's, Todd's and Hartgrove's, 
arc reported a few miles north of Madisonville, at which points 
the coal is of about the same thicknef>s as that found south of the 
town. Such occurrences are also noted in manuscript relating 
to Monroe county by Prof. Broadhead, on file in the Survey 
office. 

16. In Shelbt couKrr, a thin seam of coal crops out at 
several points in the southeastern corner. No pits are now 
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known to be operated, excepting a small pit a few miles north of 
Shelbina. 

Broadhead,^ refers to a coal pit about two miles north of 
Shelbina, and to another about six miles east of the same point ^^^^^JJg}^^ 
where the coal is about 1 ft. thick. Of these the pits imme- 
diately north of Shelbina were recently visited by the writer. 

At James 3. Barker's pil^ the following section was 

measured: — 

Section 4. 

Feet. Inches. 

1. Shale, black with bituminous layers 2 Section at 

2. Shale, sandy, micaceous, dark drab 6 to 14 Barker's pit 

3. Coal I 6 

4. Clay, white 

4 

The coal is reported to vary from 6 to 26 inches in thickness. 
It rises rapidly to the east, apparently. Other small pits occur 
within a mile of this to the east and northeast, in which the coal is 
said to be of about the same thickness. About a mile northeast of 
the Barker pit is one on Mrs. Given's land, in which bituminous Ooai area limited 
coal, cannel coal and black shale, aggregating over five feet in 
thickness are reported to occur. The Barker coal is at a level 
not much above the bottom of Salt river to the north, and here 
Lower Carboniferous Limestones crop out in bluffs which rise 
much above the level of the coal. They demonstrate that the 
coal area is of limited extent here. 

17. In Marion county, no coal mines in the regular Coal 
Measures are at present known to be operated, but coal beds^ , 

* • ^ Coal near 

exist there over a small area, in the southeast corner and have Monroe oity. 
been worked during past years. Such an opening is referred to 
by Swallow,* about six miles northwest of Monroe City. The 
coal exposed there was about 18 in. thick. 

18. HOWARD COUNTY. 

The Coal Measure rocks cover nearly the entire area of How- 
ard county, but do not attain a great thickness there, excepting 
in the northern portion. In the south and west, along the river, 

* Report Mo. Geological Survey 1856. Part I, r- 173. 
> MSS. Notes. 
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Lower CarboniferouB rocks are exposed in the hills and blufFa 
and their outcrops extend thence up the streums into the limits 
of the Coal Measures. 

A description of the general geology of Howard county, 
inclmling speciSc reference to the coal beds and their correla- 
tions, is contained in the report of the Missouri Geological 
dMwTp'i'oiioi Survey for 1873-74, prepared by G. C. Broadhead and C. J. 
Norwood. The occurrences of coal about Russell, Sebree, 
Fayette, Boonsborough, Glasgow and Roanoke are noticed and 
many sections are described which are not now accessible. 

Coal is widely distributed in the county, but is of fluctuating 

thickness. The principal developments, at the present date, are 

TRriibiB* bfckneu '" ^^^ vicinily of Russcll, in the northeastern corner; in fact this 

is the only point from which coal is mined and shipped on a 

commercial scale. 

Bain and Company's slope is situated in the town of Russell, 
on the Missouri, Kansas and Texas railway. The pillar and 
room method of mining is followed, the roof being poor. The 
following section was measured here: 



Clay. 
Coal. 
Cl.y. 
Kock (piobablf III 



1. Section of conl b' 



The same coal crops out and has been opened u|)on at other 
points in this vicinity but is not operated nt present. 

In (he immedinle vicinily of Sebree no coal is at present 
mined. Near Harrisbui'<r, Boone county, recent developments 

CmJ ns«i Bebrea , , , ,., , ,.,, . 

and HMriibnrs. have hceu made, which arc refeiTed to in the description of 
Boone county, oh n. 76. 

T/ie John T. Gilvin drift is about two miles west of Harris- 
burg, and is located in the bottom of a hollow. Here the 
following section was measured: 
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Lower bed UOll- 



The coal is claimed to attaiD a thickness of 3J feet else- 
where. Another bed of coal crops out farther up the creek, 
about forty feet above the last. The following section was 
measured of this: 

reel. Inches, ,..^___,^ 

Limestone, " bell rock." 




UKietbed at GH. 



A shaft suok on the hill top, about a mile south of the Gilvin 
drift, penetrated the lower coal at a depth of 100 ft. A com- 
parison of the sections leaves little doubt but that this lower bed 
ia the same as that operated at Russell. 

In the vicinity of Fayelle coal is operated at several points, in 
a smalt way, for the purpose of supplying local demands. The 
bed most generally worked is about 18 inches thick, but thicker'^"*'"' 
coal has been struck in places. 

At Pierce's coal pit, about two miles east of Fayette, the 
following section was obtained from Mr. Pierce : 

Feet. Inchea. 

IS Llnieatoiie, coaree, gritty. 

I Sbile, blHCk, fliBUe. 



Pierre eliBlt. 
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The shaft was filled with watei* at the time of visit and the 
coal could Dot be actually measured. 

TUe Mkin's coal drift is close to Pierce's and is situated 
about 60 ft. above the latter. The folluwing section was 
measured here : 

FaeL Inebes. 

SO Lliae»(«D«, compBCt, 

ir. Shale, black, fiiBlle. 

SaotioD of Elkln'i 



Fid. B7. Beetlon at ODkl bed at 
BIkm'B drifl. 

This bed is worked at a number of jioints in the neighborhood 
and the coal is preferred to that of the lower bed at Pierce's. 
It is reported to exceed 18'inches in thickness at other points. 

West of Fayette, no coal developments are now in progress. 
Several abandoned localities, were, however, recently visited. 
Taum oMil -A-t the old Harkley coal pit, some 8 miles southwest of town, 
everything is filled in and no measurements could be made. At 
A. Tatum's, some eight miles west of Fayette, the same was 
the case, but the coal here is reported by Broadhead to be f|om 
24 to 33 in. thick. 

In the vicinity of Boonaborough, some three miles west of the 
town is the old H. L. Brown pit, now the property of B. H. 
^""^f^^^"*' Tanner. About two feet of coal is exposed here in the bed of a 
branch. It is said to have been dug into for a depth of 6 ft. 
and not entirely penetrnted. The coal and associated shale 
have a dip here of ten degress or more N. W. and there are 
other evidences of much local disturbance. 

In the vicinity of Glaagow, coal is reported by Broadhead, 
in the bluffs, 20 in. thick, and this has been recently worked. 

At Armstrong, between Glasgow and Kussell, no coal mines 

are operated. East of the town, however, on the head waters of 

cmu Dsu uiu. the various creeks, beds crop out and are worked at inteivals. 

ASnitNug. The Briggs coal stripping is probably the most important of 
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these. It is about three miles due east of Armstrong. The 
coal here is 30 in. thick and is overlain by shale. North of 
Armstronjr are several occurrences of coal which do not exceed 
1 ft. in thickness, however.^ 

19. CHARITON COUNTY. 

PBODUGTION IN 1891 1.170 TONS. 

Chariton county is entirely underlain by the Coal Measure 
formation, yet verj'^ few coal mines occur within its limits. 

Along the border line of Randolph county Asa Gunn's drift 
and a few other small pits are operated north of the Chicago & 
Alton railway which have already been noticed in the description Bandoiph co. 
of. Randolph county on page 70 of this report. The two 
abandoned coal shafts of Hammat and others on the railway, 
south of Gunn's drift, are also in Charijbon county. These 
mines are presumably in the Huntsville coal bed and the 
probable extent of this bed over the eastern portion of the 
<50unty will be displayed in a forthcoming map and report of the 
Geological Survey. 

About a mile south of Salisbury^ on P.. D. Vandeventer's 
land, a coal bed has been mined for local uses in past years, but 
the drift was abandoned at the date of inspection and no meas- 
urements could be made. The thickness of the coal is credit- 
ably reported, however, to be about 18 inches. At the same 
locality the owner of the land states that a drill hole was put 
down and a lower bed of coal was struck at a depth of about 
60 ft. beneath the upper one. This lower coal was composed 
of two benches, each about two feet thick, separate by about coai on vande- 
two feet of shale ; or, in other words, the section is thought to ^^^^^ **" * 
be similar to that at the Gunu drift, a few miles east, and 
described on page 70. A well was subsequently sunk at this 
point, but, before the coal was reached, work was stopped, and 
hence the results of the drilling were not confirmed, so far as 
the thickness of the coal is concerned. About 800 ft. north- 
east of this, however, a shaft was sunk and the lower coal 
ancountered at a depth of 50 ft. According to the owner's 

1 This northern portion of Howard county has been mapped in detail by the 
Survey and full descriptions of the various coals will be contained in the 
forthcoming report, and their relations will there be defined. 
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statement, however, n " horsebHck" waa encountered here, and 
the condition of the coal was not such as to permit profitable 
mining. The unsatisfactory nature of these resulta prevents 
their being of much value in determining whether the Hunte- 
ville conl really exists under this and adjucent country. General 
conside ratio DB lead one to favor this view, however. 

In the vicinity of Brunawick are a number of small coal pits, 
some of which are now operated for supplying local demands. 
J. F. Cunningham's pits are adjacent to the Wabash railway, 
about two miles northwest of the town, the coal being about 15 
ft. above the track. The following section was obtained here, 
though the full thickness of the coal was uot seen: 

feet. Inches. 



other eokl piu. 



6 to a Shale, h&rd, st\y, lerragliioaB. 

Fio. 6S. Seollan of ooal bed at 
Onnnlnsham pit. 
This pit was form<.>rly operated for locomotive use on the 
adjacent railway. 

Uther ooal pits in the neighborhood with reported thicknesses 
of coal approximately the same are: John Bundy's, about a 
mile northeast of Cunningham's; Eealer's, about nine miles 
north of Brunswick, and Kuckor'^, four or five miles northeast 
of the town. 

In the northern part of the county, west of the Chariton river, 

the coals operated at and intheviuiiiity of Lingo, Macon county, 

doubtless occupy a considciable area here; they are described 

} of this report. Similarly the coal o[)erated at 

Marceline in Linn county, described on pp. 1^4 and 95, undoubtedly 

extends into this county and must underlie a large territory. 

in the norlheaatern portion of the county, along Grande river, 

*'"*' 'rt™?""*" th® <^o*l8 described in the following pp. 107 and 108, as occurring 

in Carroll county, in all probability extend into Chariton. 
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20. LINN COUNTY. 

FKODtrOTlOH tHlBBl 18,086 TOHB. 

Coal has been known to exist in Linn county for a namber of 

years. Some twenty years &go ' Broadhead described a bed 

about 20 in. thick, about four miles southwest of Laclede, and 

also 10 in. of coal cropping out lour miles southeast of Brown- „, _.. „ 

^^ c Dlatrlbntlon of 

ing.* Norwood in the same Vol., p. 263, describes coal 18 to <=<»»'■ 
20 \a. thick, some 2^ miles northeast of Bucklin. From these 
occurrences, together with the facts of the record of a shaft and 
drill hole at Brookfield, Broadhead defines three coal beds as 
occurring in this county. 

At Brookdeld coal mining is not, at present, conducted on a 
very large scale. About two miles east of the town, on the east 
bank of Yellow creek, is Geo. Clark's shaft, about 110 ft. deep, 
in which the following section was measured: 



Section at Clark 



The coal is worked by the pillar and room system, the roof not 
being of first quality. The coal is not good for forge uses, it 
containing too much pyrite, but it is claimed to be an excellent ' 

ateam coal. Two coal beds were struck in this shaft at distances'"""'^''"*' °*"* 
of 63 and 84 ft. above the lower coal, they being respectively 
14 and 5 inches thick. 

Other HhaftB have been sunk in close proximity to these and 
adjacent to the railway, but they were not visited by the writer, 
as they are operating the same bed and the character of the coal ^'"'" •'■•*•■ 
la similar. This coal is also mined some three or four miles 
southeast of Brookfietd, at the Shafer shaft, which is about 160 
ft. deep. 

1 Beport GeoloKlcal Surrey, IBTS to T4, p. 261. 
* Opus cite, p. 266. 



1 


Shale, drab. 


WIS 1 


Coal. 


1 1 


Clay patting. 
Coal. 


1 


Clay and aha) 


lo. SB. Sacllon of ooa 
Clark's Sbaft, 


1 bed at 
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erlne. 



Glacial channel 
encountered. 



At 8t. Catherine^ about 5 miles east of Brookfield, mining of 
shajt^ jit St. caih- coal has been prosecuted in the past years, but is not now in 

progress. The coal worked was, probably, the same as that mined 
near Brookfield and was similar in character, accordino^ to a 
miner's statements. One of these St. Catherine shafts was 140 ft. 
deep. 4 About 300 ft. east from the foot of this shaft the coal was 
cut off iand the entry passed directly into quicksand, which flowed 
so rapidly into the mine as to cause its abandonment. The coal 
here had evidently been eroded, and the entry was driven into a 
pre-glacial channel, such as have been previously described as 
occurring in Putnam, Sullivan and other counties. 

At Bucklin^ some six miles east of St. Catherine, near the 
county line, a drill hole was put down some 350 ft., and the report 
is that a coal bed 32 inches thick was struck at a depth of 200 ft.* 
and that above this an 18 inch bed was found. Until more 
reliable data can be obtained, these results must be accepted with 
caution. 

At Marceline is, however, by far the most important develop- 
ment of coal in the county. It is in the extreme southeastern 
corner, on the Santa Fe railway. The shaft is 185 ft. deep. 
In it the following section was measured: 



Backlin drill hole. 



Feet. 
If. 



Inches. 



Section at Marce- 
line. 



26 



2 to 3 




—. 73 ?! Shale, drab. 



Goal. 



Fire clay. 



Fio. fX). SeetiOD of coal bed 
at Marceline. 



OTerlyiag beds. 



Above these beds two others were penetrated by the shaft, one 
4 in. thick at a distance of about 55 ft. above the lowest, 
and the other 14 in. thick, some 6 ft. above the last.^ The 
roof is not a very strong one ; but the long wall plan of working 
is followed with success, and, along the entries^, a porticm of the 
overlying shale is brushed down up to a parting plane which 



1 According to a record kindly famished by Mr. Jno. R. Braidwood, Supt. of 
Mines of the Kansas & Texas Coal Co. 
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makes a remarkably smooth and unbroken cover. No slips or 

faults were observed in this coal, but it appears to contain a large oo»J py^^^'erous. 

amount of pyrite ; this is picked out so far as is possible, but, 

nevertheless, gives some trouble in combustion. The indications 

are that this bed is the same as that reported to have been struck 

at Biicklin and that mined at St. Catherine and Brookfield, correlations. 

though detailed examinations will be necessary before this can 

be asserted with confidence. 



21. LIVINGSTON COUNTY. 



PRODUCTION IN 1891 200 TONS . 



In Livingston county very little coal mining is prosecuted, 
and the facts in possession of the Survey are not sufficient for 
us to be able to express, at present, the possible relationship Distribation of 
between the beds that are worked here and those operated on a ^*^' 
more extensive scale in the adjoining counties. Coal occurs near 
the surface and has been described in the earlier reports of the 
Survey, in the vicinity of Utica, but it is only from 10 to 15 in. 

« 

thick. . 

A bed more worthy of consideration also occurs southeast of 
Bedford, close to Grande river, where it is about 20 in. thick; it coai on Grande 

' ' ' river. 

is, however, operated only to supply small local demands. 

At the Cox minesy about six miles north of Chillieothe, is 
perhaps the most noteworthy development of coal. Here there 
are a number of drifts and small shafts. At one of the latter, 
63.ft. deep, the following section was measured: 



Feet. 
44 



Inches. 



18 
4 to 6 



5+ 




^ T-_-~ £ Shale, gray, arglUaceoas. 



Goal. 
Fire clay. 
"Hard rock," 



Section at Cox 
shaft. 



Fig. 61. Section of coal bed 
at Cox Shaft. 



The coal is thinly laminated and breaks into slabs, but is clean 
and sharp and is much esteemed for forge purposes. Pyrite 
is not abundant, and appears irregularly in seams. According 
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to the developments here this bed is found to thin out entirely 
Coal thins ont between the overlying shale and the underlying fire-clay within a 

distance of a quarter of a mile from the shaft, and, south of this, 
excavations have failed to find coal. 

About six miles northeast of Ghillicolhe are coal pits in which 

the coal is reported to be as much as 28 in. thick. It is, however, 

not considered of so good a quality as that at the Cox mines. 

Deep drilling has been done in this county for the purpose of 

Ohiiiicothe diui prospectiug for deeper coals and a record of such a drilling is 

hole. given on p. 313 of the report of the Mo. Geological Survey for 

the year 1872. More recently, however, a shaft was put down 
about two miles northeast of Chillicothe to a depth of 275 ft. 
with the following results :^ 

Section 5. 

1. At a depth of 110 It 16 to 20'' coal 

2. »• 136" 8" «» 

8. " 160** 12" " 

4. " 276" 33" " 

The bottom be<l was the one for which the shaft was sunk, as 

the 33 in. thickness was first obtained from drilling, but, when 

reached by the shaft, according to the report of parties who 

ooaiofanoertoin were interested in this sinking, the bed proved to be of very 

variable thickness. A sandstone roof was found over the coal,' 
of so undulating a character that it frequently almost cut out the 
coal entirelj' and, generally, materially diminished its thickness. 
A hole was drilled 122 ft. below the bottom of the shaft and no 
other coal bed was encountered. 

22. GRUNDY COUNTY. 

PRODUCTIOK IH 1891 28,96S. 

Mining is prosecuted only at one point in Grundy county, 

viz. at Trenton, and this at a depth of 200 ft. Coal crops out 

at the surface near the town of Alpha and also near Trenton, 

sarfM«ooaL according to notes of Prof. Broadhead in the Survey office, but 

this coal is stated to be only about 9 in. thick. 

1 The above is only an approximately correct record. It is prepared from 
information kindly Kiven the Survey by Mr. Stewart of Chillicothe. 



SX6TBMATIC DESCBIPTIOX OF COAL BEDS. 97 

At Trenton tbe old shuft is 210 ft. deep and ia located close 
to the Rock Island railway station. Here the following section 
was mensured : 



UmMlone, " e»p rock." BmUoq U TnnMB 

SbtOe, black OnUc. 



It Ftn cUf. 

no. 9t, 3e«tloD ot coal bod 



Three other coal beds are reported to have been struck in this 
shnft, two aliove the bed operated and one below. The first is 
18 in. (hick and is about 120 ft. from the surface. The second is 
14 in. thick and ia aboat 145 ft. from the surface. The third 
varies rrom 6\a.ti* 2 It. and isahnut 15 ft. below the bed operated, 
according to the statement of the proprietor of the mine. The 
be<l is worke'l here by the long wall method, tbe roof being 
exccllcDt and requiring hardly auy propping, either along the Charai 
entries or at the face. It appetirs to be a hard and olenr coal 
and is reported to stand exposure well and to make few or no 
clinkers in burning. 

It i" esteemed superior to the neighboring Iowa coals for 
locomotive use. Between the black shale and the coal there are 
frt-quenily layers of the 8o-oalle<l '* black bat" (black, 
caluareous sbale ) which often reach a thickness of three ft. and, 
wherx this occurs, roof fulls are frequent. The other, 18 in. coal 
has been experimented with, but ia found to be soft, slacking 
readily on exposure. 

A new xhaft is Iteing ^unk by the Company about a mile south 
of town. When visited, it bad reached only tbe upper 18 in. 
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coal. Some 30 feet of micaceous sandstone overlies this bed in 
both shafts. 

Sufficient data are not at present at hand for us to be able to 

state what the exact stratigraphic relations are between the coals 

^^J^JgJ^^ worked here and those found in adjoining counties. A drill hole 

put down at the bottom of the old shaft showed that the total 
thickness of Coal Measure strata here is about 550 feet. Below 
the bed operated, only one seam of coal was encountered, this 
only 2 inches thick, and 110 feet deeper. 

THE NORTHWESTERN COUNTIES. 

Including 23. Mercer, 24. Harrison, 25. Daviess, 26. DeKalb, 
27. Gentry, 28. Worth, 29. Nodaway, 30. Atchison, 31. Holt 

and 32 Andrew. 

PBODUCnOH IH 18B1 3,02 TOK8. 

The northwestern counties of Missouri, above enumerated, 

cannot be ranked as coal producers although they are all well 

^^.^ ^ within the limits of the Coal Measures. In fact, not in one of 

WIUI W 61161 a 

DfSSSiri?*** them, to the writer's knowledge, is there a single coal mine 

which b constantly operated. 

These counties are all immediately underlain by the upper 
strata of the Coal Measures, which are characteristically barren 
of coal. The lower strata can be reached only by deep shafts and 

ooiUbadaaoftper-'^w are inclined, with the present incentives, to incur the neces- 
sary expense of sinking them. Further, there is hardly any 
room for doubt but that the coal beds, which are well developed 
in the lower strata of the Coal Measures, along the border to the 
east, do not extend under the entire area of the upper rocks; 
thus, even if a shaft or drill hole be sunk to the requisite depth, 
it is still a question as to whether a particular coal will be found. 
We are, however, of the opinion that, over many portions of 
these counties, where now no coal is operated, coal beds will 
oltimately be found at depths. A caref uUy directed series of 

cuvtai ditiuv <lui<nond drill holes over this country would yield results of great 

value and any prospective developments should be preceded by 
sudi drilling. 
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21. In Mercer County, no coal is, at present, operated, to 
the knowledge of the writer. Prof. Broadhead, in manuscript '* 
notes of the Survey, refers to coal 6 inches to a foot in thick- 
ness cropping out at various points, south, southeast and nortli ofooAinear 
the town of Princeton, which was worked at a few places for "^ ^ 
temporary local use at the time of his visit. 

It is possible that the coal beds of Putnam county, to the east, 
extend into this county: but it is further probable that the 
distribution of all the upper strata of the Coal Measures here is 
much restricted by the channels of the pre-glacial drainage ^^^61*®***®***°" 
system which are so abundant under this drift covered portion 
of the State. 

22. In Harrison county there is as great a dearth of readily 
available coal, as in Mercer county; beds 2 to 4 in. thick, east of 
Bethany, being the only ones of which we have any notice. A Bethany drui 
diamond drill hole was put down a mile west of Bethany, in the 
bottom of the East Fork of Big creek, in 1885, to a depth of 

650'. According to the record furnished no coal over nine 
inches in thickness was struck.^ Some doubt is felt, however, 
concerning the reliability of this record. 

23. Daviess county has been credited with as little coal as 
Harrison county. In the report of the Missouri Geological 
Survey of 1873-74, seams a few inches in thickness, cropping 
out in the vicinity of Gallatin and Winston, are the only beds 

referred to. At Gallatin, a few years ago, a shaft was sunk to a Qauatin drill hole, 
depth of some 700 or 800 ft. No record of this shaft could be 
obtained ; but the results are reported to have been unsatisfac- 
tory, so far as the determination of the existence of workable 
coal bed was concerned. At Winston, recently, a .shaft was 
sunk to a depth of 260 ft. Black shale was struck at the bottom 
but complications with the contractor arrested further develop- 
ments. The coals operated at Hamilton, in Caldwell county, ^*"'**" ****'** 
described on pp. 105, 106 of this report, in all probability underlie 
the southern portion of Daviess county. How far north and how 
far west they extend of a workable thickness, can be determined, 
however, only by careful and systematic drilling. The results 

1 From a record sent the president of the State University and furnished the 
Snrrey by Prof. G. C. Broadhead. 
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of the deep drilling at Cameron, later described on page 104, 
Cameron driu ' suggest that the coals thin out materially before reaching that 

point, though the discordance between the two records and the 
obstructions attending the drilling diminish the weight of that 
evidence. 

24. In DeKalb county, the onlj' reference which we have to 
the existence of coal is of an outcrop of a bed three inches thick, 
north of Union Star. The results of the deep drilling at 

star. Cameron, described under Clinton county have also bearing upon 

this county. 

25. Concerning Gentry county we have reference in notes 
of Prof. Broadhead's to the existence of coal at the surface in 
the extreme southwestern corner, of a thickness varying from 4 
to 10 in. Further, a bed of coal 18 in. thick was reported in the 
northeastern corner but the bed was not seen when the locality 

Drui hole at Gen- was visited. At Gentryville, a few years ago, a diamond drill 

*^^*"®' hole was put down to a depth of 500 ft. and the record .^hows that 

a bed of coal 26 in. thick was struck, at a depth of 477 ft., and 

another over it, only 7 in. thick at a depth of 383 f t.^ During the 

pa^t year deep drilling has also been prosecuted at Stanberry. 

Drill hole at Stan- Nothing definite could be obtained from the company, here, 

however, but it was intimated that the results were similar to 
those reached at Gentryville. Another drill hole is in prospect 
at this place. 

26. Worth county is apparently destitute of any coal near 
the surface. The Survey has no records of any such being 
found there nor is it probable that such will be found in the 

^^i "worth 00.^^^*^^"^®" Concerning the existence of the deeper coals this 

county shares the uncertainty existing in the other northwestern 
counties. 

27. Nodaway county is somewhat exceptional among the 
others around it in that coal occurs near the surface and is 
operated intermittently at a number of pits for local u«es. The 

Ooai at Qa"n»*n. Jq^j^i j^.y ^f chief prominence in this connection is in the vicinity 

of Quitman, in the western portion of the county. Two pits 
were in operation here at the time of inspection. 

^ The record of this hole has been kindly famished the Survey by Mr. £. S. 
Ennis of King City. 
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At Pierson's drifts about a mile southeast of the town of 
QuitmaUy the following section was measured : 



Feet. 



Inches. 
18 

6 
9 

18 
IS 

13 to U 





Limestone. 

Clay, yellow. 
Shale, black. 

?9hale, yellow and drab. 
Shale, black. 

Coal. 
Klre clay. 



Section at Plerson 
drift. 



Fig. 68. Section of coal bed at 
Plerson'B Drift. 



At Gasinger's shafts 35 ft. deep, about a mile south of 
Quitman 9 a similar section was measured. Coal occurs north of 
Quitman along the Nodaway river, as far as City Bluffs post 
office. It continues approximately of the same thickness as at 
Quitman. Thin surface ooal also occurs in the southwestern 
corner of the county, along Carbon and Whitecloud creeks. No 
operations there were heard of, however, when the county and 
this section was visited. 

At Maryville^ about the year 1888, a diamond drill hole was 
sunk to a depth of one thousand feet in the search of deep coal. 
The core of this hole was preserved at the county court house and 
was examined and sampled by the writer this year. Only one 
seam of coal is shown in the core, and this at a depth of 306 ft. 
and only three inches thick. The record of the boring is exceed- 
ingly valuable as affecting the question of the existence of coal, 
within the depth reached, this far west in the State. 

28. Atchison county has no coal mines. Broadhead, in the 
report of 1872, refers to coal having been prospected for in the 
southeastern part of the county, near Langdon, and Swallow 
found 8 in. of soft coal in the northeastern corner. As already 
affirmed by Broadhead there is little probability that coal of work- 
able thickness, within accessible depths, will ever bo found in 
this county ; and it is further probable that no coal beds of 



Ooal at other 
points. 



MaryWlle driU 
hole. 



Coal near 
Langdon. 
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workable thickness e^ist here within the whole Coal Measure 
section. 

29. In Holt county thin coal is found near the surface in the 

Goal near Forest ^'^^^^^^ °^ Forcst City, but IS, according to Broadhead (Report 
<^*y« 1872 ) from 2 to 4 in. thick and, hence, is entirely unworkable. A 

shaft and drill hole were sunk to a depth of 650 ft., near Oregon, 
over twenty years ago and the record is published in Broadhead's 
report on that county. According to this record the following 
coal seams were encountered : 

Section 6. 

1. At a depth of 202 feet IS inches of rotten coal. 

2. " 842 " 6 ". <* •* 

SeottonatOregoii. 8. *« 872 " 1 " good " 

4. " 488 " 16 " . «* "* 

6. " 651 " » 54 " " «* 



Ooalnear 
Sayannah. 



Concerning the lowest seam. Prof. Broadhead states that he 
examined specimens of the drillings and concludes that it is 
chiefly bituminous shale with thin coal seams intercalated.^ 

30. Andrew county is another non-producer of coal; a few 
thin seams in the vicinity of Savannah and along Niagara creek 
being all that we have any record of. The beds in the vicinity , 
of Savannah do not exceed five inches in thickness, according to 
Broadhead, while the bed in Niagara creek is about 10 in. thick ^ 
and has been occasionally worked for local uses. 



Sojfaoe ooal. 



33. BUCHANAN COUNTY, 

Buchanan cannot at present be considered a coal producing 
county, but it so closely adjoins a coal mining area that hope may 
be entertained that a bed of workable thickness may yet be struck 
within its borders. No surface coal of noteworthy value exists 
there, however. In the vicinity of Hall's station a bed crops 
out above the level of the railway, and has been worked 
at several places to a very limited extent. According to Prof. 
Broadhead's measurements, it is about nine inches in thickness. 
The record of a boring is further given by him, in the Survey 

1 Report Mo. Geological Survey, 1S72, p. 871. 
> Report Mo. Geological Sarvey, 1873-74, p. 810. 
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report of 1872, p. 354, which reached a depth of 467 feet. 
According to this the following coal beds were encountered : 

Section 7. 

1 . At a depth of 125 feet. 24 inches of coal. 

2. " 240 " 18 " '* Drill hole «t St. 

8. " 840 " 10 " '* Joseph. 

4. " 870 " 80 " " 

He suggests, what is very probable, with reference to these 
reported beds, that bituminous shale may be included in the 
thicknesses given. 

In the year 1884 a churn drill hole was put down at St. 
Joseph, by the Turner Coal Company to a depth of 1,308 
feet. Black, bituminous shale was encountered in this drill 
hole at depths of 122 ft., 184 ft., 229 ft., 338 ft., 361 ft.,Druihoi*atst. 
529. ft., 693 ft., 1,013 ft., and 1,083 ft. These beds varied in 
thickness from one foot to seven feet, and it is possible that 
some coal was associated with them. Thin lamina of coal were 
recognized at depth of 950 ft., and 1,083 ft. At a depth of 1,200 
ft. limestone was encountered, presumably of Lower Carboni- 
ferous age, and was drilled into to a depth of 108 ft.^ 

34. CLINTON COUNTY. 

No coal mining is at present prosecuted in Clinton county and 
the probabilities are that the only coal that can be obtained there 
is at great depths. No surface exposures of coal are known ^Og^^^^^^^^ 
the Survey and, though the upper beds of Section 7 reported to 
have been struck in the drill hole of St. Joseph, in Buchanan 
county, might be expected to reach the surface here, thdy have 
not, up to the present time been located. 

^ A record of this hole, made ap of imperfect notes kept by the driller, Mr. 
E. M. Riddle, of St. Joseph, was kindly furnished the Survey by Mr. R. £. 
Tomer, of St. Joseph, the complete record haying been mislaid. 

Other deep holes have been put down in this county, one at HalPs station 
among others. The Survey has not been able, so far, to gain possession of 
reliable records of these, and until this is done judgment must be deferred as 
to whether the X^avenworth coal bed was reached by these holes, whether it 
extends this far north, and, if it so extends, whether it is of workable character 
and thickness. 



Drill holes at 
Lathrop. 



Cameron drill 
holes. 
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At Lathrop^ on the Hannibal & St. Joseph Ry., in the south- 
eastern portion of the county two churn drill holes were put 
down nearly five years ago, to depths of over 600 ft., for the 
purpose of determining the existence or non-existence of coal. 
In both of these holes only one coal bed was struck and this at 
depths of 544 and 590 ft. The thicknesses as determined by 
each of these holes was 15 in. and 28 in. respectively.^ 

ThU coal bed must underlie a considerable area and it can 
possibly be made use of later. Lathrop is located at a high 
point in the county and the bed can be reached in other places 
where it is considerably nearer the surface. 

At Cameron^ in the extreme northeastern corner of the county, 

two diamond drill holes were put down in the autumn of 1887, 

to depths of over 600 ft. One of these was sunk from the 

bottom of a shaft 430 ft. deep and went to a total depth of 

601 ft.* In this the following coals were encountered, according 

to the sworn record : 

Section S. 

At a depth of 450 ft 86 Inches of coal and shale. 

«« 644" 14 " coal. 

" 665" 6 " coal. 

" 586" 12 " slate and coal. 



Uusatlsfactory 
resolts. 



,In the other drill hole, which reached a total depth of 648 ft., 
only 7 inches of coal is reported, at the bottom. The discrepan- 
cies between these results is attributed, by the parties for whom 
the work was done, to careless drilling. The suggestion that the 
two upper coal beds of the one hole are the equivalents of those 
mined near Hamilton, in the adjourning county of Caldwell, is 
not improbable, if it is demonstrated that these beds were actually 
encountered here. 



1 The driller's records of these holes were furnished the Survey by Mr. A. 
T. Stap]^, of Lathrop. 

* The original notes of these drill holes were kindly placed at the disposal 
of the Survey by Capt. S. H. Corn, of Cameron. 
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35. CALDWELL COUNTY. 



Coal miDing is prosecuted in Caldwell county on a commeroial|ita|„g«„ 
scale in the vicinity of Hamilton, near tbe north line of the ^""*~' 
county. 

T/ie Tom Oreek aka/l, of the Hamilton Coal company, is 
Iocat«d about two miles aoatheaat of the town in a valley. The 
abaft here is 300 ft. deep and, in it the following seolion was 
measured : 



Llniestona, " Up TOCk, 
Shale, drab. 
Shale, black. 
Sbale, drab. 

Sbale, blaok, BuOe. 

Coal. 

Shale paitlng, black. 



The roof is poor and, in the northwestern portion of the mine 
a brown bituminous sandstone replaces the shale and sometimes 
reaches down into the coal. The black shale and the coal, ™',^'J^^'^(^*' 
where this sandstone occurs, contain a great amount of bitumen- 
which exudes in drops. This coal bed is broken by many 
fauUd and slips which seriously increase the cost of mining and 
limit the extent of the workings. 

A lower bed, 110 ft. deeper, has been shafted to here. It is 
19 in. thick and is covered by about 10 in. of black shale which Lownbed. 
is overlain by drab shale. This lower bed is not much faulted, 
but ia reported to contain a good deal of pyrite, 

The Caldwell Coal Company's shaft is about two miles east 
of Hamilton, on the main line of the Hannibal and St. Joe Ry. 
The extreme depth of this shaft is 472 ft. to the bottom bed of 
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coal, and to the upper bed of the coal it is 365 ft. deep. Of 
this latter the following section was measared in the shaft : 



UmsBtoDB, *' e*p nwk." 
Shale, black, Oulle. 



This coal is undoubtedly the same aa the upper bed operated 
by the Humilton Coal Compauy and has the same general 
characteristics. 

Of the lower bed the following section was measured; 



^=^:^S] Shale, drab. 




'^ ^^^B ^t'^e> black 


OwUe. 


18 to 19 ■■■ Ooal. 




^^^B Bbale, bard. 




. M. Bcction ot coal bed at Caldwell 
CoulOo.'sSbaft (loireibed.j 





The coal is harder heie than in the other beds and seems to 
be free from faults. At about 50 or 60 ft. below this lower 
bed, the superintendeul of the mine reports another bed of coal 
about 12 in. thick. 

Which one, or whether any of the beds of these shafts repre- 

ooireiauan with ^^Qt' the one struck in the drill holes at Lathrop or Cameron, in 

Latbropooai" Clintou county, cannot be affirmed here; but, as the detailed 

work of the Survey progresses we hope to be able to ealablisfa 

definitely such relalionshipa. 

Ai Ringaton, near the center of the eonnty, a shaft has recently 
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been sunk about 240 ft. deep to a bed of ooal which is reported 

27 in. thick. Whether this coal is the same as either of the 8h^**t Kingston. 

Hamilton beds, cannot be confidently stated at present by the 

Survey. 

At CowgilU near the south line of the county, on the Chicago, 

Milwaukee and St. Paul railway is a shaft 337 ft. deep to the 

coal. The Bethany Falls limestone was encountered in the shaft 

and was passed through at a depth of about 85 ft. Hence this shaft atoowgUL 

coal is about 240 ft. below that rock. The shaft was not in 

operation when visited, but the following section was obtained 

from Mr. Gray, of Cowgill, who superintended part of the work 

here and who is familiar w^ith the details: 

Feet. Inches. 

Limestone cap rock 6 

Sbale, black fissile 1 

Coal 8 to 10 

Shale parting about 1 

Coal 16 to 20 

Clay 2 

* 

The close similarity between the section here and those of the 
upper bed at the Tom Creek shaft and the Hamilton Coal Com- 
pany's shaft, leaves little doubt but that they are of the same 
bed. Further, the details of this section, combined with the ooaiis the Lex- 
facts of the position of the coal with reference to the Bethany 
Falls limestone, point strongly to the conclusion that the coal 
is the same as that mined in Ray county to the south and in 
Lafayette county, or that it is the Lexington coal bed. 

36. CARROLL COUNTY. 

Carroll county, though underlain by Coal Measure strata over 

its entire area, is, at present, not ranked as a coal producer. 

No mines operating on a commercial scale exist here ; develop- q^^^^^^^j 

ments are confined to small pits worked to supply local demands. ™«n^«™»^ 

A few occurrences of coal in this county are referred to on pp. 

59 to 61 and p. 74 of the Report of the Geological Survey for 

1872, Part II. 

In the vicinity of Little Compton^ in the northeastern corner 
of the county several coal pits are intermittently worked. Of 
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FarT*s eoal pit. 



these Ralph Farr's is probably the largest. This consists of a 
stripping which covers several acres, over which 10 or 15 ft. of 
shale and clay have been removed for the purpose of reaching 
the coal. The following section was measured at this point : 



Feet 
2 



Inches. 



Seetion at Little 
Compton. 



Coal near 
Bedford. 



Ooal on Grande 
river. 



Two coal beds. 



24 




=r-£: Shale, black. 



Shale, drab. 



Coal. 



Clay, hard, mlcaceoas, sandy. 

Fio. 67. Section of coal bed at 
Little Compton. 

A drill hole has been sunk to a depth of 70 feet below the coal 
and black shale was reached at the bottom, but was not pene- 
trated. Other coal pits occur above this, along Grande river up 
to Bedford in Livingston county (seep. 95) They probably 
all operate the same coal though it is reported to be generally 
thinner in these than at Farr's pit. 

Ou the west bank of the Grande river, about five miles south of 
Little Compton, some prospecting has been done for coal and, 
at an abandoned drift, the following section was measured : 



Feet. 
4 



Inches. 



20 




:C=^ Shale, black. 



Coal. 



Shale, dark, hard fermginous. 



Fio. 68. Section of coal bed on 
Grande river. 

This bed of ooal, according to barometer readings, is about 80 
feet below the level of the coal at Little (yompton, and belongs 
probably to an underlying bed. Up in the hills, about a mile 
west of this prospect drift, coal is reported to have been dug in 
past years at a point of about the same elevation as the Little 
Compton coal and is probably the same bed. 
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Near Miami station, id the aoutheastern corner of the 
county, coal has been worked at several places, in the hill-sides 
above the river bottom. The thickness of the bed geuerallyQj,^^g,,j„^i 
worked is about 18 inches. Another bed, 2 ft. thick, waa "'•'^"• 
reported bj a miner, to underlie this upper one, separated from 
it by only 18 inches of shale. The opportunities for observation 
did not admit of confirming this report, however. Sandstone of 
great thickness occurs at White Rock quarry, close to this place, 
which probably represents a channel deposit, such as is white Rock 
described on p. 36. This undoubtedly diminishes the area of the 
coal here. At the quarry, however, a coal bed about a foot 
thick is reported to have been struck, in a shaft, at a ddpth of 
about 20 feet below the foot of the bluff. 

About seven miles southeast of Gan'ollton, on Wakenda creek, 
are several small coal pits, of which a few were visited. At carpoiitoB. 
Hardwick's mill is a drift in which the following section is 
exposed : 

Peal. loobee. ^.-,-n 

S to S |; 1) V f 'f l Llmeatonc, diab, faud. 

t *^^' - Slmle, dmb. 

U Shale, blaok, bud. 

SeoUoD at Hud. 
irtok'* mill. 

M to « C(»l, tbiekoeM flootiulliii. 



Tia. 89. Sflotlou o( coal bed *t 
Bardwlok'B mill. 

The roof over the coal is here fairly good. 

Glick's drift is about a mile west of Hardwick's, but the coal, 
as exposed, waa only 10 to 15 in. thick and the roof is very 
poor. It ia said to thicken here, however, to 18 and 20 in. in 
places. 

In the immediate vieimfy of Can-olllon, west and northwest of 
town, a thin bed of coal has been worked in a very small way. 
The bed is from 15 to 18 in. thick. On the edge of town, about 
70 ft. below the level of the court house yard, drill holes were 
put down to a depth of about 300 ft. and passed into some 60 
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ft. of Lower Carboniferoua Limestone, showing that the total 
thickness of the Coal MeHSure rocks beneath the Bummits here ib 
n>iiti». "' not much over 300 ft. Some 12 in. of slaty coal was encountered 
at a depth of ahout 70 ft., and, again, about 5 in. of coal at a 
depthof 240 ft.' 

37, RAY COUNTY. 

PHODDOTioH n isffi 281.UT rtoHa. 

Ray county ranks among the large coal producing counties of 
the State, and undoubtedly contains large areas of cnal lands, at 
present undeveloped. The area of chief production, to-day, is 
LexinsUB MAi in the country around Richmond. The Lexington coal bed is 
mined here exclusively, it being the same us that so extensively 
operated across the river in Lafayette county. 

In the southeastern corner of the county udjacent to Carroll 
county, the coal has been and is worked in numerous drifts, in the 
hillsides, north of the Santa Fe railway, the bed being here above 
the level of the river bottoms. 

In the norlheaalern portion of the county ia only one opening 
of importance, namely, the Sater Shaft, located between Greorge- 
^ville and Finney's Point. This shaft ia 146 ft. deep to the coal 
and exposes the following section : 



Station at Satn 



Limestone. 
Sbale, biMk, Oiille. 

Shale. 
Coal. 



This is undoubtedly the Lexington ooal bed. 

Immediately about Richmond, and between that place and 
Lexington Junction, some seven companies and individuals mine 
coal on a large scale. Over a dozen shafts and other openings 

1 The record of tbis drill hole was fnrnlshed the Surrey by Hr. S. H. 
WUeozson of Curollton. 
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are in operation here, mostly adjacent to the St. Joseph branch 
of the Santa Fe railway. The Shafts vary in depth from 50 to 
100 ft. They all operate the same coal bed and no oUier over-"*"" 
lying coal bed is encountered in the shaftfl. The long wall 
method of mining is generally followed, the roof being well 
adapted to this. 

At No. 10 shaft, on the* west edge of town, the following 
eection was measured. The shaft is 100 ft. deep: 



SbBle 01 
Co>L 



Along the entries the bottom clay is lifted and kbont 3 ft. of 
tbe roof rock is shot down in order to obtain the requisite height. 

Ai Stsanwick, about futir miles northwest of Richmond, is the 
R. J. Williams' ahaft, on the St. Joi>eph branch of tbe Stinta Fe 
railway. The shaft is 95 ft. deep and operates the same bed as 
that mined at Richmond. The following section was measured 
here: 

Feet. Inofaei. 

I Shkle, blMk, flMlle. 



Pio. n. Section ot ooal bed 
M Svanwiok. 

The ooal is mined by the long w«ll method. It is clean, hardohmotorof ea«i. 
and brittle, with a little pyrite (sulphur), in tbiu films, and with 
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Belenite along the joint planes. The roof is good, no timbering 
being ordinarily required excepting at the face of work. 

7n the vicinity of Camden, near the southweatern corner of the 
county, weat of Richmond, are several large mines. No. 8 shaft 
is about two miles west nf the town, and is operated by the 
Kansas and Texas Coal Co. (No. 30). It is 80 ft. deep. The 
following section was obtained here>: 

Tegt. Inohee, 



FtO. TS. Section ot eoiJ b«4 
at OmdcD. 

The long wall method of mining is followed. 

Just west of the town are two shafts, on the edge of the river 
bottoms, belonging to the Kichmond Coal company. They are 
both about 50 ft. deep. The sertion of the bed and of the 
associated strata is about the same here as at No. 8. The long 
wall method of mining is pursued here also. 



38. CLAY COUNTY. 



Mo larlaoe ecsl. 



Randolph ililU 



ndolph ill 



No coal worthy of notice occurs at or near the surface in CUy 
county. Owing to its proximity to Kansas City and other points 
of large oonsumption, efforts have been made to discover and 
develop workable ooal within this county by drilling nnd 
shifting. 

At Randolph, close to the Missouri river, about ten miles 
DOrtbeaiat of KansHS City, two diamond drill boles were put 
doWD to depths of over 800 ft. and one shaft has been sunk to a 
depth of about 400 ft. In one of the drill holes, at this point, the 
following coals were encountered, according to the record, and, 
so far MS the shaft renehed, their positions and thicknesses were 
conRrnied by the sinking of the shaft subsequently. 
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Skctiox 9. 
1. At a depth of 247 ft 9 inches of coal. 



2. 




280 " 


8. 




887 <« 


4. 




433 «< 


5. 




469 '* 


6. 




482*' 


7. 




513 *< 


8. 




643 «• 


9. 




614" 
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(i 



(operated) 



Becordat 
• Randolph. 



At a depth of 700 ft. the Lower Carboniferous rocks were 
encountered and penetrated for a distance of over 100 ft. It is Lo^er oarbon- 
thus conclusively demonstrated that no coal beds exist at greater "««>»»• *'70o ft. 
depths here.^ 

The shaft is located on the hill-side, some 30 ft. above the 
drill hole, and hence is 420 ft. deep to the bottom of the third 
coal from the top. The following detailed section of the bed 
was made here : 

Feet. Inches. 

Shales, drab, somewhat arenaceous. 



19 to 21 

6 to 18 
10 to 12 




Coal. 

Clay, shuly. 

Sbale, hard, calcareous. 
Limestone. 



Section at Kan- 
dolph shaft. 



Fig. 74. Section of coal bed 
at Randolph shaft. 

The coal is in a horizontal position. It is hard and breaks t 

with a sharp and clear fracture, but is streaked with fine seams 
of pyrite (sulphur) and shale, which are picked out, so fur as Character of coai 
possible, before shipping. It makes cinder in bnrning, but it is 
claimed that it will coke. The roof is poor, falling readily and 
necessitating heavy timbering in the entries. A modification of 
the long wall method of mining has been used. A good steam 
plant is provided here and the mitie is fitted for large shipments. 

The drill hole above described was begun at the foot of a bluff 
of the Bethany Falls limestone. Hence the coal bed operated is 
nearly 400 feet below that rock. The bed numbered 2, imme- 

I The records of these drill holes were obtained through the coartesies of 
Mr. L. J. Talbott, of Kansas City, the president of the company. 



114 PRELIMINARY REPORT ON COAL. 

diately above the last, is, similarly, about 280 ft. below the 
Bethany Falls limestone. This distancfe corresponds closely 

Oorrelatlpn of "^ - j 

Randolph coiii ^ith the interval between that rock and the Lexington coal bed 

in Lafayette and Ray counties ; further the details of the section 
here and the nature of the rocks associated with the coal bed go' 
to confirm the idea that this bed, No. 2 of the section, is the Lex- 
ington coal bed. Just what position bed No. 3 occupies in the 
Lafayette county section cannot be definitely stated at present; 
in fact it is doubtful whether this bed is represented at all that 
far east. 

39. PLATTE COUNTY. 

4 

Platte county, like Clay county, is destitute of any important 
surface exposures of coal, nor is it probable that such will ever 
be found. In the report of the Geological Survey for 1872 
reference is made to thin coal seams about 9 in. thick, in the 
No iraportontsnr- northwestern comcr of the county, and the writer has reports of 
lace coal. ^^^j^ having been dug about four miles north of Weston. Sim- 

ilarly, in the same volume, coal some ten inches in thickness, is 
referred to as having been mined near Platte river ferry, about 
a mile and a half southeast of Farley; more recent reports refer 
to coal pits some three miles east of Farley, from which coal 
was hauled to Leavenworth in past years. Another occurrence 
of coal near the surface is reported about nine miles southeast 
of Platte City. * 

At Leavenworth^ Kansas^ immediately across the river from 

Platte county, an extensive coal industry has sprung up 

during recent years. Inasmuch as the coal operated here 

^ u*n^fer^piR?te^*^ ^ Under a large part of Platte county, the 

county. results of the developments deserve consideration under this 

heading. From the northern limits of the city to about six miles 
south of it, there are four separate shafts, situated along the 
river banks, each a little over 700 ft. deep and controlled by dif- 
ferent companies. The southmost of these is the State mine 
which is 713 ft. deep to the coal. About two and a half miles 
west of the last is another shaft 804 ft. deep. At the State mine 
the following coals were encountered in sinking the shaft :^ 

^ From the published record printed in pamphlet form. 
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At a depth Of Glllfet-. 



1 inches of coal. 



713 " (bed opersted) 21 " 

At the RiverBide mine, another bed of coal 16 to 18 incheti 
thick, is reported to occur about 22 ft. below the last one given 
above. At the Leavenworth Coal Co.'b shaft, in the northwest- 
ern corner of the town, several coal beds were struck [at still 
greater depths, by shal'ting and drilling. The following record 
of the work here was kindly furnished the Survey by Mr. John 
E. Carr, the superintendent of the mine: 
Section lOa. 
I. At a depth of 666 feet, In ehaft S Inches of coal. 



IdwMooalbfldB. 



tn drill hole. .28 
" ;' ..12 



' (opt rated.) 
' (three seaiD4.) 



' (Impure.) 

' (fosslllterous.) 



I0B6 " " " .. E 

1127 " " " .. 6 " " 

Total depth of hole is 1171 feet, and drilling stopped In saodatone. 

In the Hiveraide mine the following section of the coal bed 
operated was measured : 
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This mine, like the others in this neighborhood, is equipped 

with a complete steirm plant and is operated on a large scale. 

Method of mining. Ti^g qq^\ jg worked on the long wall plan, the roof being such as 

to admit of this. The bed is undercut about 22 inches and the 
superincumbent weight then splits it from the face. In the 
entries the shale is brushed down for a heis:ht of about four feet 
above the coal, thus providing an ample roadway at moderate 
cost. The shiile in these entries does not seem to flake off to an 
embarrassing extent when exposed to the action of the air. 
Between the coal and the shale there are frequently interposed 
lenticular layers of a hard; black, calcareous shale ( *' black bat '* ) 
which causes some trouble in the process of mining. These 
Cbaracter of coal layers are as much as three feet thick, and taper to feather eJges 

from the center and outwards; they frequently cause falls of the 
roof and necessitate careful timbering:. The limestone beneath 
the coal, has a very undulating and warped surface, so much so 
that no clay remains, at points, between the limestone and the 
coal, while closely adjoining this there may be as much as 8 inches 
of clay. The coal is ordinarily about 22 inches thick, but it has 
been known to reach a thickness of three ft. over limited areas. 



NOi surface coal. 



I.exington coal 
here. 



Uandolph coal 
hero. 



40. JACKSON COUNTY. 

No coal mining is at present prosecuted in Jackson county 
and there is no probability that a thick, workable bed will ever 
be opened there near the surface. In the western portion of the 
county a thin layer, varying from one to five inches in thickness, 
is reported to crop out in the hills, but it is of no economic 
value. 

In the eastern portion of the county^ the Lexington coal bed, 
which is mined in Ray and Lafayette counties, must underlie the 
county at moderate depths, but no developments are known 
which demoni«trate whether it is here in a workable condition or 
not. 

In the vicinity of Kansas City^ in the northwestern portion of 
the county, the coal beds encountered in the shaft and drill holes 
at Randolph, Clay county, ( see p. 113), may be expected at closely 
c trrosponding depth:?. Indeed, coal beds have been struck in 
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almost all of the nuaierous deep drill holes which have been put 

down in and about Kansas City. Reliable records of many of 

these are yet to be obtained by the Survey and, until this is done, ^*"*hoie8.^ ^'^^ 

it would be premature to attempt a correlation of the different 

strata encountered in each. None of the results reached up to 

this year have, apparently warranted an attempt at mining. 

During last spring, however, a drill hole was put down south 
of Kansas City, to a depth of about 600 feet, by the Kansas 
City Clay and Coal company. Several beds of coal and fire 
clay were encountered, but detailed and reliable information 
concerning these could not be obtained by the Survey. The decent shafting 
results appeared suflScient, however, in the minds of those ^^ ***"« "^®"'- 
prospecting, to justify further developments and a shaft has 
now been sunk on Blue river, about half a mile below the 
mouth of Brush creek, to a depth of 400 ft. or more, to a coal 
bed about 18 in. thick. The following section was measured 

here : 

Fket. Inches. 

1 . LimestoDe 4 

2. Shale, gray 1 6 

8. Shale, black 8 to 4 

4. Coal 18 to 20 

b. Clay 2 

41. LAFAYETTE COUNT/. 

PKODUCTION IN 1891 352.608 TONS. 

Lafayette county is one of the principal coal producers of the 
State. Along the river and the Missouri Pacific railway, mining 
is prosecuted principally in the vicinities of Lexington, Welling- ^producer. 
ton, Waterloo and Napoleon, while, in the interior, the openings 
are along the Chicago and Alton railway, in the vicinities of 
Corder, Higginsville and Mayview. 

Several different coal beds are known to occur in this county. 
Of these, what is known as the Lexington bed is, at present, of 
greatest industrial importance. Tn the southeastern portion of 
the county, however, in the vicinities of Concordia and Aullville,,^,^^^^;^^ beds 
an underlying coal bed, known as the Mulky bed, is worked and operated, 
is there of chief importance. Recently, what is presumably 
another lower lying coal bed, has been opened at Waverly. 
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Again, at other localities, deep drill holea hare been put down in 
which thick coal beda sre reported to have been strack ; hot the 
reanlts from snch deep drilliaga at different places are conflicting, 
and it will take a closer stndy than this article pnrporta to be the 
reault of, a more carefal aitling of facta, before the reported 
reanlts of auch drillings can be reliably judged of.' 

Thx Lbxinstoi* Coal Beb occurs under nearly the whole 
western portion of the county, west of the longitude of AulMUe. 
^''Klno^n eoiiL Ertst of Aullvjlle it riaea higher above water level and is found 
only neiir the hill-topa in comparatirely limited patches. 
Hypaometricallj it ia in auch a position that its outcrop is almost 
always above the adjacent water level. It Ilea in a gently 
nnduiating aheet, with a alight northwesterly dip, which cropa 
ont along a sinnons tine on each side of the main drainage 
channels. 

At tkf. Dover Coal Company' a drift, in the river bluff north 
of Dover, the following section was measured: 



SccHow at Doii' 



Daik cUt. " mlDlag." 



The drift is. in the hill-side, about 75 feet above the level of 
the railway. The long wall method of mining is pursued here 
of cMi successfully, though the roof ia somewhat irregnlar. The coal 
ia faulted and squeezed in places and contains pyrite, both in 
nodules and in films along the joint planes. Along the entries 
the bottom clay is taken up to obtain the requisite height. 

■ lo tbe detatled nwps and sccorap&DylDg reports od Lktajette coimty, soon 
to be pDbll»h«d, all the lulomutioD obtalDable coDcemlDg these varioos coal 
beda will be iDcluded. 
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Al Carder, in the western edge of the town, is the shaft of the 
Coi'der Coal Co. It is 90 ft. deep and is located immediately 
adjacent to the Chicago and Alton railway. > 

Here the following section was measured : 

Feet iDCtaea. 

LlmeBtoae. 

16| 8b*le,bUck,fls>IIe,wlthcouoi'etlaiiB. 

16 Top coal. 

Sectloo Bt Cordet. 
t CIbt band. 

3 J Botlam cos). 



UnieBlooe. 

FiO. 77- Section ot coal bed 
at CordBr. 

Tue mine is equipped with a steam plant and is operated on a 
large scale. The long wall method of mining is pursued, the 
roof being very good. The coal contains a good deal of pyrite 

1 . . 1. . . . T. 1, t. , 1 "i , Ob«r«CMir 0( 0»»1 

and cakea and cunkers in burning. " Kolis of the roof and andioof. 
floor obatnict the mining in places. To obtain traveling way 
along the entries the bottom clay is sometimes taken up and the 
root is generally brushed down. 

In and about Higginsville there are ton or more drifts and 
shafts operating the Lexington coal bed. Of these, the shaft of coainetr 
the Excelsior Goal and Ooke company is one of the roost 
important. It is located on the line of the Chicago & Alton 
railway on the west edge of the town. It is 70 ft. deep and is 
equipped with a steam plant. The following section waa 
measured here : 



Sbale, black, flesUe, wltb concretions. 

Bmnf and prcitB SeoUon nt bed. 

Coil., 

CUyband. 
Coal. 
Fire clay. 
Llmeatone. 
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The roof is good and the long wall method of mining is 
oh^B«ter of oosi. successfully followed. The coal is pyritiferoua hut is compara- 
tively clean otherwise. It cakes and clinkers in burning. The 
coal was experimented with here for coking and, though a fair 
product was obtained, suitable for domestic use, it was too weak 
and had too much sulphur to be of value in the furnace. No 
rolls or squeezes in the coal were noticed. Owing to the thin- 
ness of the underlying clay, the roof has to be shot down to 
make passage way in the entries. 

About a mile east of Mayview, on the Chicago and Alton 
railway, is the Strashurg fhaft. This is 90 ft. deep and here 
the following section was measured: 



CoklDg expcri- 



Shsle, black, flsBlle. 

Purlin 

Clar, hard.dnrk. 

Cla;,BDtl, drab. 



The coal is mined by the long wall method, the roof being 
Character or coal. good. It IS pvritiferous, but not noticeably crushed or faulted 
at the face. 

At Lexington and in the adjacent country are a dozen or more 
different coal mines. Of these the Biverton drift No. 1, is 
CoautLexinsion. in]portRnt and representative. It is located about a mile east of 
the town, on the Missouri Pacific railway. The drift enters the 
river bluff at about 15 or 20 ft. above the railway. The 
following section was measured here: 
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Feet. Inohea. 



Im4 



U 10 H> Coal. 

)l Clay. Section at Lexlng* 

I Coal. too. 

Clay, pyrltlferona. 



The long wall method of mining \b pui-siied here, the roof 
being good. Rolls of the roof and bottom are frequently ("""jeyj^ 
enootmtered which cause some loas in mining. The coal ia 
pvritiferous and has cluy seams which impair the product. Id 
the entries the bottom clay i^ tiiken up, the roof being left 
intact. 

In the immediate vicinity of Wellington are sonio four coal 
mines and, between thi^ place and Lexington, and west of it to , 

Napoleon, are several others operating the same coal bed by'^'"',°^„^ 
shafts or diifts in the river bluffs. 

The Wellington Coal Company's shaft is in the town of 
Wellington. The shaft here is 40 ft. deep and in it the follow- 
ing section was measured: 



Sbale, black and BhIIg. 
Shale pailln|. 



Fio SI Section or coal bed 



The roof is good and the long wall method of mining is used. 
The coal is somewhat pvritiferous and the partings are 
objectionable. 
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The Mulkt Coal Bed ie developed exclusively easl of 
AullvUie. West of this, drill hole records or other results of 
deep explorations are too scarce, and the country has not, as 
yet, beeu su£Bcieutly studied for one to attempt to define the 
* b«(i/°*" distribution of this coal, or even to assert its existence or 
absence over this area. The thickness of the Mulky bed, where 
opened upon, is seen to be very nearly the same as that of the 
Lexington bed. At three different openings, a few miles weatof 
Concordia, the thicknesses measured were respectively ; nineteen 
inches, twenty-two inches, and twenty inches. At the EUing 
shaft, nearly four miles west of Concordia, the thickness ia 
reported to be between twenty-two mid twenty- four inches. 

T/ie Kresse slope is about four miles southwest of Concordia 
and is one and a half miles south of the railway. The coal is of 
CMi^'jKreflie good quiility and has a large sale for local uses. Pyrite occurs 
here in thin films, along the joint planes. The pillur and room 
method of mining i^ followed though the roof is probably quite 
good enough to admit of the use of the long wall method. Mo 
squeezes or faults of the coal were observed. The following 
section was measured here : 



CLay, yellov. 
Shale, dark. 



At Waveiiy, in the extreme northeastern corner of the county, 
a shaft was sunk last spring, adjacent tu the Missouri Pacific 
itwsveiif. railway, on the river bank, at a depth of 72 ft. A coal bed 
about three feet thick was struck. In a shaft of the Waverly 
Coal and Mining Company sunk since this discovery, for the 
purpose of developing the bed, the following section was recently 
measured : 
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ShKle. 

Studs, b1*ck, longh. 



Bbale, SRDd]'. 

Tia. sa. Section of coal bed 
»t WBTerljr. 

The character of the roof seemed good so far as could be judged 
from the limited exposure near the bottom of the abaft. The 
coal IB somewhat pyritiferous, but not more so than at many 
mines in the county which are worked with profit. The eslab-cbanoieioi coai. 
lishment of the existence of this coal bed added a new fact to 
our knowledge of the geology of Lafayette county. As a result 
two shafts have been sunk in this neighborhood in preparation 
for regular shipments. These will be further referred to in the 
report on the Higginsville sheet and the probable distribution of 
this bed will be there discussed. 

The cr)al area of this county is not continuous. This is due to 
two causes. One is a cause at present in action and, though 
extending back far into geologic time, is yet posterior to the 
deposition of all the Carboniferous rocks in the county: namely, ^''"=""*"^"'°' 
the process of erosion along the lines of flow of the now existing 
streams. But, in addition to what may thus be called the ero- 
sion area of these streams, a sinuous strip of country destitute of 
coal, can be traced on the mitp from the south line of the county, 
nearTabo post-office, northwards, through Higginsville and Page 
City to the river. In this strip, which in the vicinity of Higgins- g^^j^^^^ 
ville, is between one and two miles broad, no Lexington coal bed ^*p<*'*»- 
is found. On the contrary, deep drill holes have been put down 
hundreds of feet into the ground here and have struck nothing 
but sandstone and shales. It has all the appeaninces of being the 
site of an ancient river channel, eroded during some period of 
elevation and afterwards filled by depobits of sand and finer 
material, during a subsequent period of submergence. Studies 
prosecuted in Johnson county, in the extension of this line, go 
to confirm this interpretation. 
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42. SALINE COUNTY. 



The Coal Measure rocks underlie nearly one hiilf of Snline 
county. From Lafayette county on the west quite a wide belt 
of these rocks occupies the country on each side of the Chicago 
and Alton railway and extend^ eastwards nearly to Mnrshall. 
DistribntioD or Between Marsh;ill and the river, to the east, a narrow strip runs 
'north and south through Slater, and, in the vicinity of Ssveet 
Springs, in the southwestern corner of the county severed patches 
of Coal Measure rocks occupy the hill-tops. Between these areas 
are the Lower Carboniferous limestones, which are abundantly 
exposed in the valleys and along the bluffs of the streams. 

In the report of the Geological Survey, containing the results 
of work between the years 1855 and 1871, Saline county is well 
Keek', report. ^jggg^j|^gj ^^ j^j^ j. g Meek, OH pp. 157 to 188. He there 
refers to coid about Slater 18 to 20 inches thick, at Miiimi 18 
inches, and about Bliickburn 12 to 20 inches thick. He describes 
some of the openings of that date in detail and gives several 
valuable sections. 

At present coal mining is prosecuted only on a small scale in 
Saline county, to supply local demiinds. The principal develop- 
ments in the past few years in the regular Coal Men^^ures were in 
the vicinity of Slater and Sweet Springs. Coal was mined at 
other points from outlying deposits or pockets, but these will be 
referred to later. 

In the vicinity of Slater several coal pits havd been operated 
during past yenrs, for local purposes. At the Copeland drift 
some two miles southeast of town the following section was 
measured : 

FeoU Incbet. Shale, clayey, drab, rgplKced 



Section at Slater. 



Coal. 
Fire clay. 



The shale makes a poor roof. The sandstone is better in this 
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respect. The latter is brown, friable and micaceous, and is as 

much as 20 ft. thick. It is frequently present over the coal in Roo' »' »!»*«'• 

this neighborhood, often formingthe roof of the bed in such cases. 

Though false bedded, in evidence of rapid flow, it is never 

known to cut out the coal. 

At the Thompson drifts a mile south, a similar section is 
exposed, and pyrite in lenticular layers was observed here in 
the coal. 

The Hagner and Auer pits are east of the Thompson pit, 
about a mile distant. The coal at both is about 18 in. thick and 
is overlain immediately by the friable sandstone, which is in ^*slater?*" 
places quite shaly. In Slater, a drill hole was put down a few 
years ago and this same bed is reported to have been struck at a 
depth of about 120 ft., but it was thought to be thin and 
pyriliferous. 

In the vicinity of Sweet Springs several coal mines have been 
operated during past years on a small scale to supply local ooai near Sweet 
demands. These are mostly southwest of the town, within a sp'*'**"- 
distance of two miles. 

The Marmaduke shaft is located about half a mile southeast 

of Sweet Springs proper, on the hill-top, south of Blackwater 

creek, about 75 ft. above the creek bottoms. The shaft is 54 

ft. deep. The following sectioir was given by Mr. Henry 

Marmaduke : 

Section 11. 

Fert. Inches. 

1. SoUand clay 8 

2. Sandstone, white and reddish friable and micaceous. . . 4 

3. Clay, shaly, bluish, clinking 18 

4. Limestone, earthy, clinking " bell rock " 8 du^e shaft. 

5. Shale, black fissile 17 6 

6. Shale, black, bituminous with thin layers of coal 6 

7. Coal 29 

8. Clay and black shale. 

* 

The coal contains a good deal of pyrite and slacks readily; 
spontaneous combustion of .the *'<rob" g^ives much trouble. 

Character of coal. 

especially if the long wall method of mining is followed. The 
shaft supplies the Sweet Springs hotel with coal and furnishes a 
limited amount to the town. 
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South of Marshall, and generally throughout the southeastern 

^sSln^^^^^unS P^^^Q^ ®^ ^^^® county, are numerous isolated pockets of bitumi- 
nous and canuel coal. Some have been worked for many years 
for local uses. One of. these is described at the end of this 
chapter. 

In the mciniiy of Grand PasSj in the northwestern corner of 
the county, a drill hole was put down this year, about a mile 
west of the town, on the hillside, adjoining the Missouri Pacific 
railway, and about 25 ft. above it and the Missouri river bottoms. 

Drilling at Grand ^^® object was to determine the presence or absence of the coal 
Pass. jjg^ mined at Waverly, in Lafayette county. At a depth of 38 
ft. a seam of coal 6 in. thick was passed through, and at a depth 
of 50 ft. a seam 17 in. thick was reached. At the time of 
inspection the hole had reached a depth of 151 ft. and no other 
coal bed had been encountered. We are inclined to the opinion 
that the Waverly coal is represented by the bed penetrated at a 
depth of 50 ft., and thus that the bottom of the hole is well 
below the horizon of that bed. . 

43. PETTIS COUNTY. 



Coal Measares 



Pettis county, like Saline county, occupies a position on the 
extreme margin of the Coal Measures, and, only in the westmost 
only in west, portiotf, do Strata of this formation occur. Here they lie in 

patches and prongs over the hill-tops, outliers of the great Coal 
Measure area to the west. 

During past years coal has been taken out at a number of 
points in the northwestern corner of the county and along the 
Missouri Pacific railway , in the vicinity of Lamonte and Dresden. 
The coal described as occurring near Sweet Springs, in Saline 
and Dresden, couuty, extends into Pettis. In the report of the Geological 

Survey of 1872, Part II, on pp. 162-165, descriptions are given of 
the occurrences of coal at several points in the vicinity of Lamonte. 
Of these, the Newport and Westlake mines seem to have been 
most important. The shafts here were about 35 ft. deep and 
the coal, which is reported to have been of good quality, was 
from 27 to 30 inches thick. 

These mines, were, however, all comparatively small affairs, 



Mines at Lamonte 
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the product of all being largely for local uses and the shipments 

never reaching anything comparable with that of the larger coal 

mines now operated in the State. During the past year no coal no coai mining. 

mining has been in progress in this county of sufficient 

magnitude to have been brought to our attention. 



44. COOPER COUNTY. 

PBODUCTIOK IN 1891 2,800 TOMS. 

In Cooper county the area of Coal Measure strata is very 
limited, being confined to a patch of a few square miles immedi- 
ately about Boonville. In the report of the Geological Survey 
for 1855 is a special chapter, by Prof. Swallow, on Cooper county, 
accompanied by a small map. In this a number of coal openings 
are described, including several in local deposits of abnormal 
thickness. Prof. Swallow recognizes six regular coal beds swallow's report, 
within the section of regular Coal Measures, one of which is 6 
ft. thick. The accessible exposures at the time of his examina- 
tion were not abundant nor good and he must thus have been led 
into assigning to the regular Coal Measures a bed of coal which 
belongs to one of the local or pocket deposits. Developments 
since his time have failed to demonstrate the existence of any 
continuous coal bed as much as 6 ft. thick. 

East and south of Boonville, within a radius of a few miles, 
are the only coal mines in the regular Coal Measures which are 
now operated. These include the Hutchinson shaft, 2 miles east, 
and the Tucker^ Hazell and Smith drifts about half a mile south ^^®^n^^51e. 
of town. The coal in all of these is about of the same thickness, 
varying from 14 to 20 in. and being generally about 15 in. thick. 
It contains a good deal of pyrite and cannot be considered a first 
class coal. It undoubtedly underlies the whole Coal Measure 
area here, which includes perhaps a dozen square miles. At 
Hutchinson" 8 shaft the following section was measured: 
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Feot. Inctea. 



Limeatona, comiiaet. 
Shale, clajey, blank. 
Limeawne, whll«, compact. 



Coal, prrittferDuH. 

Clny. 



Coal pockets are of very frequent occurrence in this county 
:iiid they have supplied it large amount of coul for loctti uses. 
During the paat year such isolated deposits have been operated 
coopar*«ouDtT. near Bunceton, near Pilot Grove and about four miles west of 
Boouville, in the river bluffs. Coal from the last point is shipped 
over the railway to K:msas City and other places. This deposit 
is described at the end of the cha))ter. 

45. JOHNSON COUNTY. 



Johnson county, though underlain entirely by Coal Measure 
rocks, is, at present, one of the small coal producing counties 
of the State. Along the eastern border, the Lower Car- 
boniferous rocks are not far beneath the surface. In past 
years coal was mined in this county on a large scale in the 
vicinity of Moatserrat, but these mines have now been abao- 
doned for over eight years. In the report of the State Geo- 
logical Survey for 1872, Part 11, reference is made to the 
coal in the viL-iiiity of Dunksbun;, Knobnoster, Mootser- 
rat. Warrensburg and Holdeu and, in some instances, descrip- 
tions of the mines and sections of the beds are given.* 

■ During tbe past tear di'i.iileil mappiag has bern priMCcated In 
the coan^ bj the Snrcej %a<i the resntis, toother wUh an *cconipuijlitK 
report will soon be prepared for pabUcatioD. lu the meantime the (oUowing 
notes will glre a ^neral Idea ot the tlUlri'intlou ami character of the coals. 
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In the Tiortheaslern cornei- of the county, in the vicinity of 
Dunksburg are a number of small coal mines operated for 
supplying local demands. They are mostly drifts, located not"' 
far from the hill-tops, well above the valleys. The Serang's, 
Park's and Shank's pita are such. 

At Sevang's pit tbe following section was measured : 

Feet. laches. 

I J. Shale, black, flwilt. with bard, 

calcsreoui baud. 

n Sbale, drab. 

8 Shale aad mal. 



Clafpaaslng inUi Bands 



At other pits in this vicinity the coal is of about the same 
thickness and the section is similar. The coal is considered to 
be of superior quality to that mined at Montserrat ; to he 
hard and not slack readily on exposure. Drilling and other 
exploration has been prosecuted in this county, but few of the 
results have been obtained thus far, by the Survey, 

In the vicinity of Knobnoster coal is mined both east and west 
of the town. About two miles east, on the old Kduus place, areQ^^^^^,^ 
several drifts and a shaft. In these the ooal is about 30 in. lUMMr. 
thick. • 

Above tbe coal is about four feet of shale, of which tbe lower 
portion is black and fissile. Above the shale is limestone. 

The Boyd shaft, about two miles south and west of the town, 
is, however, the moat important in this neighborhood. It ia 
coQoected with the railway by a switch and tramway, and coal 
is shipped from here in car load lots. The shaft is about seventy Tbe Bojd it 
feet deep and the coal is hoisted by a steam plant. The pillar 
and room method of mining is followed here, the roof and coal 
not being such as to permit the adoption of the long wall method . 
The coal is somewhat pyritiferous. Towards the east it is 
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reported to grow more shaly. The following section was 
measured here: 

Feet. Inches. 

IS Sbale, bleok. 



Uoal MHonl- 



At MontseiTOt, fire or more shafts have been sunk during 
past years which were cotiDected with the railwny and from which 
a large amount of coal was taken. Shaft No. 1 waa one of the 
deepest of these, it being located near the railway, near Mont- 
serrat depot. In sinking this' shaft the following coal beds were 
encountered, according to the statement of the superintendent, 
Mr. J. A. Gallaher. 

Sbctiun 12. 
1. At A deptb ot 20' 12iacb«solcoil. 



A. drill hole was put down 85 ft. below this last bed, but no 
deeper coal waa encountered. 

The lowest of these beds is the one generally operated here, 
and it is locally known as No . 9. The topmost is known as No. 
4, and is exposed in the railway cut east of the depot. The 
other beds have intermediate numbers. The lowest bed is over- 
lain by black shale similar to that at Boyd's shaft. The pillar 
and room method of mining was pursued here as it is at Boyd's. 
'*''*■'■ Clay occurs under the coal. The coal is reported to contain a 
large amount of pyrite, which impaired its value, causing it to 
slack readily and to ignite spontaneously. The lower 3 ft. of 
the bed included the best coal and, in places in the mine, the 
upper portion was thrown out. These are among the considera- 
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tioDS which caused tbe abandonment of these mines, but, besides 
these of the quality and extent of the bed, conditions of the coal^^ 
trade are reported to have coiilributed towards bringing about ™'°* 
this result. 

About a mile west of Montserrat is the May shaft, now 
abandoned. This operated the same bed as that worked at 
Montserrat. The shaft was about 60 i\. deep. 

About five miles south of Montaeiral, are several small country 
mines from which coal is dug and hauled to Warrensburg and 
other points. The bed varies from 20 to 30 in. in tbickness oo>i st 
and is considered a superior coal. These mines are worked **"' 
quite constantly and, though the haul to Warrensburg is a long 
one, this is offset by the ready sale which the coal commands. 

About four miles north of MoMtserral, nefix the wagon bridge 
over Clear Fork creek, are several pits and outcrops of coal. 
At one of the latter the following section was measured: 



This coal is presumably the same as that worked at 
Montserrat and called No. i). 

In the immediate vicinity of Warrensburg are several coal 
mines operated in a small way for local sale. The bed at these 
mines is about 20 inches in thickness. They are mostly smallcoaiai>ont war- 
drifts, only intermittently wnrked. At Miley's drift, which is "*"' ""' 
located in a hollow, about a mile northeast of town, the 
following section was obtained: 
Peet. Incbei. 

7 SbBle, drab, claT«;. 

10 Cosl. 

Seclloa all Miley's 
1 Ml Clay. *'"'■ 

Llmeatone. 
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Ooal pita near 
WarrenBborg. 



Other pits in this neighborhood are Hcfnry's, Evan's and 
Wood's and in these the coal is of about the same thickness. 
Some ten miles northeast of Warrensburg, north of Blackwater 
creek, are Gilger's and others coal pits, in which a bed of coal 
20 to 30 inches thick is worked. 

In the neighborhood of Holden^ in the western part of the 

county, are also a number of small coal pits in which the coal is 

genera ly about a foot thick. An occurrence is described by 

Coal near Hoiden. Broad head, on page 191 of the report of 1872, where the coal is 

, as much as 16 inches thick and, at other points, miners report 

the bed to be fully 18 inches. 

Away from the line of the railway, both in the southern and 
in the northern portions of the county, are other outcrops of 
coal which have been inspected. They are, however, not of 
sufficient prominence to merit description here, but this is best 
reserved for the detailed report on this area. In the south- 
eastern corner of the county the coals later to be described as 
mined in the vicinities of Windsor and Calhoun, in Henry 
county, undoubtedly extend into Johnson county. 



46. CASS COUNTY- 



Not a coal 
prodacer. 



Cass county is not a coal producing county, though it is 
Entirely underlain by Coal Measure strata. In the northeastern 
corner of the county these are nearly 700 ft. thick. A drill 
hole put down at Pleasant Hill to a depth of over 600 ft. 
passed at least 50 ft. into Lower Carboniferous Limestone. In 
this hole the f ollowinsr coal beds were encountered : 



Section at Fleas* 
ant HUl. 



Drill hole at 
HarrlsonvUle. 



Section 18. 

1. At a depth of 193 ft 18 inches of dark shale with coal. 

2. ** 211** 12 ** shale and coal. 

3. ** 323 •* 12 •* coal. 

4. ** 860** 18 ** good coal. 

At Harrisonville a drill hole was put down to a depth of 505 
ft. in search of gas, and here only one seam of coal mixed with 
slate was struck at a depth of 292 ft., the whole aggregating 
;ibout 18 inches in thickness. It is not probable, however, that 
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• 

careful attention was given to the character of the strata passed 
through in this drilling, inasmuch as this was aside from the 
main object. 

Occurrences of coal at the surface in the county are rare and 
are hardly worthy of notice. In the neighborhood of Pleasant 
Hill a seam two or three inches thick occurs and has been ^"'**^ ^*^- 
encountered in shallow wells. About Strasburg, near the forks 
of Big creek, Broadhead, in the report of 1872, reports a coal 
bed about one foot thick, in the bed of the creek. South of this 
near Gun City, another occurrence of coal of about the same 
thickness is mentioned. 

The proximity of workable coals in Henry and Bates counties, 
lends color to the hope that some thicker bed may yet be 
discovered in the southern and southeastern portions of this 
county. Nothinoj more definite concerning such prospects can, ^gouth^Md *" 
however, now be said by the Survey. After the detailed work southeast. 
in the southeast is extended into this area more anthoritative 
predictions can be made. 

47. HENRY COUNTY. 

PRODUCTION IN 1S91 144,139 TONS. 

Henry county may be classed as one of the large coal pro- 
ducing counties of the State. It contains over twenty coal 
mines, many of which are constantly in operation. The larger 
portion of the county is underlain by Coal Measure strata ; but, 
along the eastern border and in the southeastern corner, the ^JSsure^area. 
Lower Carboniferous rocks reach the surface. Still farther 
east, the Lower Silurian rocks are exposed in the bluffs of Grand 
river and the Oiage. The coal beds of the county are thus 
characteristically margin:il beds and, it is probably due to this 
fact that they are, at least in some instances, of limited distri- 
bution and have been formed, apparently, in estuary-like basins. 
Several coal beds are recognized in continuous sections • but ^^^^^^^ deposit*, 
mining operations are chiefly restricted to two coal beds, 
according to the common interpretation of the stratigraphy of 
this county. These are what was called the ** Hydraulic Lime- 
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stoDe " ' bed and the " Jordan ". bed. The indicfltions are 
"■^"^dJor-t^li^t^ tlic implied oorrektioii of expoBureB \s in the main correct, 
but, whether it is so in all caBes, and juBt what the position of 
the one bed is with relation to the other cannot be stated by the 
Survey at present, nor will aa attempt be made here to define 
the areas of the two beds. Detailed mapping is now iu 
^*"ppSng. progress in this county, and, on the sheets resulting from this 

work, and in the accompanying reports such detail will be 
included. 

In the report of the Geological Survey of the year 1872, Part 
II, pp. 15 to 30, Prof. Broudbead describes a number of occur- 
rences of coal in Henry county. Both north and south of 
'""^Mm "'*"' Windsor, in the extreme northeastern corner, outcrops of coal 3 
and 3 ft. thick are referred to within two or three miles of the 
town. About two and a hiilf miles east of Calhoun, at Henry 
Neff' s, coal ranging from 2 to 3 ft. in thickness is reported. 

The occurrence of coal at Munn's mine, about four miles 
southeast of Calhoun is described; the coal is there aboat 28 
inches thick, and is considered to belong to the Jordan bed. 
Jordan's mine is on Grand river, about four miles south of 
Clinton. As this is the type locality, the following section of 
the bed as given by Bruadhead, is presented for purpoees of 
reference : 

Feal. laches. 

IK Sbale, blae aod dnb, DaggT- 



StctloD St Jordan 



I Id place of this oarae, It being somewhat cumbersome and, liirther, as It- 
Implies characteristics of occurrence which may not be constant, we propose 
here as a substitute the geographic name of " Tebo," trom the developments 
ot this bed on Tebo creek. 



1 






SbSi^parUDg. 


n 






Coal. 

ClBT, bloe, lamlDated. 

rite clay, blue. 

Clay, arenaceoua. 


FlQ. 90. 


j\«a" 


tC! 


: bed at 
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In the vicinity of Calhoun, in the northeastern portion of the 
county, several mines are now operated. 

George's pit, or stripping is about a mile north of the town 
and furniBhes coal for local uees. From the limited examination 
which waa made we feel unable to decide just where this coal Grarse'i pit. 
belongs in the section of the Ooal Measure strata here, but we 
are inclined to think that it is not the " Hydraulic Limestone " 
or "Tebo" coal, later to be described. The following section 
was measured at George's pit : 



Staale and clay. 
Sbale, block, OuUe. 



Park's drift is situated in a ravine, about two miles west of 
Calhoun. Here the following section waa measured: 



LImeatoae, drab, bBTd.compBDt. 

Sbale, dark, fluU*. 

HhBte, calMieon*, biMk, haid. 

Ooal. 



W, 



Fio. 9t. eectlOD ol coal bed at 
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The coal is clean, with a sharp cuboidal fracture. It is 
reported to be highly csteeined in local use. No excessive amount 
of pyrite was noticed. 

The Qedney shaft is about two miles southwest of Calhoun, 
on the Missonri, Kansas & Texas Ry. The shaft is about 55 
ft. deep. An -18 inch bed of coal was passed through at a 
''"^'' depth of about 30 ft. At the bottom is theTebo coal bed, of 
which the following section was measured : 
feet. Inchee' 

1 to £ LlmeBtone. (Cip rock.) 



This coal bed, as exposed here, and also at the Tebo company's 
shaft, at the Co-operative Coal company's shaft and elsewhere 
oi^i„(,jo(e(^_ contains numerous thin, lenticular layers of shale which have to 
be picked out before the coal can be considered of good mer- 
chantable quality. 

The mine is provided with a steam plant and shipments of coal 
are made regularly to Sedalia and Kansas City. The long wall 
method of mining is followed. 

The Tebo Uoal and Mining Oompany's shaft is situated about 
1 mile southwest of the Gedney shaft, on the line or the railway, 
it is about 40 feet deep. The section of tlie shaft is similar to 
that at the Gedney shaft. The shaft is equipped with a steam 
plant and is a regular producer. 

The Pigg drift is about a mile and a half west of the Tebo 
company's shaft, and is about half a mile north of the railway, 
to which the coal is hauled on a tramway for shipment. 

It is located on the bank of Little Tebo creek, about ten feet 
above the creek bed. The Tebo coal is operated here. The 



Tbe Tebo mins. 
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roof ie excellent an j the long wuU method of mining is followed. 
Occasional " slips*' and squeezes occur in t^ coal bed, both 
here and at other points where it is minf^d, which depreciate its 
Tiilue; there are fewer shale layers in the coal here, however, 
than at other points in the neighborhood, which is a circum- 
Btnnce in its favor. The following section whs measured here: 



LimeBtone, (Cap rock.) 

Shale, arenaneouB aad pjtIUteroas. 

Shale, btack. flsslle, otten parti; 
calcateoaa Bni] bard. 



Near Lewis station a shaft of the Cooperative Coaloompany, 
has bsen sunk to a depth of 67 ft., to the Tebo coal. The shaft 
is about ft quarter of a mile south of the railway and is connected 
with it by a switch. Three coal beds are reported to huve been 
struck in sinking. The first was at a depth of about 20 ft. and 
was 16 in. thick ; the second was at h depth of about 60 ft. and was **»£5ion. *'* 
18 in. thick; the third was the Tebo coal at the bottom of the shaft, 
and ia here 30 in. thick. A detailed section of this shaft is given 
on p. 62 of Bulletin No. 5 of this Survey, but we are inclined 
to doubt its accuracy, in all particulars, as originally furnished. 

South of Lewis station, running in a northwesterly and 
southeasterly direction, is what appears to be a narrow coal 
basin, in which what is distinctively known as the " Lewis " or 
" Mammoth " coal bed is mined. The width of this coal basin, "*""???" "*■ 
or trough, does not exceed a few hundred feet, while, in the 
direction of its length, it has been operated for a distance of 
several miles. In the center of the trough the coal bed attains 
a thickness of 4^ ft., while towards the sides it tapers to a 
feather edge and dips towards the center, in evidence that the 
present limits arc the original limits and are not the result of 
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erosion. This coal basia is underlain by a micaceous, ferrugiDOue 
s*ndMoDe floor. sandstoDe which crops out beyood the limits of the coal basin. 
A number of shafts and strippings have been opened in this coal ; 
but, owing to the narrow limits of the basin, operations are not 
continued long at any one place. 

At the Evans strippiiicf the following section was measured: 

rael, Inebeg. 

S to 4 Shale, black, aaalle. 



Fio.flfi. BectloD of coal bed at 
Kvanl gtripplng. 

The coal is considered to be high in pyrite, but this is in such 
a condition as to be readily separated from the coal. 

North and west of Clinton are several openings in the Tebo 
coal bed. Broadheud refers to suoh about four miles north and 
west of town.on Britts's and Munson's land, in which the coal 
varies from 25 to 30 inches in Ibickness. Grant's and Bailee's 
pits are also in this immediate neighborhood, and the coal is here 
reported to reach 33 inches. 

At Hartwell, about twelve miles northwest of Clinton, on the 
Kansas City, Ft. Scott and Memphis Ry., is the Elevens shaft, 
operating the Tebo coal. The shaft is about 35 ft. deep. The 
following section of the coal was measured here: 

FotU Inches. 

It Llmesione. (Cap rock.) 



Sbale, clay, black. 
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Another bed a few inches thick was struck in sinking the 
shaft, about 10 or twelve feet above the lower one. 

Ifear Qarland, about 6 miles N. E. of Hartwell, on the 
Kansas City, Osceolu and Southern Ry., is the Foster Coalp^^ij^^^ 
stripping, which is also in the Tebo coal. It is reported to be Q"'""!- 
nearly three feet thick here. 

West of this, north of Grand river, between the lines of the 
two railways, are a few small coal pits, operating an overlying 
bed, in a small way, for country uses. A description of these 
will be deferred until the detailed report on this area is published. 

South of Clinton, between it and Grand river are a numberof 
small co»l mines which are worked to supply the town with fuel. 
Immediately south of the river is a large mine which is connected 
with the railway, and still farther south, in the vicinity of Deep- 
water, are several shafts and strippings from which large °^|',*^^|" 
quantities of coal are shipped. In fact, Deepwater is by far the 
largest coal mining center in the county. All of these mines 
operate the same bed of coal, which is known as the Jordan bed. 

The Kinney slope is about two miles southeast of Clinton. 
It is a small mine, from which the coal is hauled to town 
for domestic uses. The Jordan coal is operated here. The 
following section was measured: 



nrarlllaceoDi, 



Plant n 



itoii 






Slwie iiartlni- 


10 






Coal, 


i£! 






Bhile, black. 
Shale, aisiliiMon>. 


FIO.ST. Set 


lUou 


of co*1 bed >t 



The shale overlying the coal here contains numerous plant 
remains and a large number of fine specimens have been obtained 
here, by Dr. J. H. Britts of Clinton, who has distributed them 
to many prominent paleontologists in the country. 

The Pitcher shaft is about a mile and a half southwest of the 
Kinney slope and is about three miles from Clinton. The same 
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bed is operated here. The ehaft is about 32 fl. deep, but, iu the 
hollows closely adjoiain;;, the coal crops out at the surface and 
i^ obtained by stripping. The section here is as follows: 

Feet. Inches. 

U 81ull«>t htrd^blnlib, saDd;. 



SecUOD at FItcbct 



Shsft It Norib 



OhBrsotor otcoal 



FlO. 96. Secllon of cokl bed at 
Pltcbcr etialt. 

The coal ie ofexcellentajipearance, and is i» part very black, 
lustrous and highly bituminous, with a semi-coiichoidal fracture. 

Several other opeaiags, by shafts and strippings, have been 
made in the iioal in this immediate neighborhood and the 
thickness aud character of the coal is essentially the same in all. 
Plant reoiaio^ are alsu abundaitt and largo coUeotions have been 
made from the strip pits here. 

Wood and N^orlli shaft No. 3 is located near North station, 
less than n mile south of (Jrand river. It is connected with the 
Kansas City, Ft. Scott and Memphis Ry. by a switch about half 
a mile long. The new shaft is 59 ft. deep to the bottom of the 
coal. According to the record preserved by the superintendent, 
a three inch bed of coal wa-< struck at a depth of twenty feet. 
At the bottom is the Jordan coal, 26 to 28 inches thiclt. The 
interval between this and the overlying bed consists entirely of 
ahale, chiefly arenaceous; of ihis the lower two feet, immediately 
above the coal, is argillaceous with thin laminee of coal. A 
foot of soft clay directly underlies the coal. In the mljoining 
old shaft both the pillar and room and the long wall methods of 
mining have been used, but, with the latter method, the influx 
of water through the fractured roof caused its abandonment. 

The Noble shaft is about two miles west of North station. 
The shaft is 65 feet. It is operated by a horse and gin. The 
Jordan bed occurs here also, and is over three feet thick. 
Shales overlie the coal as they do in the Wood and North shaft, 
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and the section is in all respects similar, with the exception that 
the thin overlying coal is not more than 30 ft. above the lower 
one. The coal contains pyrite in thin, lenticular layers. It is 
hauled to Clinton in wagons for steam and domestic uses. 

Blair Diamond JVo. 2 shaft is one of the important mines in 
the vicinity of Deepwater. It is located about a mile southwest coti at Oeep- 
of town. The shaft is about 70 feet deep. The following '""'■ 
section was measured here: 



Stiile, btae. bard. 

Clar, with Btisle In lentlculir tajen. 



Section M BIbIt 



The coal is considered to belong to the Jordan bed and the 
same bed is worked at all the openings in this vicinity. The Jordan bed. 
roof in the mine is poor and the pillar and room method of 
mining is followed. Water seems to give much trouble, also, the 
entries being very wet. The inferior cbtiracter of the roof, over 
much of the territory here, is a serious embarrassment to mining on^nctet of coal 
operations ; in fact it makes the coal under some areas practi- '"'* """' 
cally unavailable, inasmuch as the cost of keeping up the roof 
is too great for the coal to be mined with profit. 

The Keith and Perry shaft No. I is another important mine 
in this neighborhood. It is about a mile north of the Blair 
shaft and, like it, is connecled by a switch with the main railway 
line. It is tiO ft. deep. The following section was measured 
here: 
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g, bard (loof) llMlle 



Sbale, auk drab. 

8iddalon« (aecuton&ll;,) 

Coal. 

SbBle, pjritlferoui, with coal. 

Coal. 

Shale, witb coal. 
ClB7 (halp. 



The roof at this point is excellent and the long wall method of 

mining is followed. Water gives little or no trouble. The coal 

Oharaotetoieoal does Hot Appear to be of superior quality, however. About 

40 ft. above this coal bed another thin seam was encountered 

while sinking the shaft. 

Besides these shafts there are, about Deepwatcr, a number of 
strippingB from wfaich a large amount of coal is taken. As 
much as 20 ft. of overlying clay and shale is removed from over 
the coal in such operations. 

The inferior roof, already alluded to, accounts in part for this ; 
for, as the coal cannot be obtained in places by underground 
"eiwliXe. work, stripping is carried to the greatest practicable deplh. The 
Boyd'ion, Stephens and Dunlnp strippings are all within a mile or 
two of Deepwater. The thickness of the coal is generally about 
3 ft., but it sometimes reaches 4 ft., and elsewhere contracts to 
1 ft. A peculiar feature of this surface coal is the manner in 
which it undulates, frequently dipping as much as 10° and causing 
ooai andaiRtins. tbo coal, at closely adjacent points, to be at noticeably different 
elevations. In such cases it is generally thickerin the depressions 
and is sometimes contracted to I ft., on the summits of the rolls. 

This would indicate that the coal wasoriginaily deposited upon 
an undulating floor. 

This coal is worked eastwards to Brownington, on the Kansas 
City, Osceola and Southern railway. 
"' Houlheaxt of Deepwatei', south of Otter creek, stripping is 
carried on extensively, and the coal is hauled thence in wagons 



Goal In Sooth- 
west. 
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The bed here is of about the same thickness as at Deepwater, and 
the conditions of mining are similar. 

Over the southwestern corner of the county ^ south of Grand 
river and west of the Kansas City, Ft. Scott & Memphis railway, 
coal mining has been prosecuted in a desultory way for local sale. 
No mines were in operation here at the time of inspection. The 
bed worked is thought to be the Tebo, the same as that 
described at Lewis and Hartwell.^ 

48. BATES COUNTY. 

PBODUOTIOM IM 1891 726,273 TOMS. 

Bates county is the largest coal producer in the State. It is 
entirely underlain by Coal Measures. According to the mine in- 
spector's report, there are over 30 mines in operation, producing 
all the way from 500 to 50,000 tons per annum. The principal 
developments are in the vicinity of Rich Hill, Sprague, Hume®|,^^Jj^jj5^5;** 
and Foster, in the southwestern portion of the county, and also 
about Amoret, north of the Marais des Cygnes river, near the 
Kansas line. Coal occurs, however, in other portions of the 
county and has been worked at a large number of points to 
supply local demands. In the Report of the State Geological 
Survey for the years 1873-74, pages 162 to 175, Prof. BroadheadGeoiomcai Report, 
gives ageneral description of the occurrences of coal in the county, 
together with a small map, showing the location of the individual 
outcrops and coal pits.^ 

In the southeastern portion of the county^ as described in the 
Report of 1873-74, coal crops out at several points. North of 
Papinville, about three miles, is coal 18 in. to 20 in. thick. A soathwest. 
few miles south of Hudson, on Panther creek, are outcrops and 

^ The mapping of the coal beds over this area is now in progress by the 
Survey and when finished, we shaU be able to publish more detailed results 
concerning the character and distribution of the coals in this vicinity. 

s Little in the way of general description will be attempted here, in addition 
to what is contained in that report, concerning the occurrences of coal away 
from the localities where developments have been actively prosecuted during 
the past few years. The limited time available for the preliminary inspection, 
upon which the present report is based, allows a statement of only the general 
facts. The detail can only be expressed as a result of such detailed work as is 
now being prosecuted in Henry county adjoining Bates county to the east. 
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openings on coal two to three feet thick. Just east of Lone Oak 
is coal about a foot thick. These occurrences are thought by 
Broadhead to represent two or three different beds, one over the 
other. 

Farther norths on South Deepwater creek, a few miles south 
of Johnstown, coal over a foot thick is found. North of Johns- 
town, on North Deepwater creek, coal also occurs of about the 
same thickness. Recent drilling about 7 miles west of Johnstown 
jobnstowD. demonstrated the presence of two beds of coal. One of these 

was 4^ ft. thick, at a depth of 42 ft. ; the other was 2\ ft. thick, 
at :i depth of 82 ft. There is probability, however, that at least 
a portion of what was considered coal was black shale^ as the 
drilling was with a churn drill and all of the material was finely 
pulverized. The report merits further investigation. Still 
farther north, near Mayesbury, on Cove creek, coal about 14 

Near Mayesbar ^^^^^^^ thick crops out, and is also exposcd along the creeks west 

of this, as far as the railway. 

In the vicinity of Butler^ there have been a few coal pits 
working thin beds. One about four miles northwest of the 

Coal near Butler, town Operated a bed 30 inches thick. Some ten yea[rs ago a 

churn drill hole was put down about half a mile south of the 

town and in it, according to the record, seven coal beds were 

struck as follows : 

Section 14. 

1. At a depth of 109 ft 8 inches of coal. 

2. «• 128" 6 " ••♦ 

8. " 185" 24 " •« 

Becord Of Butler *' ^^^ ^ 

Drillhole. 6. ** 226" 2 " " 

6. " 240" 6 " " 

7. " 296" 4 " " 

This record necessarily removes the feeling of confidence tbat 

thick coal will be found in this immediate vicinity; but, 

'"record^ ^ Considering the character of drill used, and also the variable 

nature of the coal beds of the region, it should by no means be 

taken as conclusively settling the question. 

About Adrian^ in the northern part of the county, coal beds 
Coal near Adrian, less than a foot thick crop out at several points. About a mile 

and a half northeast of the town, Broadhead gives a section of 
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a shaft about 30 ft. deep in which 4 ft. of coal was struck. 
There is some doubt, however, coDcerniag the thicknesa of this 
coal. 

AI>out six miles a little noi-th of west of Adrian, a drill hole 
was pul down about nine years ago to the depth of over 350 o^' 5^5^*" "' 
ft., in which the followiag beds were struck, according to the 
certified record. 

Section 16. 

1. At adeptli of 98 It S iDcbes of coal. 

a. " iia " 3 " " 

3. " 15S " 10 " " 

*■ ^33 a ^oij, 

5. " 26(i '• 8 " " 

6. " 321" 27 " " 

7. " 8« ■* i " •• 

About Hick Hill, within a radius nf five miles of the town, 
nre more important mines th;in are in operation in the whole 
remaining area of the county. These mines are ttll strip pits or Go*i about Kicb 
shafts and all operate, presumitbly, the same bed of coal. A 
deicriptioQ of a low will convey a good general ide:t of the 
character of the coal bed in all. 

T/ie Martin stripping is 00 the southern edge of town and the 
coal is only from 5 to 10 feet beneath the surface. Here the 
following section was measured : 



hard and caloareoDi. 
Coal. 
PyritCB. 
Coal. 
FrriM*. 
Coal. 
Shale, black , hard. 
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At Keith and Perry shaft No. 7, a few miles Eouth of Rich 
Hill, at the couaty lioe, the following coal beds were 
encountered : 

Sbction 16. 
h 1. At a depth of 36 ft 4 In of coal. 



Near the middle of the bottixii coul a ibin band of |)yrites is 
frequently found, but it is not persistent. At these mines, ae 
with those about Deepwater in Henry county, the cojI bod 
unduliites very decidedly and this, together with the circumstances 
of topographic location permits the co:>l to be mined in deep 
shafts or to be dug in strip pits, ut closely adjoining localities. 

The Keith and Perry shaft Ko. 5, is about five miles north- 
westof Rich Hill. It is 50 ft. deep. The following section was 
measured' here t 

Feet. I nob St. 

4 Shale, black, bomogoDeoaa. 



Tills is uiidoubledly the Rich Hill coal bed. A number of 
"slips" were observed in the coal here, some being merely 
fractures, some being accompanied by faulting and some wilh 
obaracMr of com changes of ronf. The bed undulates a good deal making 
underground slopes necessary at times. The coal is generally 
thicker in the depressions of such undulations. iShaft No. 6, 
closely adjoining this, is now abandoned. The shaft here was 
246 ft. deep, and the record of the diamond drill hole put 
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do^n at this pbint shows the following coal beJs to l>e present:^ 

Section 17. 

1. Atadepthof Sift 3 in. of coal. 

2. « 74** ' 6** " 

8. ** 162 " 12 « " Record of Keith 

4^ ti 190" 10** " and Perry shirft 

_ No. 6. 

6. ** 199** 18" " 

6. ** 214" ... 38 '« " 

Li the vicinity of New Home^ some five miles west of the last, 
a number of diamond drill holes have been put down. From 
one of these the followinor results are taken: 

Section 18. 

1. At a depth of 84 ft 4 in. of coal. 

2. " 61" 5** ** 

3. ** 99** 13** ** Record near New 

4. - 185"..... 4 " •* "^*"^- 

5. ** 207** '. 11** ** 

6. " 266" 30** ** 

• 

Other drill holes put down in this immediate vicinity showed the 
lowest, or Rich Hill coal bed to range in thickqess from 20 to 50 
inche-^. In one instance, a record shows only 4 inches of coal at the 
proper depth ; this is, however, an exceptional and extreme case. 

At Sprague^ south of New Home, on the Mo. Kans..& Texas 

railway, mining has been prosecuted by stripping a coal bed 

which occurs here near the surface. The bed is, apparently, not 

the Rich Hill bed, but an overlying one, separated from it by an ^•^ **'®p''*k'*«- 

interval of about 250 ft. It is probably the same as that termed 

the Mulberry bed by Broadhead, in the Report of 1873-74. 

Beneath this, other coal beds were encountered in a diamond 

drill hole as follows: 

Section Id. 

1. At a depth of 16 ft 28 i p. of coal. 

2. *• 92** 6 *< " 

3. ** 137** 11 «* »• 

4. " 222** 13** ** „ ^ 

Record near 

6. ** 247** 11 *< «* Spragne. 

6. ** 267" 12** ** 

7. " 271** 18" »* 

8. *• 294** 8** ** 

1 Tbo record of this drill hole as well as of maDy others in Bates and Vernon 
conntfe?, were generously placed at onr disposal by the Keith and Perry Coal 
company, through M'r. G. R. Sweeney, superintendent, and Mr. George H. 
Copeland, driller. 
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Another drill bole closely adjoining, gave a thickness of 20 in. 

for the bed, No. 7 and thid U thought to be probably the oquiv- 

otber drill bale*, aleot of the Bich Hill bed. This inferred coiTelution must, 

however, be accepted with caution, aa well as other similar 

conclusions, until substantiated by dettiilcd work. 

About two miles southwest of Sprague, in section IS, a drill 
bole was put down which yielded results abundantly contirming 
those obtained at Sprague. The work here was apparently 
begun below the horizon of ihe Mulberry coal worked at Sprague, 
the Brst given in the lust record. The results are as follows: 
Srction 20. 
I. At a depth of 5H ft 5 la. of coal. 



Record aonth 



The last bed. No. 7, is probably the equivalent of No. 7 of 
Section 19, or the Rich Hilt bod. 

At Hume, about 8 miles west of Sprague, tke Mulberry coal 

is similarly worked by stripping. Aa exposed some two miles 

Oofti near Hume, soiitb nf the towQ it ts described by Broiidhead as varying from 

20 to 31 inches in thickness. A few miles north of the town, 

on the headwaters of Walnut crock, it reaches 3 ft. in thiukneaa. 

At Foster, coal is stripped on a large scale, at several [tnints. 
Tlie bed is in all probability the Mulberry coal. A section 
meusured at the Walnut Land and Coni Co. 's stripping ia as 
follows : 

Feet, Inche>. ^^^ 

e ., - . ■ Boll and clay. | 

S ^i-:i— ^ Sh»lo. drab. 



Clay (?) 
FIO. KM. SeclloD of coal bed 
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Limestone crops out quite close to the coal stripping here, 
and is well exposed in an abandoned railway cut. It probably 
closely underlies the coal and undulates with it, which would 
account for its being, in places, at a higher elevation than the ^*^®*g^^%^^y**®' 
coal at adjacent points. The limestone is, apparently, about 6 
ft. thick or more, has a very irregular fracture and contains a 
good deal of chert and remains of the coral (Jhceteles. It is 
immediately underlain by about two ft. of hard, dark compact 
limestone, and under this is black fissile shale. 

West of Foster J and south of the Marais des Cygnes river, are 
several other occurrences of this same coal bed, alonor Walnut 0oai»}onKW»nat 

' ® (creek. 

«reek and its tributaries. The thickness remains almost 
constantly about 3 ft. . 

At Amoret^ west of the Marais des Cygnes river, mining on a 
large scale has recently been started. A coal bed, abOut 3 ft. Qo^jingarAmoret. 
thick, has been worked in this neighborhood for many years, and, 
from its occurrence on Mulberry creek here, it has been named 
the Mulberry coal. 

Shaft No. i, of the Missouri Coal^and Construction Co. is 
situated about a mile and a half south of the town. Work had 
just been started here at the date of inspection. The shaft is 
35 feet deep and, in it, the following section was measured : 

Feok. Inches. 

10 F 1=^ ~l3 Shale, dark blue, hard, (good roof.) 




18 to 80 



24 -h ^^^^H Coal. 

Qlf^y SertiODatAmoret. 







Rock. 



Fio. 104. Section of coal bed 
at Amoret. 



The coal, near the foot of the shaft, is much faulted and is 
traversed by fractures which injure the roof. In consequence it coai faulted. 
is reduced in thickness, in places, to 8 and 10 inches. At other 
points, in the immediate vicinity, at old shafts, the coal is reported 
to reach a thickness of 3 feet, and the roof is found to be uniform 
and to require no propping. It is probable that the disturbed 
condition seen in shaft No. 1, is only of local significance. 
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Jforth of Amoretf for a distance of eight miles, along Mulberry 
creeky and in the adjacent country, this coal bed has been opened 

ooai north of and worked for local uses at a large number of points. These 
™**'®* pits are described or referred to by Broadhead. The thickness 

of the coal is generally in the neighborhood of 3 ft. 

On the Miami Fork^ northeast of Amoret, and east, between 
that place and Butler, this coal is found at several points on the 
creek. 

From the description that has been given, it will be apparent 
that coal exists over a large portion of this county of workable 
thickness. It is also apparent, however, from the results of the 
drilling given, as well as frcim the experience in mining here, 
that the thickness of the beds is subject to great variation. 
Thus, while in one portion of a forty acre tract the coal may be 
of good thickness and in every way workable, in an adjoining 

^SScknesaoAsoiS portion it may be entirely too thin for profitable mining. This 
to be expected, characteristic is a fact to be borne in mind in all prospective or 

actual developments; the showing of a single opening or drill 
hole should always be applied to' the surrounding area with 
caution and should be checked by additional investigation. 
Thus, while on the one hand, the finding of a great thickness of 
coal at one point is not a guarantee of an equal thickness over 
the whole of any tract of land ; on the other hand, the finding of 
a much attenuated bed at one location should not be considered 
a necessarily disparaging result for the whole surrounding 
country. 

4&. VERNON COUNTY. 

PRODUCTION IN 1891 64,808 TONS. 

Vernon county is entirely underlain by Coal Measure rocks, 
excepting in the extreme eastern portion, along the east fork 
of Elm creek. It cannot, however, be ranked as a large coal 
ofi878-74. producing county- In the report of the Geological Survey for 
1873-74 pages 119-154, is a chapter on Vernon county, con- 
taining a description of the then known occurrences of coal, 
similar to that on Bates county previously referred to. Notes 
are there given descriptive of exposures and coal pits in nearly 
every section of the county. 
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At the time of iDspection, the only locality in which ootewortby 
developments were in progress were at Carbon Center, near the o„| opening 
north line of the county; at Timbered Hill, a few miles farther "•'••^ 
south ; at Moundville, and in the southwestern portion of the 
county, near Milo and Sheldou. 

At Garbon Center, the Bich Hill coal bed is operated in several 
strip pits and u large amount of coal has been hauled away from 
there for shipment. At G. S. Hoss's stripping the following 
section was mensured : 



Bhsle. bisck, eolcateoiW' 




Cailion Oentor. 

West of this, in the direction of the railway, other similar pits 
are opened in which the coal is of approximately the same 
thickness. 

In section 33, township 38 N., 31 W., about a mile south- 
east of Carbon Center a drill hole was put down with the 
following results ; 

Section 21. 

1 . At a depth ot SI ft 10 Inches ol coal. 

2. " 59" U ■< " ^ 

8. " 68" *0 " " Blch HlUbed. 

Other drill holes were put down closely adjoining this in which 
the Rich Hill coal bed was encountered of varying thicknesses, 
ranging from 5 ins. to over 40 ins. In the majority of cases, 
however, it was about 3 ft. thick. 
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In township 38 N.^ 32 W., about 5 miles west of Carbon 

Center, two drill holes were put down which furnished valuable 

and interesting results concerning the distribution and thickness, 

"oUiboi^ JSSr!"' of ^^^ ^*l b®^s. One, the eastmost, is located in the N. W. of 

the N. W. quarter of section 26, the other, the westmost, is in 
the N. W. of the N. E. of section 27 and they are, consequently, 
about half a mile apart. The results are displayed in the 
following plat : 



Records. 



No. 1, 9 in. coal at 2tt.V 




" 2, 2 



i< <• « 



118 



It 



" 8, 9 " *• " 
M 4^ 14 « u II 



187 " 

152 " 



9 in. coal at 


92 ft. 


O 11 II II 


112" 


10 " •« " 


126 " 


lO II II II 


185" 



Fig. 106. Plat of drill boles west of 
Carbon Center. 



Both of these holes indicate a thinning of the Rich Hill bed 
here, and the results of the two compared show a thickening of 
the interval between Nos. 2 and 3, in evidence of an increase of 
subsidence of the Coal Measures, towards the west as is referred 
to on pp. 29 to 31. 

Along the Little Osage river ^ and its tributaries, south and 

west of the locality last described, are a number of outcrops and 

^***^ OM|e.^**"*P't» where coal has been worked for local sale. The exposed 

beds are thin, however, ranging from 12 ins. to 15 ins. in 
thickness. 

Timbered Hill is opposite the mouth of the Little Osnge 
river, about four miles south of Carbon Center. Here several 

Coal at Timbered i#.j.i_ i , ^i ^^^iii 

Hill. snaits nave been sunk and a large amount of coal has been 
mined and hauled to Nevada. In one of these shafts the 
following coals were encountered : 

Section 22. 

1. At a depth of 22 ft 12 inches of coal. 

2, *• 38*« 18 " *« 

8. '« 60 " 42 " " 
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The lowest coal be<] is possibly the Rich Hill bed, and the 
same as that mined at Carbou Center. If this bo the case.the 
bed is considerably lower at]Timbered Hill than at Carbon Center "c?,SSi"cSmer, 
which would call for a southwnrd dip from the latter to the 
former point. More detailed study is necessary, however, 
before this can be reliably affirmed. The detailed section of 
the bod here is as follows : 



>, black, ewUe near bottom. 



The coal is hard und cannot bo easily iindermiDed with a pick, 
but has to he blasted down. 

South and east of Timbered Hill, nt a number of Incalities, coal 
has been worked in past years and is described by Broadhoiid 
in the report above referred to. The reported thicknesses are 
from 18 to 20 inches. Mines have been operated here adjacent to |*«, 
the Mo. Kans. &Texas niilwuy, but none such were reported to he 
in operation at the date of inspection itnd were, hence, not visited. 

In the vicinity of Milo, south of Nevada is the Ferry coal pit. 
Here some 10 ft. of cover is stripped from the coal, and it is dug 
in an open cut. The bed is from 3 to SJ- ft. thick. It lies 
apparently, in an elongated biiaiit, the longer iixis running from 
N. E. to S. W. The area stripped is from 200 to 300 ft. wide. 
The bed undulates noticeably, being foun<l at very variable ^^ ^^^ 
depths within short distances. The overlying material is 
generally a dark shale or clay, which makes a poor roof for 
underground mining. Inplace^j siindstone is found immedtiitely 
overlying the coal. South of this, half way to Sheldon, but nest 
of the rarlwriy, Broadhead describes the coats at Maxwell's 3^ to 
4^ ft. thick, which probably belongs to the same bed. 

About four miles aoutheaxt of Milo, on Little Clear creek and 
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adjacent sti-eain?, coal cropij out well up id the hills and has been 
opened and worked at a number of points for local use. Of 
these the Cargill pit was opened at the date of inspection, and 
wus visited. The following section was mea;ured: 

Feet. iDobes. 

I - : ■ ' "•/• ) | BBodBlone, thick bedded and llRggr- 
* j^^g^^ Stile, wllh aindBtonelayeiB. 

"■ 1! Coal. 

1 Mi Shsle pBtliDg. 

2.to 18 enndttone parting, not penlalent. 

B Coal. 

^ to 1 ^hale, black, soft. 

Claj, reddlsb, hard. 



There are four pita here within a half mile of o;ich other, all 
operating this same bed. The roof is in some places of solid 
sandstone. The ooal contains pvritcs and is not a good forge 
coal. North and east of this point, near MontcvuUo and down 

n oieai Clear creek, are other openings in coal beds ; these are, however, 
generally not over 12 inches thick. They are refurred to in the 
Report of 1873-74. 

At Moumlville, in the southwestern part of the county, coal 
is now mined and has been worked in the piist for over twenty 
years. Several coal beds occur here, but the area of some of 

irMouDd- them appeals to be quite limited. The limit of a thick coal 
bod is aproxim;itely defined in the Survey Report of 1873-74. 

The Hill mine is situated on the summit of u low hill, in the 
northern part of Monndville. The sh:ift is 25 ft. deep. Here 
the following section was measured: 



Cluj. 
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This same coal is operated at several Dei^liboring points 
and also on the southwest edge of Mouodvilte. Immediately 0(,,j q, 
under the bottom clay showa in the figure, the following beds ^'"' 
are reported to occut- and to have been dug through by the 
miners. They were not visible at the lime of inspection. 

' Skction 23. 

1. Coal 10 ins, 

2. Clay a " 

3. Coal 20 " 

The Frank (?) pit \ji v. strippin>r situtited about two miles 
southwest of Moundville. The following section is exposed 
here: 

Feet InchoB. 

Bhsle, iirftltlnceDDg, block 
S and bard, nrar bottom. 



Clay 

FlO. no. Ser.lioti of coal bed at 
UoundvlUe, (Frank mine.) 

Under this the following addilional strata are reported by the 
owner of the land: 

SECTtON' 24. 

1 . Clay and Shale 10 ft. 

a. Coal 12 iDfi. 

8. Interval (probably fh.le anil clHy) 30 ft 

4. Coal 30 Ins. 

South of this mine, a distance of a mile or two, other beds of 
coul are reported in the sides of the mounds which are higher 
gtratigriiphiciiUy as well as topographically than the coal at 
Frank's. On the ba^is of the information obtained here, 
together with personal obi^ervatioa, Mr. Qt. E. Ladd, who g, 
collected the notes from this locality is led to conclude that 
there iire in all, seven coal beds represented here, he correlating 
No. 4 of section 24 at the Frank stripping, with the bed worked 
Et the Hill mine. This conclusion should, however, be taken 
aa a working hypothesis rather than as nn authentioited theory. 
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creek. 



Southwest of MoundviUe^ in tho extremo southwestern corner 
Coal on Drywood of the county^ coal occurs on the West Fork of Upper Dry wood 

creek. It is quite thin, however, generally about a foot thick. 

In the vicinities of Clayton and Deer fields between the Mo. 
Kans. A Texas railway and Marmiton creek, coal has been 
struck and dug into at a number of points. North of Clayton it 
is reported by Broadhead to be from 12 to 18 ins. in thickness, 
and near D^erfield, as exposed at the Johnson and Farmer mine, 
it is about 18 inches thick. Nothing was known to be in 
operation here when inspection of the coals in the county was 
made, and those localities, hence, were not visited. 

About N^evada^ thin coal has been struck in the suburbs of the 
town, but nothing of sufficient extent and thickness to be con- 
tinuously or extensively mined, is known to exist. Heavy sand- 
stone beds are developed in this neighborhood and they may 
affect the distribution of the coal, us do similar beds in Lafayette 
and Johnson counties. 



At Clayton and 
Deerfleld. 



Near Nevada. 



Distribation of 
coal. 



Goal near Apple- 
ton City. 



ST. CLAIR COUNTY- 



PRODUCTION IN 1891 8,866 TONS. 



St. Clair county is underlain by Coal Measure strata in the 
northwestern portion, and in the southwestern portion tongues 
of these rocks extend into it from Cedar county. Isolated 
patches also occur on the divides between the large streams. 
Along the Osage and Sac rivers, Lower Carboniferous and Lower 
Silurian rocks crop out; and, in the eastern and southeastern 
portions of the county these are the prevalent rocks. The county 
can, at present, hardly be classed as a coal producer, the mines 
are small and scajbtered and the production small. The pros- 
pects for the development of a coal industry in the northwestern 
part of the county are good, however, when better means for 
transportation are provided. 

In the vicinity of Appleton Oity^ in the northwestern corner of 
the county, coal is worked in small country pits, to supply local 
demands. The thickness of the bed is generally about 2 ft. and 
it is immediately overlain by black, fissile shale. 

A diamond drill hole was put down here about a year ago to a 
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depth of over 600 ft. In thi^ the following coal beds were 
eiicouDtored: 

SSCTION 23. 

1. At a depth ^of SO ft... 12 locties of coal. 

2. " 148" 16 " " Appleton Oltr 

, ,, ... ,, „ „ „ drill hole. 



The firat bed 18 probably the oae worked about Appleton City 
Hnd, iiA previously atated, itis generally about 3 ft. thick. Honce, 
the result given by the drill, in thia instance, is below what is 
ordinarily found. 

/)/ Enotoles' stripping, about a mile and a half southeast of 
Appleton City, the folJowing section was measured ; 



Fset. 



Llmeatone, ban], dork, 

Cl»y, ■h»lr, jallow 
and drab. 

SbBle, black, aislle, 

Coal. 

Bh ale. bard. 
Coal. 
Sbale.graf, bard. 



The' co;i] contains pyrite in nodules iind lenticular layers, but 
it is considered a good forge coal when these are picked out. 

In (he vicinity of Johnson City, about ten miles southeast of 
Appleton, are a number of coal pits operated for country uses. 
J. W. Carrot's, shaft in about a mile west of the post-office. 
It is 40 ft. deep. The f<dl(>wii)g section was measured here: 
Feet. Indies. 

I5-t0 Shale, drab, flrm root. 



Vio. II!. Section ot coal bed al 
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The coal here is pyritiferoua and somewhat faulted. Other 
pits operating what is presumably the same bed, in this neigh- 
conix nesi borhood, are Short's, Allisim's, Reed's and Hodson's: The coal 

joiin«on ouj, j^ g^jj ^^y ]jg thicker in some of these, reaching as much :t8 3 ft. 
in phices. This lied probably belongs to a lower horizon than 
that worked near Appleton City. It is probably the sameas^No. 
2 in Section No. 25 on p. 157. 

In the neighborhood of Onceola are several coal mines operated 
NearOaceoia. OH a smiill scale, some of which have been worked, oS and on* 
for over thirty years. 

77*6 Johnson drift (Watkins and Hoover). \s such a one. It 
is situated about four miles northwest of the town. The coal 
crops out not far from the -summit of ti hill and is probably not 
much above the Lower Carboniferous rocks which are exposed 
in the river bluffs to the south. The following section wa* 
measured here : 

*' ^^^^^^ good roof. 

SeollonMJohn- 



The co;iI is pyriUferous, especially the upper bench, but it has. 
the reputation of being a superior forge coal. It is reported to- 
""'»""'"""»^- slack readilyoii exposure. The underlying shale is too hard for 
cutting and the undermining i^t done in the coal. Several other 
pita lire operated in this immediate vicinity, and the thickness 
and character of the coal is about the same in all. The section 
snmeMtt au'l lopograpliic position of this coal lead to the oonchision that 
jobmon city. .^ [,eioniT8 to the same bed as the coal last described, near John- 
eon City. 

Dr. BelVs coal shaft is about two miles east of Osceola. It is 
about 15 ft. deep. The coal occurs in a small outlier of the 
Coal Measures which occupies the summit of a hill, the lower- 
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portion of which forma the Osage river bluff, and coasisttj of 
Lower Carboniferous liinestanes. The following aeotion was 
measured here; 



■ Goal, (bin pyrite Mam - 

3 Clar, Btaaly, aott, drsb. 

Fio. 114. Section o[ coal bed at Oaceola, 

<Be:] shaft.) 

Tbc coal has a somewhat uneven surrace and in broken by 
*' slips " but these may disappear as exoaviition extends farther 
nnder the hill. 

At Vixfa, about five miles south of Osceola, on the Gulf 
railway, are several coai mines from whiiih coal is shipped by 
rnil to Kansas City and elsewhere. 

At the Oicen's dHft, the folluwing section was measured : 

Feel. laches. ,., ._ _ ... 

Baud stone, brown, id Lea. 
6-8 ceoas, tbiuly bedded. 

M Goal I pyritlfeioui. 

( Shale, black, wllb coal. 

10 Ooal, pyiltiteroDS. 



Other mines about here are the Vaunice and Dothett shafts. 
In one of these coid as much as 4 ft. thick was seen, but it was^^^^^^ 
subject to rapid i3h:inge, owing to a waving of the sandstone 
roof. 

At Lowvy Vity, north of Osceola, and at Taborsville, south 
of Appletoii City, cohI is also mined. The reported thickness 
of the beds is about three feet. The coal in both cases ia city.*' 
probably the same as that opened at the Johnson drift west of 
Oiceola and in Carroll's shaft near Johnson City, 
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51. CEDAR COUNTY. 



Distribution of 
coal. 



Broadhoad and 



PRODUOTION in 1891 1,864 TONS. 

Cedar county contains only a very small area of Coal Measure 
rocks and these are confined chiefly to the extreme western 
portion of the county. Lower Carboniferous rocks occupy by 
far the greater area, and, even in the western portion, the Coal 
Measures are conBned to the elevated areas between the laro^er 
streams. 

The Report of the Geological Survey for 1873-74 contains a 

short chapter on Cedar county, which is accompanied by a small 

map, the two embodying the results of observations by Profs. 

G. C. Broadhead and C. J. Norwood. In this report an isolated 

Norwood report. ^Qj^l area, about 8 miles north of Stockton is described, in which 

about 3 ft. occurs, which has been worked for local use. It lies 
east of the Sac river, and the whole area is shown on the map to 
be only about five square miles. 

In the vicinity of Lebec, near the north line of the county, an 
Coal near Lebec. 18 in. bed is also described; and farther west, about £1 Dorado, 

a bed 12 ins. thick occurs. 

In the neighborhood of Jerico^ in the southwestern corner of 
thu county, coal varying from 8 ins. to 3 ft. in thickness is 
described in that Report. At the present time, mining is still 
prosecuted in this vicinity, at the Anderson, Cole, Daniels and 
Davis pits, where the coal is reported by the owners to be from 
20 to 30 inches thick. This coal is, in all probability, the same 
a^4 that mined in the northwestern corner of Dade county, next 
lo be described. 

52. DADE COUNTY. 

Production in 1891 8,402 tons. 

The Coal Measures of Dade county occur in the northwestern 
corner where they are conBned, almost exclusively, to township 
32 N., 28 W. They occupy here the hill-tops and ridges, and 
the aggregate thickness is probably not much over 50 ft. Below 
this the underlying Ferruginous sandstone, and Lower Carbon- 
ferous limestones, occupy the lower lying valleys and extend 



Near Jerlco. 



Di4tribuUoo of 
coal. 
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under the whole of the couDty. Only one coal bed is mined 
here, and this generally by drifting. The Sharpe, Seston, 
McGarvy and McClure are such , all located within an area a few Ooai minei m 
square miles. These were all visited by the writer; but there 
are niaoy others here which are either in operation now or have 
been in the past. 

At the Sharpe pit, the coal is about 30 ft. below the hill 
summit. It has been stripped in the depressions, but ts also 
worked by a drift. The following section was measured here: 

Feet. Inches. 

_ Sbals, duk, arenaeeoQB, oTerUln by 



5 feet eand atone. 
Goal. 



Section at Sharpe 



The bed is worked by pillar and room, and is undermined in 
the clay. It ranges in thickness up to 32 ins. 

The sections of the coal and associated strata at the other pits 
in the neighborhood are tu all respects similar to the above, and 
need not be especially described here. The coal appears to be 
of excellent quality, containing comparatively little pyrite. j t <""'"•;'«"" ^^ 
is somewhat fractured in pliices however, particularly in the 
upper portion of the bed. At present it is worked exclusively 
for local sale, being hauled in wagons to Lockwood nnd even as 
far as Lumar. 

53. BARTON, AND 54. JASPER COUNTIES. 

FRODDOTIOH IK 18B1 et.tSa TONS. 

More than three fourths of the entire area of Barton county is 
underlain by the Coal Measure strata. Only in the southwestern 
corner of the county, along Muddy Fork of Spring river, are they oiatribntion oi 
absent, and here the Lower Curboniferous rocks occur. The total 
thickness of the Co:il Measure strata represented in the western 
j»art of the county is estimated to be about 300 feet, but, east- 
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wards, they grow thinner and finally taper out entirely along the 

eastern border. Despite this great expanse of Coal Measures 

^recenf{5Se°' ^^® couuty is uot a Very large coal producer. It is only during 

the last few years that coal mining on a large scale has been 
started in the prairies, about Minden, near the Kansas line. 

In the Report of the Geological Survey of 1873-74, some twelve 

pages (100 to 112) are devoted to-a description of the coal beds 

Geological Report of the couuty. Accompanying this is a small map showing the 

location of the principal openings and outcrops. 

In the northeastern cornei' of the county y about Newport and 

Milford, coal occurs which is probably the same as that 

described in the northwestern part of Dade county. Thereported 

thicknesses vary from 18 inches to nearly 3 ft., but other coal 

pomndMnTord. only about 6 inches thick also occurs here. These coals are 

worked on a small scale for local sale. The limited time allowed 
for inspection here did riot permit of their being specially visited 
bv the writer. 

About Lamar some thin seams of coal are worked for sale in 
the town. About a mile west, near the hill-top on the west side 
of Muddy Fork, a bed only a foot thick is reached by stripping, 
though hard shale and sandstone overlie it. About 10 feet 
below this is another bed of coal, which is creditably reported 
to be 16 ins. thick, though the full thickness could not be 
seen. At the pumping station of the city waterworks, on Muddy 
Fork about two miles north of the town, coal 18 ins. thick is 
reported to have been struck in the well. This is probably a 
still lower bed than either of those above cited. South of the 
town, on McCullum's branch, a thin bed, about 14 ins. thick, 
crops out and is worked for local sale. Thence, down Muddy 
Fork to the county limits, and along its western tributaries, coal 
varying from 8 to 18 ins. in thickness occurs at a number of 
points and has been worked in a small way. 

At Liberal J in the northwestern part of the county, coal has 
been mined at G. H. Walser's drift on a larger scale than at 
any of the points in the county yet described. The mines con- 
sist of drifts in the edge of the town of Liberal, connected by 



Coal about 
Lamar. 
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tramways with the railway. In the eastmost of these drifts the 
rollowjng section was measured : 



Brd, darkdrali. 



The clay shale underlying the coul is hard and undermining 
has to be done in the lowest three inches of coal, which cauaea just 
that much waste of coal. About a quai-ter of a mile west is theohAracteroicii 
other drift. The roof h not ao good here, a sandstone fre- "'"'""'■ 
quently replacing the overlying shale, the sandstone sometimes 
occupying channel-like depressions in the coal. 

On the hill above this bed a drill hole was put down to fi 
depth of 20 ft., which penetrated the coal. In the valley about 
.^0 ft. below the level of the coal another drill hole was sunk to 
the depth of 135 ft. The distHnce from the top of the first hole 
to the bottom of the second is thus in the neighborhood of 200 
ft. The results of these two drill holes, so fur as the occurrence 
of coal is concerned, are combined in the followins; section. 
The record was kindly furnished by Mr. G. H. Walser. 

Suction ZC. 
1. At a depth of 18 ft 25 Ins. of coal (bed worked) 



1 (claj between) 



About two miles north of Liberal coal about 18 ins. thick, 
hiis been du^ in the bed of East Fork of Big Drywood creek. 
This is perhaps the equivalent of Noa. 3 and 1 of the last section. 

Northwest nf Liberal , on Big Drywood creek, south of Leroy the 
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coal bed miDed at Liberal occurs at a lower level and has been dug 
on a small scale, at aerera] points. It is bere about 3 ft. tbiok. 

South of Liberal, the Mo, Pacific railway follows very nearly 
the eastward limits of the coal bed. 

At Miaden are three shafts within the State limits, from 
which coal is mined and shipped on a commercial scale. The 
' Kirkwood shaft of the Wear Coal Co. is on the south edge of 
the towu. It is about 40 ft. deep. The following section of the 
bed was measured here: 



SeclloD M EIrk 



Clay ibBle, hard. 



Oharaotar of i 



The coal is somewhat faulted as observed near the foot of 
the shaft, and the bed was partially cut out in places by deprea- 
'sions of the roof. The coal is mined by pillar and room and 
is blasted down, the bottom clay being too hard for easy mining. 

The State Line shaft, about a mile southwest of the last is of 
about the same depth. The aggregate thickness of the coal is 
reported to be 3 ft. The pillar and room method of mining is 
followed bere also, but the bed is undermined by cutting away 
the lowest few inches of coal. 

This coal crops out within a mile southeast of these mines and 
the roof becomes correspondingly poor, as the outcrop is 
approached. Towards the west it dips deeper beneath the sur- 
face and the same coal, as worked in Kansiia, is thicker and has 
B better roof. 

At the Mo. Pacific shaft No. 1, about half a mile north of 
the last described, the coal is nearly 100 It. beneath the prairies, 
is about 3 ft. thick and has a good shale roof. Here, further, 



SYSTEMATIC DESCRIPTION OF COAL BEDS. 165 

another coal bed, 6 to 10 inches thick, is reported to have been 
struck about 40 ft. above the lower bed. 

About six miles southeast of Minden, on a fork of Spring river 
are a number of small coal pits which operated beds less than a 
foot thick. These occurrences 'are of coal below the Minden ^^^^^ ^p'*'** 
bed, and can probably be correlated with the thinner seams struck 
in the drill hole at Liberal, as given in Secton 26,. on page 163. 

54. In Jasper county, south of the last, in the extreme north- 
western corner operations in similar thin coal beds have been 
prosecuted for local use. They are not of sufficient significance ^ . 
to deserve special attention here, and, as these are the only «^»»perOo. 
occurrences of coal in the limited area of the regular Coal 
Measures of Jasper county, further reference to that county will 

not be made here. The total production of the county for the 
year 1891 was 633 tons. 

65. ST. LOUIS, 56. ST. CHARLES AND 57. LINCOLN 

COUNTIES. • 

55. St. Louis county was, at one' time, deservedly ranked as 
a coal producer, the coal being mined and hauled to the city of 

St. Louis for sale. At present no coal is worked here, excepting ^Lou\g*cio.^ *** 
perhaps, mcidentally to the fire-clay mining or intermittently for 
immediate local use. 

In the report of the Mo. Geological Survey for 1855, pp. 176 
to 180, Dr. B. F. Shumard has given a description of the coals 
and Coal Measures of this county, which is prepared from notes 
taken when coal mining was actively prosecuted here. On the 
small map accompanying: the report the location of the various 

*^ r- .7 o f Shumard's report. 

coal pits is shown as well as the area of the Coal Measures. The 
latter are in the northeastern corner of the county and occupy an 
area of about 160 square miles. It is an isolated patch entirely 
surrounded by Lower Carboniferous limestones. The coal open- 
ings have been near the margin of the area, and were most 
abundant a few miles southwest of St. Louis. About 10 miles 
north of the city coal pits have also been worked. The mines 
south and west of the city all worked the same bed. The aver- 
age thickness was from 3 to 4 ft., and, in places, reached 6 ft., 
and elsewhere dwindled to 2 ft. An 8 in. bed overlying the 
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St. Churl es Co. 



main seam, and an 18 in. bed 20 ft. below it were recognizett 
here by Sbumard. Sbnie immediately overlies the coal and uuder 
it is a thick bed of excellent fire clay which is extensively used 
about St. Louis. North of St. Louis and northeast, at Charbon- 
iiiere, coal about 18 ins. thick lias been worked. 

In St. Cbables Countt the area of the Coal Measures does not 
much exceed 10 square miles. Like the St. Louis atea, it is no 
isolated patch surrounded by Lower Carboniferous rocks. It 
lies just west of the town of St. Charles. Coal has been worked 
for local use within this area at seveFul points near St. Charles: 
all of the openings are presumably in the same bed. The thick- 
ness of the coal varies from 13 to 30 ins., according fn measure- 
'-ments made by Prof. G. C; Broadhead, recorded in manuscript 
notes in the Survey office. The following section measured near 
the town of St. Charles is taken from these notes: 



PoUer'B report. 



No mining is at preseiil prosecuted here to the writer's 
knowledge. 

57. In Lincoln county the area of the regular Coal Measures 
is not more than five square miles in the agirregate. These rocks 
occur in separate patches on the crests of hills in the soiitheaslern 
corner nf the county, between the Mississippi and Cuivrc rivers. 
Lower Carbouifenma rocks immediately surround them. On 
one of these hills a thiu coal bed crops out and hatf been worked 
lor local use. The thickness viirics from 15 ins. to 2 ft. 

Besides this occurrence of coal there are numerous isolated 
beds of coal in the county, geiiernlly known as coal pockets. 
They, as well as the other coals in the county, have been 
fully reported upon by Prof. Wm. B. Potter in the Report of 
the Mo. Geological Survey for 1872, Part II, pp. 263-281. 
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ISOLATED COAL DEPOSITS OR COAL POCKETS. 

It IS not the province of this report to enter into a description 
of the many isolated deposits of coal which occur beyond the 
margin of the Coal Measure area. With the coal beds so far 
described a description of a section at one point is generally 
applicable to the same coal bed over an adjoining area of some 
considerable extent; with these isolated deposits a special Ooai pockets not 

' * * to be described 

description of the details of occurrence in each case is necessary *» detail. 
in order that exact information may be conveyed. Such special 
description, being chiefly of local value, is therefore, properly a 
part of a detailed coal report on the special area containingthe.su 
deposits. Their descriptions are therefore reserved till such 
detailed reports are prepared. In the present article all that 
will be attempted is to define the general distribution of these 
coal deposits, and, by a description of a few typical examples, to 
explain their general characteristics. 

Diatribution of Veal Pockets} Isolated coal deposits, includ- 
ing, in a few cases, deposits of bituminous shale, are known to 
occur in Clark, Monroe, Lincoln, Warren, Montgomery, Calla- 
way, Cole, Moniteau, Miller, Morgan, Cooper, Saline, Pettis, ^^;;;'«i^|i^^ock^\V. 
Benton, Camden, St. Clair, Phelps, Dent, Crawford, Douglas, 
Jasper and Dade counties, and probably occur in Marion, 
Pike and Boone counties. In these counties, many occur- 
rences have been already described in previous reports re- 

^ For descriptions of these coal deposits in different connties of the State, 
the writer is referred to the following State Geological Reports: 
Cooper County, Report 1855, Part I, pp. 191-193: 
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f erred to in the foot note below. In addition such deposits 
have been visited by the Survey during the past two years in 
Morgan, Miller, Moniteau, Cooper and Saline counties. These 

^VsfiSd^®^* last counties, with the addition of Cole, Callaway and Lincoln 

counties are the ones in which coal pockets are most frequent 
and most extensive. A description of a few occurrences recently 
inspected here, will therefore, give a good general idea of the 
nature of these very interesting deposits. 

The Barnard coal pit ^ is in Miller county, north of the Osage 

Pocketo In Miller ^'vcr, about three miles west of Aurora Springs. It is located 
^®- near the crest of a spur of the plateau which overlooks the Osage 

river to the south, at the dividing line between the undulating 
prairie country, drained by the Missouri to the north, and the 
rugged, deeply eroded country drained by the Osnge to the south. 
The mode of occurrence of the coal here is well illustrated in 
the adjoined sketch. 



Sketch at Barnard 
pit 




Flu. 120. Sketch of coal deposit at ihe Barnard pit. 

As is there shown the coal lies in the form of a basin of very 
even curvature. Shales and clays are associated with the coal 
and the whole series lies in horizontal beds of the Magnesian 
Limestone series. Though the coal dips at a high angle at the 
entrance to the mine and rapidly changes to a horizontal attitude, 
no slips, faults, crushed coal or other evidence of disturbance 

Ooal in Magneaian 

limeetone. wcrc uoticcd. The coal has been followed a distance of about 

40 yds. from the mouth and is already assuming a reversed 
dip to the west, so that it will reach the surface somewhat as 
indicated by the dotted lines in the sketch. The total width of 
the deposit, thus, probably does not exceed 80 yds. The follow- 
ing section of the coal was measured here: 
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West of thid, along the snme topographic divide, other 
occiirrenceB of coal in isolated deposits are frequent and they are 
also struck in wells north of this line. Southeast of Versailles, 
ill Morgan county, is a group of these deposits, of which the ^ ^^^^^ 
Stover bank is a member. The coal is here creditably reported (">- 
to be 70 ft. thick, as proved by a shaft. It occurs on the side 
of a hill of Magaesiai) Limestone, where it has been stripped 
and drifted into. A face fully 20 ft. thick was exposed here at 
the time of inspection. Similar deposits are worked in the 
immediate vicinity of Versailles and also occur west and north 
of that place. 

The Simpson coal bank, is in Moniteau county, about ten miles 
northeast of Versailles on the road to California. The conditions '" "o""^" '^ 
of occurrence here are illustrated in the following sketch : 



SketebatBlmpioB 



FlO. IK. SkelCb of coal deposll at Simpson pit. 
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The deposit is located on the foot hill of the valley of Barro 
Fork, and has been exposed by the erosion of the valley. The 

crai at Simpson conlact with the limestone country rock is only seen on the 
north side. The coal is of the canncl variety. Pyrile occurs 
ill sheets Bloug the joint planes, and also in thin films in the 
finer crevices where it is more difficult to remove. Zinc blende 
occurs also in a similiir manner. 

The Mimouri Valley Goal Company's mine, is in Cooper 
county, adjacent to the Mo. Pacific railway, on the Missouri 
river bluff, about four miles above Boonville. The coal lies in a 

''co'" '" *'°*''" trough excavated out of horizontal Lower Carboniferous Lime- 
stone, the trou^^h being about 100 ft. wide and of undetermined 
length. It has been followed, however, for a distance of about 
500 ft. in an east and we!*t direction. The coal crops out in the 
railway cut and its relation to the surrounding limestone is there 
seen. Two shafts have been sunk ou the hill-side above the 
railway, and here about 22 ft, of coal was penetrated. The 
total depth of the shaft is above 70 ft. The following sketch, 
tnken in the interior of the mine, will illustrate the conditions of 
occurrences; 



Via. l£t. Ijkelcli ol cuu 



The coal is of the cannel variety, but contains a large percent- 
age of ash. It contains small concretions of pyrite in places. 
It is stratified, the layers lying horizontally in the middle, but 
''•curving upward iis they approanh the limeatoiie walls. Crushed 
coal and clay with slickensides along these walls testify to con- 
siderable movement here. The conl is immediately overlain by 
30 inches of fissile shale, and above this is sandstone about 10 
ft. thick. 
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The Cordell coal shaft is at Napton, in Saline county. It is 
located in a small hill adjacent to a stream. The position of the g^^®* **» s*"*"® 
bed and the character of the associated strata is well shown in 
the sketch below : 




Sketch at CordeU 
shaft. 



Fio. 124 ' Sketch of coal deposit at Uoidell shaft. 

The total thickness of the coal is claimed to be 22 ft. Of this 
a portion about 8 fb. thick was being worked and was seen at 
the time of inspection, both at the bottom of the shaft and at the '^*'*^^"^^' ''^ ''''*^- 
foot of the hill where the bed crops out. The shaft is 65 ft. 
deep. The coal dips on the south side quite strongly to the 
north, but soon flattens, as is shown in the sketch. The lower 
bed is bituminous coal of excellent quality, while the upper is Bi^nminous 
reported to be a deposit of the bituminous shale and cannel coal. 

The question of the possibilities and value of these local coal 
deposits seems one destined never to be entirely settled in the 
public mind. They have been described again and again in pub- 
lic reports, and their limitations have been frequently defined. 
Yet we see constantly advertised the discovery of new coal fields 
in the State in which the beds are of enormous thickness and Po^^bimjes and 

valae of coal 

of great extent. They have heretofore been overlooked by poc>^«^- 
Geological Surveys is an explanation oflfered ; the report of 
geologists of past years was wrong, is another, and " coal 
pockets " are myths created by careless examinations or malicious 
intentions. And so with all the sophistry of a '*boom" the 
bubble is inflated, sometimes with knavish design, sometimes 
from pure ignorant, sanguine enthusiasm, until, growing too ^^2fj^,^™^®J* 
thin to hold together, it collapses. Collapses sharply and 
decisively, leaving many maimed victims; leaving vacuity and 
barrenness where imagination had already pictured a teeming 
industry; leaving blasted with a bad reputation a country which 
is, above all things, in need of honest substantial credit for those 
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possessions which the glittering picture of the mammoth coal 
has cast into insignilScance. 

That any one of these coal deposits will f urnisli enough coal to 
warrant the building of special railway lines to it, there is 
absolutely no probability; hardly will any so far known justify 
the erection of an expensive plant for. taking the coal out of the 
ground. For local use in the country they have proved of no 
small value in the past and will continue to do so in the future. 
^DducenfentMo When located close to a railway, the product has also been 

FA 11 WAV COD* 

struotioo. shipped to distant points with profit, thus furnishing some traffic 

to the road. In some of the counties referred to, these coal 
deposits are numerous and a line of railway passing through such 
country would doubtless lead to «their development. In such 
instances they would be a source of considerable income to the 
road, though probably of an intermittent character. They can 
never be regarded as the principal inducement to railway 
construction though they may, in cases, become incidental 
inducements of considerable importance. 
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NOTES ON THE MINING OF THIN COAL SEAMS 

IN MISSOURI AND KANSAS. 

BY ABTHUB WIN8LOW, STATE GEOLOGIST 

AND 

> 

LEO GLUCK, ASSISTANT. 

The fact of the prevalence of thin coal beds in some parts of 
the State has already been referred to in the preceding chapter 
on the coal industry of the State. Some of the reasons why ReaBons why 
such beds can be worked with profit were there given. It is are mined. 
here proposed to describe the processes by which these beds are 
mined, in order that their entire availability may be appreciated 
and understood. ' 

The data from which the following article is prepared are 
derived chiefly from a study of the mines in Lafayette county, 
Missouri, where the coal bed is about 20 inches thick, and from , ,. . ^. ^ 

' Localities studied. 

an inspection of such at Leavenworth, where the coal is 22 
inches thick, and at Osage City, Kansas, where it is only 14 
inches thick; these three localities being in the districts in which 
such thin beds are most extensively operated. 

For reference in connection with the various problems 
incidental to this mining, the detailed sections of the various ooai sections, 
thin coal beds given in the preceding descriptions of mines are 
referred to, especially those on pp. 115, 119 and 121. 

The general system of mining adopted is the long wall method. 
The prominent recommendation of this method is that*it admits 
of all the coal in the mine being excavated, none being lost in ^nSiJ^^^ifl"®" 
pillars, as in the pillar and room method. Hence the amount of ™«**»c^- 
coal taken out in the former case, from any given area is greater 
than in the latter case. 

(173) 
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Pecaliar oomli- 
tlons in MU- 
soari. 



Essential con- 
ditions. 



Idenl location. 



In the past the belief was general that a tough and somewhat 
flexible roof was an essential condition for the successful use of 
the long wall method. The conditions in Missouri and adjoining 
States necessitated, however, a removal of this restriction and, 
as mining progressed, a system of long wall working has 
developed by which the coal is taken out from under compara- 
tively weak and unstable roofs. We hence recognize a division 
of the process of mining these thin beds into the following two 
parts : 

Firsty where the roof is strong and flexible. 

Second^ where the roof is comparatively weak and brittle. 

The former condition is, of course, the preferable one and, 
under the latter conditions, work cannot be prosecuted when 
the roof is extremely soft and weak, and it is always more 
expensive and somewhat more dangerous than with the first. 
An essential condition, with either method, is that there be enough 
material available, either from the roof or floor, to supply the 
packing necessary for partially supporting the roof. This will 
be better understood after the following description of the 
methods of work is read. 

The ideal location in these flat beds, where the question of 
drainage is not the prepondei'ating one, and, when the system of 
mining alone is considered, is at the center of the property, or, 
more properly, in the center of the coal area. 



METHOD OF MINING WITH A STRONG AND FLEXIBLE ROOF. 



With the most approved practice, when the roof is strong and 
flexible, the following is the general line of procedure when the 
mine is operated by a shaft. 

From the bottom of the shaft four entries are driven in the 

coal at right angles to each other for a distance of from 20 to 

50 feet, this distance depending on the character and strength 

Method of starting of the roof, the depth of the coal beneath the surface, upon the 

strong roof. nature of the underlying clay and also upon the anticipated 

period of operation of the shaft. From the ends of these 
rudimentary entries cross cuts are then driven connecting the 
former with each other, as is illustrated in Fig. 125 on page 175. 
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From the exterior aides of these cross cute the ooal is next mined 
nidially from the shaft, the main entries advancing with the fnce 
and being kept open by gob walls and packing. This process 
continues until the face has advanced some 800 feet and until 
the distance between the ends of each two adjacent entries is 
about 1200 foet. When this stage is reached the face is still 
pushed forward in the same direction as before, but instead of "fnTf*™'""' 
one entry being left open and packed, two are now left, which 
radiate from the main entry, one on the right hand side, one 
on the left hand side, each at an angle of 45° with the original 
direction of this main entry. In the angle between these two 
new entries a triangular gob will! h built, as a permanent pillar, 
and beyond it the mining of the coal continues as before. When 
this has proceeded to such a distance that the haul along the 
face of the coal to the entries again becomes excessive, bifurca- 
tion of the entries is again resorted to, although the angle at 
■which the new entries separate from the original direction will 
be different from what it was in the first case. 



Fig. 1!S. I'Ihd ol uiJne □t>erBlci] by longv 
■nd floiible rool. 
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Method illnstrat- 
ed. 



The process continues until the limits of the property are 
reached, unless the coal be at such a shallow depth that it is 
more economical to sink a new shaft than to have a very long 
underground haul. 

In illustration of the general process of mining above directed 
the preceding outline sketch of the map of a mine operated by 
this method is presented in Fig. 125. The position of the shaft 
aujd of the adjacent pillars will be readily recognized, the pack- 
ing of gob is indicated by the irregular shading, while the face 
of the coal is plainly shown by the black band surrounding the 
whole. 



METHOD OF MINING WITH A WEAK AND BRITTLE ROOF OR ** THE 



>> 



ROOM METHOD. 



Difference of 
method with a 
weak roof. 



When the roof is comparatively weak, and brittle, a method 
of mining is pursued which differs from the last described in that 
less space is left between the advancing face and the packing 
which follows it. 'Thus, while, in the former case, a track is 
laid along the face between the entries, over which the coal is 
pushed in boxes, in the latter case no track is laid along the face, 
but the coal is removed directly along numerous subordinate 
entries. By this means much less open space need be left at any 
one time between the packing and the face, with consequent less 
strain upon the roof. 

The general mode of proceeding is as follows : From the foot 
of the shaft entries are driven in opposite directions for a short 
distance in the coal. As soon as a sufficient length of face is 
exposed for mining operations to proceed, the coal is attacked on 
both sides of the entry along the whole length. As the face 

^wort ^'^^^'^'^'^^^^^^^^ the waste material or gob is thrown behind and, afe the 

same time, ways are left with packed walls on both sides at inter- 
vals of about 40 feet. With the best practice these passage ways 
are run at right angles to the main entry. Between two passage 
ways, along the main entry, walls of packing are carefully built. 
The interval between two such is known as a room, and is 
generally operated by one miner. 
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Thd general plan of tbus starting such work is shown in the 
accompanying figare : 




, inethod Of aUi 



At a distance from the shaft of about 100 feet cross entries 
parallel with the room ways, are started, on each side of the main 
entry, which are kept open by packed. walls continuously to the 
limits of the workings. 

Between these cross entries the rooms nre continued in a 



PlBDOI mlue ivllb 



Fig. 117. Gensnlplanoi diIds oparatcd bylodgwatl 
metbod with > weak roof. 
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direcliou at right angles to the main entry, while, beyond these 
cross entries, rooms are now started parallel to the maia entry. 
I^ach room is mnde about 200 feet long and beyond this cross 
entries are opened from which hew rooms are started. This 
method is more difficult to describe than the last. A study, 
|;"° " however, of the diagram on p. 177 will make the method of work 
plain. The double broken lines there shown are entries, whereas 
the single solid lines are roomways. Between these are the 
packing and gob. The heavy black band around the margin is 
the face of the coal. The object in having the various entries 
and in not running the rooms to an indefinite length, is mani- 
festly to limit the distance which the miner has to push his boxes 
of coitl, and to gather the various boxes into entries at frequent 
intervals. 

The two methods of work above outlined are both with shafts. 
With drift mines the method of working is the same, only the 
length of face subtends a smaller angle than with the shaft 
mining. 

DETAILS OF LONQ WALL HIKING. 

Having now given a description of the general principles of 
mining in these thin coal beds, we will proceed to a discussion 
of the details. 

Methods of dHving entries. The method of entry driving in 
these coal beds, varies with local conditions. 

As the coal bed itself is not sufficiently thick for a traveling 

way to be confined to it, it is generally necessary to cut down 

iBot deriv'-'*^ roof, or to take up the floor in order to acquire the requisite 

nWes. height. The section of such an entry is illustrated in the 

following sketch. In the larger mines n height of about 6 feet 



Fia. 138. Orosa B( 
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• 

is usually desired in ttie main entries. In the mines at Osage 

City, however, the entry is cut only 4 feet high and 4 feet wide, Sage city. 

but here the roof is a soft shale and generally falls down so that 

a height of 6 to 8 feet prevails. The entry is driven narrow 

here so as to prevent heavy roof falls. In the Leavenworth At Leavenworth. 

mines the dimensions of the entry are 5 feet wide at the base, 4 

feet at the top and 8 feet high. In Lafayette county the height 

of ,the entry is about 5 feet and the width varies up to 12 feet 

with the double track entry; the roof here is self-supporting ^'*^^'*^®"®^^- 

and there are not the same restrictions to the width of the entry 

that prevail in mines with weaker roofs. In minor entries and 

room ways, and also in very small mines where mules are not 

used, very little roof or bottom is taken out and the height in 

many cases is only about 3 or 4 feet. 

Entry driving in the solid coal is only done at the beginning 
of the work, through the pillar at the foot of the shaft. Beyond 
this the entry work consists in packing the walls on each side, 
brushing down the roof or taking up the floor and laying the 
track. The method of doing this and the attendant cost vary 
with different conditions. In the vicinity of Lexington the 
entry is driven through the pillar by first undercutting the coal 
to a distance of 18 or 24 inches and then shearing the coal on 
each side of the entry to a corresponding depth. The rib of coal 
thus left is then wedged down and removed. The coal bed here i>i**".» <>' ©"^ 

o driTing. 

is less than 2 feet thick (see Fig. 80, page 121) and, between 
it and the overlying limestone roof rock, there are only a few 
inches of shale. Hence, in order to acquire the requisite height 
for hauling in the entries, the clay underlying the coal is lifted to 
a depth of 2^ feet. In places, where there is more shale 
between the cap rock and thie coal, less of the underlying clay is 
taken up, and the roof shale is brushed down. Elsewhere, as in 
the Leavenworth mines, where there is no roof rock, but a large 
body of shale immediately overlying the coal (see Fig. 75, page 
115) the requisite height of entry is obtained entirely by 
brushing the roof. Under conditions such as sometimes obtain 
near Corder in Lafayette county, where the overlying shale 
and the underlying clay are both thin, the roof rock is shot 
down in part. This lifting of the bottom clay, or brushing and 
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shooting of the roof is uecesBary both in the entry beyond the 
solid pillar as well as m (he latter. 

The cost of thus driving an entry varies with thp different 
conditions. In the vicinity of Lexington the removal of the 
coal in the entry through the pillar costs about $5.00 a running 
<ir*vi^i^iay.yard. The lifting of the tough, hard bottom clay to a depth of 
3 feet in entries costs about $2.50 per running yard. In the 
vicinities of Oorder and Higginsville, where the roof rock is 
shot down to a height of about 3 feet, the cost i» about ^2.00 a 
running yard. 

At Leavenworth and about Osage City, where fissile shale 
overlies the coal, $1.25 a yard is paid for brushing down the 
aDdOuaeeitj. roof, In the main entries, to a height of about 4 feet above 
the coal. In the short room ways, in these mines, the miDer 
brushes down the roof to a height sufficient for man haulage,, 
without extra pay. Track-laying is done by the companies in 
the main entries; and such props iis are necessiiry there are also 
furnished by the company. In the room ways the miner lays 
the temporary track there used, and the company furnishes the 
necessary material. 

Method of Mining Coal. The method of mining the coal is 

Meihodoi Mining ^^^^"'''^"y ^"^ Same iu both of the systems previously defined: 

""■ The -coal is undercut along the whole face, to a depth of about 

18 or 24 inches, and is wedged down, or fulls from the weight of 

the superincumbent strata. These general conditions are illus- 



Fio. 129. Ciou aeotlOD lllustnitlng tbe metbod 

tratcd iu Fig. 129, adjoining. The practice is for a certain 
length of face to be assigned to each miner and be is paid at a 
fixed rate for the amount of coal which he gels out. The under- 
cutting is done, in almost all cases, by hand, no machine cutter 
having been successfully used in such mining in the districts 
exii mined. 
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In addition to the work of undercutting and wedging the 
miner has, further, to load the coal and sometimes to push it to 
the entries; to pack the gob, to keep his room way open and to^^^*"*®' mining. 
lay the track in these room ways and to move it along as the face 
advances. He, further, furnishes his lamp oil and all tools and 
keeps the latter in repair. When props are necessary at the 
face he puts these in place, but they are furnished him by the 
company ready for setting. The undercutting is generally done 
in the clay under the coal and is about 4 ft. high at the face, 
tapering towards the end. Where the underlying material is 
excessively hard, however, or where there is little or no clay the 
cutting is done directly in the lower bench of coal. This is, of 
course, objectionable in that it causes waste of coal. The length 
of face worked by one miner varies from 20 to 60 feet, and the 
length of cut per shift varies 10 to 40 feet, according to the 
character of the underlying material, the thickness of the coal 
and other minor conditions. A out of about 20 feet is perhaps ^^^^^1,^ ^^ ^ace 
a fair average. With the strong rocif , where a track is layed ""^ ^^^' 
along the face, the distance between the face of the coal and the 
gob packing is generally about seven feet, and this must be kept 
clear by the miner. 

With the weak roof, where no track is layed along the face, 
the space is generally not more than 3 feet. In Lafayette Co., Track space. 
and in the Leavenworth mines, the miner is paid at the rate of 
about 4c per bushel ($1.00 per net ton) for the clean coal which 
he mines. In the Osage district about a cent more per bushel 
is paid in consideration of the thinness of the bed and the 
consequent increased difficulty of mining. 

Methods of building pillars and packing gob. The method of 
supporting the roof is different in the two systems described in p^ar building 
the preceding pages. Where the roof is a strong one a heavy and ***^ gob packing. 
well packed wall is carried along by the miner on each side of the 
entries. Between these, continuous pillars, less carefully packed, 
are carried along at right angles to the face» as the work advances. 
These pillars are built of the heavier and larger blocks of waste wuh strong root 
materia, and in between them the smaller and loose material is 
shoveled. 
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The pluD of work above described ia well illustrated iu the 
following Fig. 130. 



The didtance between e&ch pillar ia generally about 6 feet, the 
wall iteelf is usually about 2 feet thick and it is tightly wedged 
with the roof at the top. The miner who works adjacent to the 
entry builds the entry wall, generally without extra pay. The 
difference between this wall and the others ia that it is made of 
the larger blocks, ia more carefully packed and is built with a 
smooth face towards the entry. The proximity of the miner to 
the road head is thought to be a compensating consideration for 
the extra work of building thia wall ; in aome cases, however, a 
small extra allowance of pay is made for thia work. 

In mines with weak roofs pillars are carried only along the 
entries and, in the room ways between these, props are placed in 
rows running vertically to the face. In the Os^e district of 
:. Kansas each prop in such a roof ia 18 in. apart and each row ia 2^ 
to 3 feet from the adjoining one. As the work proceeds the 
entry walls are built of the larger material and the loose mate- 
rial is thrown in around these rows of props. In the subjoined 
figure this generul plan of work is illustrated. 



ITie method of haulhig. In the larger mines hauliaf; in the 
entries is generally done with mules. They haul the coat in trips 
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of several cars, the number being dependent upon the grades 
encountered in the entries. In some large mines, where the 
grades are very slight, or the coal dips towards the outlet, the^ctho^of 
cars are run out singly by the miner, and this is generally the 
case in small mines. The capacity of the cars is generally about 
one-half a ton or less, they being smalt and low on account of 
the limited working space. The track in the entries is generally 
alight T rail, spiked to wooden ties. Where the track runs ^*[J^Jf' ®* 
along the face, the rails are the same, but they are tied together 
by iron bars. As the face advances the whole track is moved 
forward by the miners. This track between two entries is not 
connected at the middle, but has loose ends. As it advances 
with the face, the distances between the diverging entries neces- 
sarily increases and, to allow for this, additional lengths of track 
are added from time to time The entry track and face track 

^ "^ Face tracks. 

are connected by a flat iron plate on which the cars can be readily 
transferred from the one to the other. In some mines, where 
the entry is wide,a switch is laid at each road head, where empty 
cars or boxes are stored and full cars can pass each other. 
Further, in mines with soft roofs, where the cars come from a 
large number of different points, turnouts are provided in the 
entries, where empty trips coming in can pass the full ones going 
out. The transfer plate at the road head is not advanced with 
each moving of the face track, but, generally, remains in the same 
place for two or three days, the face track being curved back to„ ^ ^ .^^ 

^ -^ ' ® Room track! with 

meet it. Along the room ways, in mines with weak roofs, only w®*^ «><>'• 
temporary tracking is laid of wooden strips 1^" x 3" in section. 

In mines with strong roofs the empty cars are all run in 
along the face track, to the various places of work, by the 
'* pusher," and are then filled by the miner. After the cars are 
filled they are removed successively from the face track to the 
entry track by the pusher, beginning with the cur nearest the Transfer of ears, 
entry. As each full car is removed an empty one to replace it 
is brought in and is temporarily turned up off of the track so as 
to allow the full ones beyond to pass by, as they are pushed out. 

In mines with weak roofs the car is run to the end of each 
roadway and is then loaded by the miner, who either shoves 
each block of coal separately to the face of the roadway, or 
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Ventilating and 
draining. 



ConrseA of air 
carrents. 



Draining' very 
simple ordin* 
arlly. 



slides it on small sled like buggies to such roadways and there 
loads it on to the cars. 

Methods of ventilating and draining. The system of 
ventilation in these mines is extremely simple; in fact it is one 
of the points recommending these methods of long wall work 
thaty when properly prosecuted, the mines are so .easily 
ventilated. 

In some cases the entire fresh air current is carried from 
the downcast shaft out one of the entries to the face, it is then 
split to the right and left and carried around the whole face to 
the end of the opposite entry, along which it returns to the 
upcast shaft. In other cases the air current is split at the 
beginning, at the foot of the downcast shaft, and is then carried 
in opposite directions to the face, where each current is again 
split to the right and left. These currents then pass along the 
face around a quadrant of a circle, where two from opposite 
directions unite and pass back along one entry to the upcast 
shaft. The entries which are off the line of the main currents 
are generally cut off from these currents by brattices or doors, 
and are generally ventilated by the occasional opening of the 
doors or by the leakages through the brattices. In some cases 
small side currents are kept up 'constantly along side entries 
which are much used. 

The draining of many of the mines, in which this system of 
work is carried on, is a very simple matter, inasmuch as little or 
no water accumulates in them. Where water exists it is drained 
towards a sump located at a low point, and is thence pumped 
to the surface. For drawing the water to the these sumps, 
small ditches or drains are dug along the entries, and, in some 
cases, small drain tile is used. A large amount of water in con- 
nection with such mining is an especially serious objection, 
inasmuch as it tends to weaken the roof, to soften the underlying 
clay and to produce excessive settling and squeezing throughout 
the mine. 

Concluding remarks. The fact that, with the methods of 
mining which have been described, all of the coal can be removed 
from the ground, has already been referred to as the chief 
recommendation. The ease of ventilation has also been referred 
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to and the simplicity of the plan of work further recommends it 
to use. It is desirable, however, in order that the best results 
may be reached, that the work be prosecuted regularly and obseryed. 
uniformly, so that the face advance equally in all directions and 
preserve approximately the shape of a circle. If this is not 
done the coal will not split off freely at some points along the 
face, while elsewhere it will split off before a sufficiently deep 
undercut has been made. Further, unequal settling resulting 
from' this irregular work will produce inequalities in the floor 
and roof, which become obstructions in hauling the coal along 
the face. A greater fracturing of the roof is also liable to result, 
accompanied by all of the attendant difficulties. All of such 
long wall mining, however, causes a greater or less fracturing of 

.1 .. i-w .1 . ., . ,, ,. , , ^ Difficulties 

the roof. On this account, it is not generally practicable to through roof 
carry it on when the mining is near the surface, and when the 
surface is a wet one. An excessive amount of water is 
admitted to the mine in such cases. It can also not be practiced 
at a shallow depth when the overlying property is of great value, 
for the reason that the effects of the settling may be transmitted 
to the surface and cause serious damage. 

A number of suggestions might be made in the nature of 
improvements upon the methods of mining these beds, both in this 

Iiuproyements 

State and in Kansas. Among these are the introduction of rope ouggested. 
and power haulage, and the use of machine cutters. In the 
direction of rope haulage nothing has yet been done. The 
reasons generally given, are that the properties worked are too 
small and the amount of coal available too little to warrant the objections to 
introduction of an expensive plant. Further, the shallow depths rope haulage. 
at which the coal is found in many places, makes it cheaper to 
have frequent openings from the surface than to haul the coal 
far underground, by power or otherwise. In the future, as the 
industry develops and as the demand. becomes greater and more 
regular, some of the conditions will change, and improvements 
in these and other directions will probably be made which will 
lessen the cost of production. At the Mendota mine in the 
northern part of the State, where the coal bed is nearly 3 feet 
thick, rope haulage is already successfully used, but here both 
the pillar and room as well as the long wall method are practiced. 
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Machine cutters have been experimented with to a limited 
extent in Lafayette county, but not with success. The Harrison 
machine was used. The chief reasons given for the failure 
of the experiment are the lack of competent and willing labor, 
and the excessive amount of refuse which the cutters made. 
The coal bed here was only about 18 in. thick, however, and the 
cutter took out nearly a foot of clay. This together with the 
overlying shale which came down with the coal was more than 
could be disposed of in the mine, and hence had to be hauled to 
the surface at excessive cost. At the same Mendota mine in the 
northern part of the State, in which rope haulage is practiced, 
machine cutters have also been introduced and are successfully 
used. We do not feel, at present, at all convinced that with 
some form of machine especially adapted to these thin beds, 
machine cutting may not be in the near future successfully 
prosecuted. 



APPENDIX B. 
LIST OF COAL MINE OPERATORS IN MISSOURI. 

▲HRAKGBB ALPHABKIICAIXY BT COUNTISS. 

From nuudoscript sheets of the report for 1891 of the State Mine Inspector, 

C. C. Woodson. 



AI>AIR COUNTY. 



Ni 



PoUQfice 
AddrtMi. 



JUm UteaUd 

IfttKt* 



Of MK/m Opermior 
or Comypmtif. 

Desanko's Bfine -Kirksville. 

Harriot Bros Stahl 

Ledfordy John " 

Novenger, J. B '< 

Pennsylvania Coal Co Kirksville *Stahl & Danforth. 

Scott, D.C " KirkSTiUe. 



Stahl. 



AUI>RAIN COUNTY. 

Audrain M*fg & Coal Co Yandalia ^Vandalia. 

Day, Qeo. W Laddonia Laddonia. 

Detienne, Owen Mt.Carmel Mt. Carmel. 

Eastham, C. P Laddonia Laddonia. 

Howartt, John Mt. Carmel... Mt. Carmel. 

Lynch, Owen '. Laddonia. Laddonia, 

Montague, James D '* *' 

Oldham, Henry Centralia. Centralia, 

Bobbins & Mathews Worcester Worcester. 

Yandalia Coal Co Yandalia <»Yandalia. 

Wiley, Frank Centralia Centralia. 

BARTON COUNTY. 



Bacon, W. 8 Lamar. 

Beeker, Henry << • 

Blocher, W. C Esrom. 

Boulware, P. G. &Co Liberal. 

Bristow & Kimball Lamar. 

Cameron, C. J Liberal. 

* Employing ten or more men. 



.Lamar. 

Esrom. 

.Liberal. 

Lamar, 

Liberal. 
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BARTON COUNTr— Continued. 

Name of Mine Operaiar Post Office Mine Located 

or Company. Address. year. 

Carroll, A ** «' 

Clark, Wilson Lamar ^. ..Lamar. 

Cole, M. " «' 

Cox, Thomas Liberal Liberal. 

Davery Bros " " 

Dixon, J. W Mllford Mllford. 

Ferguson, J. C Nashville Nashville. 

Foulk, Phillip Liberal Liberal. 

Gilmore, James W * Sheldon Sheldon. 

Gregory, Thos & Sons. Lamar Lamar. 

Hatfield, H. C Liberal Liberal. 

Hays, Basil D Lamar Lamar. 

Jones, Wm Verdella Verdella. 

Lavery Bros Liberal Liberal. 

Laws, John Beloit Belolt. 

Liberal Coal Co Liberal ♦Liberal. 

Lucas, M. H Pedro Pedro. 

Mack, W. L Lamar Lamar. 

Morgan, C. H Minden Mine *Minden. 

Owens Bank Lamar Lamar. 

Parry, J. C «* " 

Perkins, John Liberal Liberal. 

Perry, W.H Mllford Mllford. 

Rowes, L.J Sheldon, Vernon Co.. Sheldon. 

Ryan, G. G Mllford Mllford. 

Spear, M. M Lamar Lamar. 

Spring, Mattie B «« " 

Stukey, Ephram Beloit Beloit. 

Sturdevant, J C Lamar ,. Lamar. 

Waite, C. G Pittsburg Minden. 

Wear Coal Co Minden Mine ♦Minden. 

Whitsell, H. J Liberal Liberal. 

Wilson, John G *« • * 

BATES COUNTY. 

Baldwin, L Worland Worland. 

Bruce, W Rich Hill ♦Shobe . 

Caton, F. H.. Worland Worland. 

Farrar & Armstrong Hume Hume. 

Funk, Benjamin *' Foster. 

HlnesBros Rich Hill Rich Hill. 

Hocker Bros Amoret ...» Amoret. 

* Employing ten •r more men. 
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BATES COUNTY— Continued. 

Name of Mine Operator Post Office Mine Located 

or Company, Addreu. Near. 

Hopkins, S. W Rich Hill Rich Hill. 

Hunt Bros Worland Worland. 

Jenkins Bank Shobe. 

Johnson, John Worland Worland. 

Keith &PerryCoalCo KansasCity ♦Rich Hill. 

Mace, W. H Foster Foster. 

Martin,F. M Rich Hill »Rich Hill. 

Martin, M. K •« " " <« 

Missouri Coal and Constr. Co Kansas City ♦Amoret. 

Lucas, W. W Rich Hill ...♦Rich Hill. 

Pearson, Peter <« «* ....^ ♦ »« " 

Rich Hill Coal & Min. Co., No. 2 «' " ♦ «« « 

*< «« Wethers, No. 3 «* " ♦ «« «< 

" " Graham, Thos, No. 4 " " ♦ «< « 

" *< Barton & Cheney <• <« » <• " 

Raney, F. A Worland Worland. 

Robinson, D. L *< « 

Seawell, J. W. &Co KansasCity Rich Hill. 

Sein,Jay Rich Hill ♦ <• «* 

Skillman, A Foster ♦Foster. 

Spencer, O Rich Hill Rich Hill. 

Springer and Gardner Worland ♦Worland. 

Sullivan & Cheney Rich Hill ♦Rich Hill. 

Thurman, E. H «• " " «« 

Vance, J. A Amoret. 

Western Coal & Min. Co., No. 1 Foster ♦Foster. 

Williams, Frank &Co Rich Hill Rich Hill. 

Wise, J. M " " ♦ " «« 

Woodson & Woodson " «« ♦ '« «• 

BOONE COUNTY. 

Benefleld, E. B Columbia ♦Columbia. 

Blakemore, Thos. H Harrisburg. 

Columbia Coal Co Columbia. ♦Columbia. 

Davis, Isaac * Brown's Station Brown's Station. 

Gaither, James W ** " " " 

Goodding, W. A. & Co Columbia ♦Columbia. 

Gordon, T. S " 

Gossett & Bro '* 

Jones, Walter Brown's Station. 

Kurtz, D. W. B Columbia Columbia. 

Lowery, Geo " 

• 

* Employing ten or more men. 
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BOONE COUNTY— Contluued. 

Name of Mine Operator Poet Office Mine LoeaUd 

or Compauy, Addrese. Near. 

Mayer, D. A. & Bros Stargeon Sturgeon. 

Peters, M. C Columbia Columbia. 

Quittler, L « " 

Redifer & Edwards Centralia *Centralia. 

Short, J. B Harrlsburg Harrisburg. 

Stidhame, W.A *• " 

Stone, James W Perche Perche. 

Wiley, Frank Centralia Centralia. 

Winterholter Brown's Station Brown's Station. 

CAL.DWEL.L. COUNTY. 

Caldwell Coal Co Hamilton ^Hamilton. 

Hamilton Coal Co 



<< * (( 



CAtiLAWAY COUNTY. 

Bishop, R.L.&Co Fulton Fulton. 

Castle, Wm '* '* 

Harris, A. & Bros " ♦ " 

Harris, John " " 

Henderson, J. S McCredie *' 

Holmes, Adolphus Fuiton " 

Grey, Wm Stephen's Store Stephen's Store. 

Griswold, Warner Guthrie Guthrie. 

Lemers, R Fulton Fulton. 

Maycock, Sam'l ** " 

Oldham, Wm Stephen's Store Stephen's Store. 

Smith, James Fulton Fulton. 

CEDAR COUNTY. 

Anderson, W. Jerico....... Jerico. 

Cole, M.M " " 

Daniels, Lee ♦ « " 

Davis, A, B " " 

CHARITON COUNTY. 

Clark, Mathew Marceline, Linn Co . . . *Marceline. 

Price, E . W Key tesville . . .' Keytesvllle. 

Stanton Bros Marceline. 

* Employing ten or more men. 
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CliAY COUNTY. 

STamt of Mime Operator Bm< O/Tctf ilfiiM> Lo9mMt 

or CompmHp. Addrtm. N9mr. 

Randolph Coal & Gas Ck> Kansas City ^Randolph. 

COIiE COUNTY. 

Elston, F. & H. & Co Elston *KUton. 

COOPER COUBtTY. 

Missouri Valley Coal & Mining Co. . . .Boonville ^BoonviUo. 

Fork. Eli •. Sylvania Sylvanla. 

Palmbnry, A Bunceton. Bunceton. 

DADE COUNTY. 

Leonard, A Sylvania Sylvanla. 

McCluey, Robt " «« 

Riley, Jack «« " 

Sharp, R. M ♦* <* 

Shoemaker, J. K CedarviUe Codarvillo. 

GRUNDY COUNTY. 

Grnndy County Coal Co Trenton *Trenton. 

HENRY COUNTY. 

Baldwin & Fonda Calhoun *Calhouu. 

Bodu, H. H Clinton *Cllnton. 

Cohen, S. B Sedalia • *• 

Co-operative Coal Co Lewis Station *Low1n Station. 

Dunlap Coal Co Brownlngton Brownlngton, 

Hobbs, H. B Deep Water *n«ep Wat«r. 

Hurst, John " • '* 

Hurt, J. W " • " 

KayCodCo *' • *♦ 

Keith & Perry Kansas City • *• 

McFadden & Evans Deep Wat4;r...» • " 

Noble, H. T North ••• North. 

Owens, B. L Clinton *Cllnton, 

Pigg, D. B. C. & M. Co Lewis Station *lAtwiH HUtloii. 

TeboCoalCo Lewis Station..*. ««««*f>4'wU MUtlon, 

Thompson, John 4 Co • Brownlngton ^Brownlngton. 

Woods 4North North •»'/rth. 

* EnploylBf tea or BOre neo. 
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JASPER COUNTY. 

Ntwh* ({/ AHm Optraior Pat Office Mine Located 

or Compauif* Addrtu. Sear. 

WUUams, A. W Joplln. 

JOHNSON COUNTY. 

Boytli Thus. H. & Co Knobnoster *KDobho8ter. 

BuUuck, I), A Warrensburg Warrensburg. 

noff«»l«wy«r, T, T ^ " *' 

Kv(iU8, Juo. B *• " 

HouHt^, John Kuobnoster Montserrat. 

Macrae, A. W Warrensburg WarreDsburg. 

MeUey, M« B «« *« 

Marloy Fltvh v< HartUni Moniserrat Montserrat. 

MurU\Yt Jivwph. '* 

Partly Johu. Dunksburg Dunksbaig. 

PUUU|v»« Wui Warrensburg Wanensbnig. 

S^ifiiii):« J« S. Dunksbuig Dnnksburg. 

SirKklana, O. W •• " 

Warrett;»biuy Khn^trlc U CV. Warwisbttrg Waireosbarg. 

WvHxU B* r,«. «,««••. «««.««« Wairenbnrg WairmbBrg, 

LAKAYKTTK COUNTY. 

Bk'U A i^ifvi^r.*.. .^Lexiiiactoa 

Bv.Cv^ V\vU VV. KaK^s^ Cn^T 

BN.HMa4« Cvvfci iV ..««..lli$2!riasTU> *Hb:;svas^I«. 

Bruv>\J. O Kam:5a*Ci«j -• ** 

l>Ar«vr» AskIxv^ W<::yjLi?vN5 

OUrlv rtkv^uiAS L«fv:j:jc?oa 

v\>r\i«H: v\vC« vV'Vv ^\v vVc\*^r •Confer. 

IV>^ vVa- vV W^W' 

ii«- **«'^*^ V".^e ^-^^ ^ . — ^ Coavvci^:!. C 

i>vwN>.*r vVsL A vV vv vV • s . * U <x*.::*">i e - *-•! 

i> , i:4^r^ vL $. J Ai. ^:.'tf Ax-^-I*. 

V^;is>d^>»:i^. U \ >lA>r^*v^ •M*r»xw- 

v*^*.'«« * vV •-* ^...^,**.v* » . H \i5t"*5''^ •^ > . « .. ^-•H.a^^ywviL^f- 
v^i^is.vit. K Ki->* e.«. •Ai-L'»\ll«t- 

K^^^vVvi v\N* vV K . * . » li :t5i* 'X*^ «? »*- *^'m^'*"*^" '**■ 

M^-.-^iidUU v^ H Sk4a>«fc* v'^\v •Waceno**. 

S ^hkm.*-^^ 5^*11 v: .ci'"*^^ *• S.'ax'D*'^'---**- 

V,vc« >>M.. >\*. Z.cvu:i'ou. - ... L^vn^iNL 

V *,->c*\ ^ ? 
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■ 

LAFAYETTE COUNTY— Continued. 

Jf^ame of Mine Operator Post Office Mine Located 

or Company, Address. Near. 

Lafayette Coal Co Lexington *Lexington. 

Xexington Coal & Min. Co " * " 

McCarty, G. F Corder Corder. 

McGrew, J. C Lexington ^Lexington. 

Macey, Henry Kansas City.. ♦Lexington. 

Missouri River Coal Co Lexington *Napoleon. 

l^orrison Bros <* Lexington. 

Napoleon Coal & Min. Co Napoleon '*'Napoleon. 

0*Malley, Andrew Lexington Lexington. 

Powell, E.B HigginsviUe • Higginsville. 

Republican Mine *< ♦ <« 

Bocky Branch Coal Co " * «• 

Seawell, J. M^ & Co Kansas City *Wellington. 

Stealy & Fowler Coal Co Higginsville Higginsville. 

Tate, Jno. W *♦ ♦ " 

Walton, Thos Lexington '^'Lexington. 

Wellington Coal Co Wellington ♦Wellington . 

Wilkes, S. E Higginsville * " 

"Winson Conl Co Lexington *Higglnsville. 

LINN COUNTY. 

<:!lark Coal Co Brookfield *Brookfield. 

House, Peabody & Co " * ** 

Kansas & Texas Coal Co 8t. Louis *Marceline. 

^choeffer, Bernard. ... Brookfield Brookfield. 

LIVINGSTON COUNTY. 

€ox, W. A Chillicothe Ch'illlcothe. 

MACON COUNTY. 

Bacheldor, George Macon Macon City. 

Bevier Black Diamond Co Bevier. 

Kansas & Texas Coal Co., No. 26 St. Louis Ardmore & Bevier. 

Little Pittsburg Lingo ♦Lingo. 

Loomis & Snively Bevier ♦Bevier. 

Oakdale Coal Co St. Joseph ♦Bevier. 

The Macon Coal Co Macon ♦Macon. 

Watson Coal & Min. Co Bevier »Bevier. 

* Eroployiog ten or more men. 

13 
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MILLER COUXTY, 



Name of Mine Operator 
or Company, 

Kusk, Louis 



Pott Office 
Addrese. 



Eldon. 



MineLccated 
Near. 

Eldon. 



MONITEAU COUNTY, 

K:iU8a8 & Mo. Improrement Co Topeka, Kas. 



MONROE COUNTY. 



Hug ties , Lad. 



Victor Victor. 



MONTGOMERY COUNTY. 

Vandalia Coal Co WellsviUe ♦Wellsville. 

Whitehead, Henry «* ♦ " 



MORGAN COUNTY. 



Stover Coal Mines Versailles. 



Versailles, 



NODAWAY COUNTY. 



Carlew & Co 

Dixon 

Harris, Reuben.... 

Holt, Wm 

Nelson, G. W 

Nichols, Joseph... 
Piearson, SamM.... 

Piersonft Co 

Resenger, Wm — 

Roberts, N 

Tarpley, Benjamin. 



Quitman Quitman. 
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PUTXAM COUNTY. 

Blackbird Coal Co Unionville ^UniooTille. 

DeGarmo, G.E " 

Gorman, Pkt Dean, Iowa 

Laue 4 Love ruiouville ♦Unionville, 

Mendota Coal & Min. Co Meudota *Mendota. 

Pherigo, Martin Uiiiouvi le Unionville. 



Eui))iOyiii)j; leu or luorv nn m 
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RALLS COUNTY. 

Nam of Aline Operator Post Office • Mine Located 

or Company. Address. Near. 

Boulware, E. L Perry Perry. 

Evans, J. R «* 

Ku'^eeH, John ** 






RANDOLPH COUNTY. 

Burk, J. S Huntsville Huntsville. 

Cooley, J. M Cairo Cairo. 

Edwards, S. Emanuel Huntsville Hudtsville. 

Elmore, T. M " •« 

Enterpr se Coal Co Reuick *Renick. 

« 

Fergerson, Allen Huntsvil'e Huntsville. 

Higbee Coal & Mining Co Higbee ♦Higbee. 

Interstate Mining Co ** ♦ " 

Jones, Geo. W Tliintsville — Huntsville. 

LowfS, John ** ** 

Milburn, Joseph & Sons Thomashill Thomashill. 

Mitchell, W. E. & Co Huntsville Huntsville. 

Osage Coal & Mining Co St. Louis Elliott. 

Palson, John F Cairo Cairo. 

Randolph Co. Coal Co Huntsville ♦Huntsville. 

Rutherford, H. L. & Son ** • «» 

Williams, J. B Moberly Moberly. 

RAY COUNTY. 

Black Diamond liichmond ♦Richmond. 

Bovard, Brown Coal Co Camden ♦Camden. 

Buchliuger, Fred Hardin Hardin. 

Craven Coal Co Camden ♦Camden. 

Darneal Coal Co Richmond ♦Richmond. 

Dickson, II. A Hardin Hardin. 

Dongla'i & Moore Richmond ♦Richmond. 

Hart well, Arnold & Co Noibome, Carroll Co.*Hardiu. 

Hubbell Mining Co Richmond ♦Richmond. 

Hubbell, Hyatt & Hubbell " ♦ *« 

Huston, Joseph Hardin ♦Hardin. 

Kansas & Texas Coal Co St. Louis Fleming. 

KellenbergerN Mine Hardin Hardin. 

McCorkendale, John Norborne, Carroll Co. Hardin. 

Osborn, Robert Hardiu Hardin. 

* Employing ten or more men. 
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RAY COUNTY— Continued. 

Name 0/ Mine Operator Poit Office Mine Located 

or Company. Addreu, Near. 

Phillips, Wm Norborne, Carroll Co. Hardin. 

Pickering, Joseph, Coal Co Richmond *Rlchmond. 

Rankin, W. 0. & Co Lexington ^Richmond. 

Richmond Coal Co Richmond Camden. 

Scrlvens, Wm Norborne, Carroll Co . Hardin. 

Sickels, Wm " '« •* 

Slater & Co GeorgeTille Georgevllle. 

.Williams, R, J. Coal Co Swanwick ♦Swanwlck. 

SALINE COUNTY. 

Alexander, Frank Arrow Rock Arrow Rock. 

Ames, J. F Slater blater. 

Beard, W.N " ♦ " 

Briggs, Isaac ** •* 

Hedgers,Wm.T *« '« 

Hodgkiss, £d Mount Leonard Mount Leonard 

Hunter, Barney Slater Slater. 

Marmaduke, H. H Sweet Springs Sweet Springs. 

Pittman, Esther Cretcher Cretcher. 

Tennlll, Jno. W Slater Slater. 

Thompson, R. P ** ** 

Vanbuskirk, A Cretcher Cretcher. 

Willbum Coal Co Marshall Napton. 

SCHUYLER COUNTY. 

JameSjW. F CoatsvUIe Coatsville. 

Mock,T.J.v% Sons '• 



t» 



SULLn'AN COUNTY. 

Milan Land & Coal & Mining Co Milan Milan. 

ST. CLAIK COUNTRY. 

BiiUier. F. M 0>ceoIa 0>ctH>la. 

Chinn. John Lowery Ciy Lowery City. 

Johnson, J. M TalHrrUle Tal^erville. 

* Employ tB$ tea or more men. 
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ST. CL.AIB COUNTY— Continued. 

Name of Mine Operator Post Office ARne Located 

or Company, Address, Near, 

Owen Coal Co Vista Vista. 

Vannice, G A ** *• 

Watklns, Wm Osceola Osceola. 

Wilson, R. B Taberville Taberville. 



SHELBY COUNTY. 

Yost, W. T Pansy Pansy. 

VERNON COUNTY. 

Allen, R. E .^ Rich Hill Carbon Center. 

Brown, John & Bros Moundville MoQndville. 

Burke, CM Walker Walker. 

Burton, W. C Bronaugh Bronaugh. 

Crawford, C. B Walker Walker. 

Davis, Joseph '* " 

De vere, J. M Moundville •Moundville. 

Dickson, Mine Nevada Nevada. 

Downing, E. S Walker Walker. 

Every, Milton " ** 

Finley, L Nevada. 

Franks, A. H Moundville Moundville. 

GilLJ.F " " 

Green, Edward Bellany . . Bellany. 

Gonterman, W. G Sheldon Sheldon. 

Hlghtower,J. H Walker Walker. 

Hill, Willis D Moundville ♦Moundville. 

Hoss, G. S Nevada Carbon Center. 

Hunter, E.N Walker Walker. 

Johnsons '* '* 

Larkin, W. E bronaugh Bronaugh. 

Lion & Co Nevada. 

Lucas, J. C Bronaugh Bronaugh. 

Moore, John Moundville Moundville. 

0*Bryan, Wm. & Co Carbon Center *Carbon Center. 

Pope. S. ** 

Potter, Sam'l Walker Walker. 

Powell, W. S. Coal Co Moundville Moundville. 

Prewitt, W. H Walker Walker. 

Robinson, W. D Moundville < Moundville. 

• Employing ten or more men. 
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VERNON COUNTY— Continued. 

Name of Mine Operator Post Office Mine Located 

or Ctunpany. Address. Near. 

Saleman, J. B Carbon Center '^'Carbon Center. 

Seawell, J. M. & Co Kansas City * <* 

Smith, Peter. Bronaugh Brouangh. 

Terry, B. C. & W. T Milo .- Milo. 

Wright, J. D Wallcer Wallcer. 

Yadon,T.A *♦ •* 

* Employing ten or more men. 
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PAOB. 

Adair county, Chariton river, coal near 59 

Coal Measures in 69 

coal mining in 62 

Danforth shaft 59, 60 

effect of poor roof in mining coal 39 

Kirksviile, coal near 59 

" drill hole at .-.. 62 

list of mine operators 187 

Stahl drift 59, 60 

variability of roof of coal beds 39 

Adaptability of coals for coke production 6 

for domestic uses «... 6 

for illuminating gas 6 

for steaming purposes 6 

Alabama, competition with coals of 44 

Alleghany M ountains , Upper Coal Measures west of 32 

American Lyceum of Nat. Hist, of N. Y. , cited on Upper Coal 

Measures west of the Alleghany Mountains 32 

American Philosophical Society, Transactions, cited on alleged 

parallelism of coal beds 3^ 

Ancient River Channels, affecting, distribution of coal 33 

Putnam county \ 56 

Randolph county 71 

Andrew COUNTY, Coal Measures in 102 

Savannah, coal near 102 

Appleton City coal, correlation of. ... 158 

Ardmore coal, correlation of ;.. 68 

Arkansas, market for coal pf 43 

Anthracite, competition with Mo. coal 44 

Assistants 4 

Atchison county. Coal Measures in 101 

Langdon, coal near 101 

Audrain county, Audrain Coal Co 81 

•Centralia, coal near 82 

Coal Measures in 80 

effect of disturbances in coal beds 39 

(199) 
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PAGB. 

AuDBAiN COUNTY — Continued. 

Farber mines 81 

Laddonia miDes 81 

list of mine operators in 187 

northwestern, no coal mining at present :.... 82 

Oldham shaft 82 

Yandalia mines 80 

** Coal Co., shaft No. 1 80 

'' " " ** 2 ... 80 

** *' correlation of... 84 

Babton COUNTY, Coal Measures in 151 

correlation of coal beds 164 

East Fork of Big Drywood creek, coal on 165 

gas coals in.... 4& 

Kansas line, coal near 162 

Kirkwood shaft 164 

Lamar, coal near 162 

Liberal, coal and drill hole at 162, 163, 164, 165 

list of mine operators in 187 

McCuUam's branch, coal on 162 

Milford, coal near 162 

Minden, coal at 162, 164, 165 

Missouri Pacific shaft. No. 1 164 

Muddy Fork of Spring river, coal on 162 

" *» ** ** *«. Lower Carboniferous rocks on... 161 

Newport, coal near 162 

Seron, coal near...^ 165 

Spring river, coal on 165 

State line shaft 1(> 

Walser, G. H., drift of 162 

Wear Coal Co 164 

Base LEVEL, of Missouri river 20 

Bates county, Adrian, coal and drillhole at 145 

Amoret, coal near. .\ 143, 149, 150 

Butler, »* ** 144,150 

^» drillhole at 144 

Coal Measures in....» 14S 

Cove creek, coal near 144 

Foster, coal near 139, 143. 148, 14^ 

Hudson, coal near 145 

Hume, coal near 143. 148 



/ 
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PAGE . 

Bates county — Continued. 

Johnstown, coal near < 144 

Keith & Perry shaft, Nos. 5 and 7 146 

list of mine operators in 188 

Marais des Cygnes river, coal near 143, 149 

Martin stripping 145 

Maysburg, coal near 144 

mesa-like hills in 20 

Miami Fork, coal on 150 

Missouri Coal and Construction Co., shaft, No. 1 149 

Mulberry creek, coal on ...149, 150 

New Home, drill hole 157 

North Deepwater creek, coal on 144 

Panther creek, coal on 143 

Papinville, coal near 143 

principal coal producers in 43 

Rich Hill, coal and drill hole at 143, 145, 146 

" *' undulating character of coal beds 146 

South Deepwater creek, coal on 144 

Sprague, coal near 143, 147 

thick coal beds in 38 

Walnut Land and Coal Co 148 

" creek, coal on 149 

workable coal in . 133 

Braidwood, Jno. R., information furnished 94 

Benton COUNTY, coal pockets in 167 

Bethany Falls LIMESTONE, Caldwell county 107 

Clay county 114 

Biggey's coal, correlation of 57 

Blackbird coal, correlation of 57, 61 

"Black bat," in Audrain county 80 

Grundy county 97 

Riverside mine, Leavenworth 116 

Board of Managers 3 

Boone county, Benefield drift 75 

Brown's Station 74 

Centralia, coal near 76 

Coal Measures in 73 

Columbia Coal Co 74 

coal pockets probably occur in 167 

correlation of coal beds in 79 
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FAOB. 

Boone county — Continued. 

effect of disturbances in coal beds in mining 39 

Gooding shaft , , 74 

Harrisburg mines 76, 88 

Henry Station sliaft 74 

Kurtz drift... 75 

list of mine operators 189 

Persinger Station 74 

Sturgeon, drill hole at 76 

variability of roof in coal mining 39 

Wiley, G. M., shaft 76 

BooNEViLLE, elevation at 21 

Britts, Dr. J. H., collection of plant remains , 139 

Broadhead, G. C, cited on coal bed in Sullivan county 59 

cited on deposits in Shelby county 87 

Coal Measures in Macon county 67 

description of Cedar county 160 

coal beds in Linn county 93 

" Vernon county 153 

Howard county 88, 90 

occurrence of coal in Andrew county 192 

Atchison county 101 

Bates county 143, 144, 147, 150 

Buchannan county 102 

Cass county 133 

Gentry county 100 

Grundy county 96 

Henry county 132, 134, 138 

Holt county 102 

Mercer county 99 
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'* ** '* atMexico 82 

" "• *' '' Monroe county 86 

** ** *' " Vernon county 156 

thickness of coal in St. Charles county 166 

*' thickness of coal near Favette 90 

CoalMeasure section 59 

information furnished bv 99 

referring to variation in sections 24 

unpublished notes 7, 86, 166 

Buchannan couNTT, coal mines in 102 

Hairs Station ... 102 
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PA.GE. 

BncHANNAN COUNTY — Continued. 

St. Joseph, drill holeat ^ 103 

" '' presence of coal beds in.... e 103 

Turner Coal Co 103 

Bulletin No. 5, Mo. Geological Survey: cited on shaft section at 

Lewis, Henry county 137 

Caldwell county, Caldwell Coal Co.' s shaft * 105 

Coal Measures in 105 

Cowgill's, shaft at 107 

gascoals 46 

Hamilton Coal Co., Tom Creek shaft 105 

*' ** '* coal for illuminating gas 46 

" extension of coal beds at 99 

Kingston, coal near 106 

list of mine operators in 190 

variability of roof in coal beds 39 

Callaway COUNTY, Coal Measures in • 77 

Cal wood, coal near 78 

coal pockets in ., 167, 168 

correlation of coal beds 79 

Fulton, mining near .* 77 

Harris, A. & Co.'s shaft.., 77 

Henderson, James, land of 78 

list of mine operators in : 190 

Stephen's store, mines at , 78 

Camdkn COUNTY, coal pockets in 167 

Cannel coal 22 

Carroll COUNTY, Carroll ton, coal near 109 

coal in 92 

Coal Measures in 107 

Glick's drift 109 

Grande river, coal along and near 108 

Hardwick's mill, coal near 109 

Little Compton, '* 107 

Miami Station, *' 109 

Wakenda creek ^ 109 

White Rock quarry 109 

Ca8S county, Big creek, coal on:. 133 

Coal Measure in 132 

Gun City, coal near 133 

Harrisonville drill hole 132 
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PAOK. 

Cass county — Continued. 

mesa-like hills in 20 

Pleasant Hill, drill hole and coal near 132, 133 

JStrasburg, coal near 133 

Cedar county, Anderson pit 160 

Coal Measures in 160 

coal pit , 160 

Daniels pit...^ 160 

Davis pit 160 

El Dorado, coal near 160 

Jerico, Coal Measures at 160 

Lebec, coal near 160 

list of mine operators in 190 

Sac River, coal on 160 

Stockton, coal near 160 

Channel deposits in Coal Measckes 25, 35 

Barton county 16.^ 

Carroll '' .• 109 

Channels, prc-Glacial, Boone county 74 

pre-Glacial, distribution of 58 

Linn county 94 

restriction of coal*area in Putnam county by 57 

Chariton county, Gunn, Asa, coal bed, 91 

Hammat shafts 91 

list of mine operators in 190 

Coal Measures in 91 

Salisbury, coal near 91 

Vandeventor coal drift 91 

Cherokee, Kansas, coal as a gas coal 46 

Clark county, Athens, coal mining at ^ 52 

Coal Measures in 52 

coal pockets in 167 

Fox river, coal near 52 

Clay, boulder, Monroe county 85 

Clay county, Coal Measures in 112 

Lexington, coal in 114 

list of mine operators in .' 191 

Lower Carboniferous in 113 

Randolph, drill holes at 112 

variability of roof in coal beds 39 

Clinton county, Cameron, deep drilling at 100 

Coal Measures in 103 
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PACK. 

Clinton, Henrt county, elevation at 21 

Coal, adaptabilities of Missouri 7, 47 

amount of , in '' 48 

analysis of 47 

annually exhausted, estimates of 49 

classiti cation of 47 

coking, in Missouri 40, 47, 48 

distribution of 48 

estimat-ed tonnage of 48 

for gas production 46 

for locomotive use and steaming 47 

for manufacturing purposes 47 

gas imported from Pennsylvania 47 

markets for ". 43 

production of, in Missouri 42 

quality of 40 

tests of 47 

value of Missouri 42 

Coal-barren areas, surrounding the Western Bituminous Field.... 45 

Coal-beds, area of 47 

available, limiting thickness of 38 

conditions restricting availability 33 

'* "• distribution of 33 

correlation of 7 

dip of '• 34 

disturbances in 39 

erosion of * 34 

inadequate thickness affecting availability 38 

marginal, Henry county 33 

parallelism of, the alleged 32 

roof of 39 

structure of 32 

thickness of, as affecting mining 38 

" " marginal beds explained 29 

thinning of 37 

variability of thickness in Bates county 150 

Coal-fields, western Bituminous 43 

Coal land, annual exhaustion of 49 

fields for investment ol 

value of 49 
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0>AL JleA«uBE rocks. Bates coaniv 14^ 

Cass ooanty 13? 

Henry county i:3:> 

Vernon conntv 150 

Oml Meam:be« 18 

distribution and toi>ography of ly 

fauna of , 25 

increase of subsidence in Vernon count v 52 

lithology 21 

origiuai extent of 27 

process of deposition of 25, 28 

section of :;> 

stratigraphy of 22 

thickness of 23 

•' '• in Barton county..- 161 

i. 44 .. Gruiifly .. M^ 

CuAL MisiNO, proHts of 50 

Coal riKKKT**, Callaway county 78 

Coo[ier county 128 

danger of overestimating 171 

distribution of and Hst of counties e.jntaiiiing 167 

general description of 167 

Lincolu county lt)6 

[xmsibilities of 171, 172 

value of 171 

Coal uiohts, costof 50 

Coals, character of 22 

gas, Barton county 46 

** Caldwell '* 46 

*' Henry " 46 

Coal sbams, thin, notes on mining 173 

Coatsville, coal, correlation of 57, 61 

Coke, imported from Pennsylvania 47 

from Missouri coals 46, 47, 48 

Cole countt, coal pockets in 167, 168 

list of mine operators 191 

Colorado, deposits of coal in 45 

production of coal in 42 

Co<^>i»KK COUNTY, Boonevillc, coal near 170 

Hooneville, Coal Measure rocks near 127 

J5unceton. coal near 128 
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PAQB. 

Cooper counit — Continued. 

coal pockets in 167, 168 

Coal Measures in ;.. 127 

Hazel drift 127 

Hutchinson shaft 127 

list of coal mine operators 191 

Missouri Valley Coal Co 171 

Pilot Grove, coal near ...:.... 128 

Smith drift 127 

Tucker drift 127 

CoPELAND, Geo. H., information furnished , 147 

Corn, Capt. S. H., '* '' 104 

Corrasion 20 

Crawford county, coal pockets in 167 

CuiVRE RIVER, Coal Mcasurc rocks near, in l-.incolu county 166 

Dade county, Coal Measures in 160 

coal pockets in 167 

correlation of coal beds in 162 

list of coal mine operators in 191 

Lockwood, coal hauled to 161 

McClure drift 161 

McGarvy '• ^ 161 

Seaton *' 161 

Sharpe *' 161 

Dakota, deposits of coal in ' 45 

Daviess county, Coal Measures in 99 

Gallatin, existence of coal at 99 

Winston, shaft at 99 

Davis county, Iowa, occurrence of coal in 53 

Degradation, land, affecting distribution of coal beds 33 

DeKalb COUNTY, Coal Measures in. 100 

Dent county, coal pockets in 167 

Deposition, conditions of Coal Measures 28 

of coal beds, conclusions regarding 31 

Depth of coal beds, workable 41 

Douglass county, coal pockets in 167 

Draining, method of.... 184 

Drift mining 35 

Drill hole, Adrian, Henry county 145 

Appleton City, St. Clair county 156 

Bethany, Harrison county 99 
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PAGE. 

Coal Measure rocks, Bates county 1 143 

Cass county 132 

Henry county 133 

Vernon county 150 

Coal Measures 18 

distribution and topography of 19 

fauna of , 25 

increase of subsidence in Vernon county 52 

lithology 21 

original extent of 27 

process of deposition of 25, 28 

section of 32 

stratigraphy of ^2'! 

thickness of 23 

*' '' in Barton counly 161 

'' " '' Grundy •' 1^8 

Coalmining, profits of 50 

Coal pockets, Callawav county 78 

Cooper county '. 128 

danger of overestimating 171 

distribution of and list of counties contai:jing 167 

general description of 167 

Lincoln county 16(> 

possibilities of 171, 172 

value of 171 

Coal rights, costof 50 

Coals, character of •. 22 

gas, Barton county 46 

'' Caldwell '* 46 

'' Henry •' 46 

Coal seams, thin, notes on mining 173 

Coatsville, coal, correlation of 57, 61 

Coke, imported from Pennsylvania 47 

from Missouri coals 46, 47, 48 

Cole county, coal pockets in 167, 168 

list of mine operators 191 

Colorado, deposits of coal in 45 

production of coal in 42 

Cooper county, Booneville, coal near 170 

Booneville, Coal Measure rocks near 127 

Bunceton. coal near 128 
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coal pocketji in .,^.v*^,^...vvv... . Mm, hU'^ 

Coal Measures in ,»,»», ,»»>>*,. ...,.»», »»..,, W 

Hazel drift |>>? 

Hutchinson shaft , ..»,,.»,,,x.,.,.x,,,,, liJ? 

list of coal mine operators »,,,»,,»x»»,,»,,.,,,,.,x,w. UU 

Missouri Valley Coal Co ».»,,♦♦.,»»,»,,»,,»,»,. ITI 

Pilot Grove, coal near ,»,,,.».,,,,,,.,,,.. \^H 
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Geological Society of America, publication of, cited on strati- 
graphy of Coal Measures in Iowa. 32 

reference to 25 

Geological Survey op Pennsylvania, Report, cited on structure of 

coal beds 32 

Glacial deposits, influence on topography 20 

Gluck, Leo, assistance and information given 9 

joint-author, Appendix A» 173 

Gob, method of packing 181 

GrORDON, C. H. , information given concerning Randolph county. . . 9 

*' Grand Divide," coalmining west of 62 

Grand RIVER, Lower Silurian rocks on 133 

Gray, Mr., information furnished by 107 

Great Britain, estimates of amount of coal 49 

Grundy COUNTY, Alpha, coal near 96 

gas coals in 46 

list of coalmine operators 191 

Trenton, coalfor gas 46 

" *' near 96 

Hall, James, cited on phenomena of Coal Measures in Iowa 32 

Hamilton, Caldwell county, coal, correlation of 104, 107 

Harrison COUNTY, Bethany, drill hole at 99 

Coal Measures in 99 

Hartwell, coal, correlation of 143 

Haulage, Mendota mine 185 

power and rope 185 

wire rope, use of, at Mendota mines 55 

Hellyer, £. D. , information furnished by 64 

Henry COUNTY, Blair Diamond No. 2 shaft 141 

Elevens shaft 138 

Boydson stripping 142 

Britts's land, coal on 138 

Brownington, coal near 142 

Calhoun, coal-beds, extension of 132 

*' coal near 134, 135, 136 

Clinton, ^' '' 134, 138, 139 

Coal Measures in 133 

Cooperative Coal Co/s shaft 136, 137 

Deepwater, coal near 139, 141, 193 

*' undulating character of coal beds 146 

Dunlap stripping 142 

14 
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Henry county — Continued. 

effect of poor roof in mining coal 39 

Evans stripping 138 

Garland, coal near 139 

gas coals in 46 

Gedney shaft 136 

George's pit 135 

Grand river, coal near 134, 139, 140, 143 

Grant's pit 138 

Hartwell, coal near 138, 139 

Jordan's mine.., 134 

Keith & Perry, shaft No. 1 141 

Kinney slope 139 

Lewis Station, coal at 46, 137 

list of coal mine operators in 191 

Little Tebo creek, coal on 136 

Munn's mine 134 

Munson's land, coal on 138 

Neff, Henry, land of 134 

Noble shaft 146 

North Station, coal near 146 

Otter creek, coal near 142 

Park's drift 135 

Pigg drift f?..., 136 

Pitcher mine, coal at 46, 139 

principal coal producers in 43 

Sallee's pits 138 

Stephens, stripping 142 

Tebo Coal & Mining Co. 's shaft 136 

thick coal beds in 38 

variability of roof in coalmines 38, 141, 142 

Windsor, coal beds, extension of 132, 134 

Wood & North shaft No. 3 140 

workable coals in 133 

HiGGiNsviLLE SHEET, Mo. Gcol. Survcy 123 

Hill coal bed, Vernon count}', correlation of 155 

HiLLTOWN, Iowa, coal near 55 

Holt COUNTY, Coal Measures in 102 

Forest city, coal near 102 

Oregon, drill hole near 102 
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Howard COUNTY, Armstrong, coal near 90 

Bain & Co.'s slope 88 

Boonsborough, coal near 88, 90 

Briggs coal stripping 90 

Brown, H. L., pit 90 

Brunswick 92 

Bundy's, Jno., coal pit .-. 92 

Chariton river, coal near 92 

Coal Measures in 76, 87 

Cunningham's, J. F. pits * 92 

Elkin's coal drift 92 

Fayette, coal near 88, 89 

Gilvin, John T., drift 88 

Howard county, Glasgow, coal near 88, 90 

Harkley, coal pit ', 90 

Kealer's *' '' 92 

Pierce's '* '' 89 

Roanoke, coal near 88 

Rucker's coal pit 92 

Russell 88 

Sebree 88 

Totum, A., coal pit .* 90 

HuNTSviLLE, Randolph Co., coal at r 69 

coal, correlation of 92 

''Hydraulic Limestone," coal, Henry county 135 

Illinois, competition with coals of 44 

production of coal in 42 

Indiana, competition, with coals of 44 

Indian Territory, market for coal of 43 

scarcity of coals in portions of 43 

Interstate Coal and Mining Co 43 

Iowa, extent of Coal Measures in 27 

market for coal of 43 

production of coal in 42 

Iowa Coal Measures, divisions of 26 

stratigraphy of 32 

Iowa coals, for locomotive use 97 

Iowa Geological Survey, Reports, cited on phenomena of Coal 

Measures 32 

Iron, value of production in 1891 in Missouri 42 
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Jackson COUNTY, Blue river, shaft on 117 

Coal Measures in 116 

Kansas City, coal near 116 

"■ drill holes 117 

" ** shaft near (see Randolph, Clay county) 112 

Lexington coal bed 116 

Jasper COUNTY, Coal Measures in f. 165 

coal pockets in 167 

list of mine operators in 192 

Johnson county, Blackwater creek, coal near 132 

Boyd shaft 129, 130 

buried channels of Coal Measure sga 36 

Clear Fork creek, coal near.... 131 

,Coal Measures in 128 

Dunksburg, coal near 128, 129 

Evan's pit 132 

extension of coal beds into Henry county 132 

Gilger'spit 132 

Henry's '' 132 

Holden, coal near 128, 132 

Knobnoster, coal near 128, 132 

list of coal mine operators in .* 192 

Mav shaft 131 

mesa-like hills in 20 

MUey's drift 131 

Moutserrat, drill hole and coal near 128. 130, 131 

Park's pit 129 

Serang's pit 129 

Shank's pit 129 

Warrensburg, coal near 128. 131 

Wood's pit 132 

JoPLiN, elevation at 21 

Jordan, coal bed, Henry county 134, 139, 140, 141 

Kahoka, drillhole at 53 

Kansas, gas coals in 46 

market for coal of 43 

mining thin coal seams in 173 

production of coal in 42 

scarcity of coal in 45 

Kansas & Texas Coal Co 48 
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Kansas City, elevation at 71 

coal near •.., 116 

coal shipped to, from Henry county 136 

Kansas line, coal near, in Barton county 162 

mesa-like hills near 20 

Keith & Perry Coal Co., information furnished by 147 

Kentucky, competition with coals of • 44 

Keyes, C. R., cited on stratigraphy of Iowa Coal Measures 32 

KiRKSYiLLE, elevation at 21 

Ladd, G. E., cited on correlation of Vernon county coal beds 155 

Lafayette county,' area of coal beds 123 

AuUville, coal near 122 

" mining in vicinity of 118 

buried channels of Coal Measure age 36 

Coal Measures in .117 

Concordia, coal near 122 

mining in vicinity of 117 

Corder Coal Co 118 

*' entry, driving at 179, 180 

" miningin vicinity of 117 

Dover Coal Co 118 

drift miningin 35 

drill holes in -. 117 

Elling shaft 122 

Excelsior Coal & Coke Co 47, 119 

Higgiusville, entry-driving, cost of 180 

*' mining in vicinity of.% 117, 119 

Kresse Slope 122 

Lexington coal bed 114, 117, 118, 119 

'* entry-driving, cost of 180 

list of coal mine operators in 192, 193 

Mayview, mining in invicinity of 117 

mesa-like hills in , 20 

mining coal, cost of.-. 181 

mining of thin coal seams in 173 

Mulky coal bed 117, 122 

Napoleon, mining in vicinity of 117 

principal coal producers in 43 

Riverton drift No. 1 120 

Strasburg shaft 120 

Waterloo, mining in vicinity of 117 
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Lafayette county — Continued. 

Waverly, mining in vicinity of 117, 122 

Wellington, mining in vicinity of 117, 1^1 

Lead, value of production of in 189 1 in Missouri. .^ 42 

Leavenworth, Kansas, coal, extension of into Missouri 103, 114 

elevation at 21 

coal hauled to, from-Farley, Platte county 114 

Coal Measures 114 

deep shafts at 114 

depth of coal mining in 41 

entry-driving at .* 179, 180 

mining coal, cost of 181 

'* thin coal seams in 173 

Riverside mine 113 

Lewis, coal, correlation of .....' 143 

coal, Henry county 137 

Lexington Coal & Mining Co 43 

Lexington coal bed, Caldwell county, correlation of 107 

Lafayette county ; 122 

Clay county 114 

Lexington coal bed, Jackson county 116 

Lafayette county 117, 118 

Ray county 110 

Lignite coals, of Arkansas and Texas 43 

Limestones, Coal Measure 22 

Lincoln county, Coal Measures m 166 

coal pockets in 167, 168 

Linn county, Brookfield, coal near 93 

Browning, coal near 93 

Bucklin, '' '* 93, 94 

buried channels (pre-Glacial) 37 

Clark, Geo., shafts of 93 

Coal Measures iq 93 

Laclede, coal near 93 

list of coal mine operators 193 

Marceline, coal at 92, 94 

principal coal producers in 43 

Shafer shaft 93 

St. Catherine, coal near 94 

Livingston COUNTY, Bedford, coal near 108 

Chillicothe, coal near, and drillhole ^ 95, 96 
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Livingston cocnty — • Continued, 

Coal Measures in 95 

Cox mines .- 95 

Grande river, coal on 95 

, list of coal mine operators in 193 

Utica, coal near 95 

Loess ^ 20 

Long WALL METHOD of mining, character of roof 174 

Columbia Coal Co.'s mine 74 

Dover Coal Co., Lafayette county 118 

Eureka mines 65 

Excelsior Coal & Coke Co. Lafayette county .- U19 

Farber 81 

for thin coal seams 173 

Higbee 72 

Interstate Mining Co.'s mine 72 

Kansas & Texas Coal Co. (No. 30), Camden 112 

Keith & Perry, shaft No. 1 142 

Little Pittsburg Co.'s mine 63 

Marmaduke shaft, Sweet Springs 125 

Mendota mines 53, 185 

Randolph, Clay county 113 

Richmond and Lexington Junction Ill 

Riverside mine, Leavenworth, Kansas 116 

Riverton drift No. 1, Lafayette county 121 

Stahl 61 

Strasburg shaft, Lafayette county 120 

unpracticable at Danforth 60 

Wellington Coal Co's shaft, Lafayette county 121 

with a strong and flexible roof 174 

with a weak and brittle roof 176 

Wood & North shaft No. 3, Henry county 140 

LooMis & Snively, coal operators 43 

LowEB Carboniferous rocks, Audrain county 80 

Barton county 161 

Boone county 73 

Buchannan county 103 

Callaway county 77, 78 

Cass county 132 

Cedar county 160 

Cooper county 170 
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Lower Carboniferous rooks — Continued. 

Dade county ; 161 

Henry county 133 

limestones of 22 

Lincoln county 166 

Marion county 87 

Monroe county 84 

Montgomery county 79 

Ralls county 83 

Saline county 7 124 

St. Charles county 166 

St. Clair ** 158 

St. Louis '' :, 165 

Lower Silurian rocks, Henry county 133 

St. Clair county 156 

McGee, W. J., cited on Macon county 67 

Machine cutters, use of, atMendota mines 55 

Macon City, elevation at , 21 

Macon County, Ardmore mines 66 

Bevier mines 62 

Carbon, coal near 66 

Coal Measures in 62 

drift mining in 35 

effect of poor roof in mining coal 39 

Eureka shaft 64 

Excello, coal near 66 

Kansas & Texas Coal Co. drift 26, Mayfield 66 

Kansas & Texas Coal Co. shaft 42 63 

Lingo 62, 92 

Little Pittsburg Co 62 

Macon City 64, 66 

Mayfield drift 66 

Muscle Fork, coal on 63 

Patton creek 66 

principal coal producers in 43 

Rush creek 63 

Salt Fork, coal near 66, 67 

Stephenson, Dr. N. D., land of 63 

thick coal beds in 38 

variability of the roof in coal mines 39 
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Maqnesian Limestone series, in Miller county 168 

in Morgan county 169^ 

'* Mammoth" coal bed, Henry county 137 

Mann, Miss S. R., assistance in preparing manuscript 10 

Map, geological, of the State of Missouri 19 

Mapping, detailed. Bates county v. 7, 48, 143 

cross-section, of the Coal Measures 34 

Henry. county 134 

Howard county 91 

Johnson county 128 

Lafayette county , 118 

of Coal Measures..' 48 

Randolph count}^ 73 

Marbdt, C. F., information given concerning Randolph, Howard, 

Ray and Caldwell counties 9 

Margin, thinness of Coal Measures at 24 

Marion county, Coal Measures in 86 

coal pockets probably occur in 167 

Market, home, for Missouri coals , 45 

Marmaduke, Henrt, information furnished by 125 

Maryville, elevation at 21 

elevation of surface at 24 

Meek, F. B., cited on occurrence of coal in Saline county 124 

Mendota COAL, correlation of 57, 61 

Mendota Coal Co 43 

Mercer county. Coal Measures in 99 

Princeton , coal near 99 

Mexico, elevation at 21 

Milan coal, correlation of 59 

Sullivan county 59 

Miller COUNTY, Aurora Springs, coal near 168 

Miller county, Barnard coal pit '.. 168 

coal pockets in 168 

list of coal mine operators in .....^... 194 

Mine operators, list of, in Missouri 187 

Mining, coal, method of 184 

draining, '' " 184 

entries, method of driving 178 

gob, packing of 181 

hauling method of 182 

longwall method, Mendota mines 55 
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Mining — Continued. 

machine cutters, use of ^ 185 

notes on mining thin coal seams in Missouri and Kansas 173 

pillar and room method at Mendota and Blackbird mines 55 

pillars, building of 181 

power haulage 185 

ventilating, method of 184 

Missouri, average thickness of coal beds in 38 

comparison with other States as a coitl producer ! 42 

mining thin coal seams in 173 

production of coal in 42 

Mississippi river, Coal Measure rocks near, in Lincoln county 166 

facilities for transportation by 44 

Mississippi river, lower, competition of Pennsylvania and Ohio 

coals with western coals along 44 

MoBERLY, elevation at 21 

MoniteaI; COUNTY, Barro Fork, coal on 170 

California, coal near 169 

coal pockets in 167, 168 

list of coal mine operators.... '. 194 

Simpson coal bank 169 

Monroe county, Branham's, Jc' i, coal pit 86 

buried channels of Coa ]\* ,asure age ' 36 

Butler, C. L., drift 86 

Coal Measures in » .* 84 

coal pockets in 167 

Elk Fork creek, coal on 86 

Evan's Tract, coal on 85 

Garrett's coal pit 86 

Hartgrove's coal pit 86 

Jackson drift 84, 86 

list of coal mine operators in 194 

Madison, coal near 85, 86 

Monroe City, coal near 87 

Paris, coal near 85 

Thomas's coal pit 86 

Todd's coalpit 86 

Montgomery COUNTY, Coal Measures 79 

coal pockets in 167 

influence of disturbances in coal beds on mining in 39 
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Montgomery coukty — Continued, 

list of coal mine operators 194 

Vandalia Coal Co 79 

Wellsville mine :. 79 

Morgan county, coal pockets in 168 

list of mine operators in 194 

Stover bank 169 

Versailles, coal near 169 

Mulberry coal bed in Bates county 147, 148, 149 

MuLKY coal bed in Lafayette county 117, 122 

Nebraska, scarcity of coal in portions of 45 

Nevada, Mo., elevation at 21 

Newberry, J. S., cited on phenomena of Coal Measures in Ohio... 32 

New Mexico, deposits of coal in 45 

Nodaway COUNTY, Carbon creek, coal along 101 

Casingcr's shaft 101 

City Bluffs, P. O., coalnear 101 

Coal Measures in....*. 100 

list of coal mine operators in 194 

Maryville, drill hole 101 

Nodaway river, coal along 101 

Pierson's drift 101 

Quitman, coal near 100 

Whitecloud creek, coal along 101 

Northwestern counties, Coal Measures in 98 

Norwood, C. J. cited on description of Cedar county 160 

cited on description of coal in Linn county 93 

" " equivalence of coal beds in Schuyler county and 

southern Iowa 93 

cited on Howard county 88 

cited on Putnam county 57 

reference to variations in sections. Coal Measures 24 

Ohio, competition with coals of 44 

production of coal in 42 

Ohio Geological Survey Reports, cited on phenomena of Coal 

Measures 32 

Ohio river, facilities for transportation by 44 

Operators, list of coal mine 42 

Orton, Edward, cited on phenomena of Coal Measures in Ohio 32 

O.sage City mines, Kansas, pillars, building of 182 

entry driving, cost of 180 
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Platte county — Continued. 

Platte river ferry, coal near :.. 114 

Weston, coal near ....; 114 

Plattsburg, elevation at 21 

PoTTEB, Prof.. W. B. , cited on description of coal beds in Lincoln 

countj'^ 166 

PreGlAOIAL CHANNELS 37 

Putnam COUNTY, Biggey, P., shaft 57 

Blackbird Coal Co 56 

buried channels, preglacial 37 

Chariton river, coal near 55 

Coal Measures in ' ', 55 

correlation of coal beds in 54, 61 

extension of coal beds of 99 

Howland, drillhole at .•. 57 

list of coal mine operators 194 

Lucerne, D. H 58 

Mendota mines 55,. 185 

principal coal producers in 43 , 

Unionville, drillhole at 57 

Pyrites, effect on quality of coal 40 

Ralls COUNTY, Coal Measures in ; 82 

Gallagher, J. A., land of 84 

Lambeth, Jas. '' " 83 

Lick creek. Coal Measure rocks along 82 

list of coal mine operators in 195 

Madisonville, Coal Measure rocks near 82 

Perry, coal near 83 

Spencer creek. Coal Measure rocks along 82 

Randolph Coal Co 43 

Randolph county, buried channels of Coal Measure age 36 

Chariton creek 68, 69 

Coal Measures 67 

Darksville, coal near , 68 

drift mining in 35 

Eliot shaft 71, 72 

Gunn, Asa, land of ^. 70 

Higbee mines 72 

Huntsville mines 69 

Interstate Mining Co 72 

Kansas and Texas. Coal Co 71 
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Osage City minbs, Kansas — Oontinited> 

mining coal, cost of 181 

mining thin coal seams in 173 

OsiAGE RIVER, reference to 20 

^ coal near 168 

Lower Carboniferous and Lower Silurian rocks along. 133,156, 159 

Ozark region, extent of Coal Measures, original 27 

Ozark Uplift, age and history of 27 

Patton creek coal, correlation of 67 

Pennsylvania, production of coal in 42 

thickness of coal beds in 38 

Pettis County, CoalMeasures in 126 

qoal pockets in 167 

Dresden, coal near 126 

Lamonte, ** •' 126 

Newport mines 126 

Westlake " 126 

Phelps county, coal pockets m '. 167 

PiKK *' Coal Measures in 79 

coal pockets probably occur in 167 

Pillar and room method, Blair Diamond, No. 2, Henry county 141 

Boyd shaft, Johnson county 129 

difficulties at Columbia Coal Co.'s mine 74 

not adapted to thin coal seams 173 

shaft No. 1 Montserrat 130 

used at Bevier mines 64 

" Blackbird Co.'smines 56 

" Danforth 60 

•' Gooding shaft 75 

^' Kansas and Texas Coal Co.'s mine, No. 26 66 

** Mendota mines 55 

*' Milan 58 

Renick 73 

Sharpe pit, Dadecount}' 161 

near Centralia. 82 

Wood and North shaft No. 3, Henry county 140 

Pillars, method of building 81 

Plant remains 22 

Henry county 139, 140 

Platte county. Coal Measures in 114 

Farley, coal near 114 
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Platte county — Continued. 

Platte river ferry, coal near :.. 114 

Weston, coal near i 114 

Plattsburg, elevation at 21 

Potter, Prof^ W. B., cited on description of coal beds in Lincoln 

count}^ 166 

PreGlacial channels 37 

Putnam COUNTY, Biggey, P., shaft 57 

Blackbird Coal Co 56 

buried channels, preglacial 37 

Chariton river, coal near 55 

Coal Measures in ' ', 55 

correlation of coal beds in 54, 61 

extension of coal beds of 99 

Howland, drillhole at .• 57 

list of coal mine operators 194 

Lucerne, D. H 58 

Mendota mines 55,. 185 

principal coal producers in 43 , 

Unionville, drillhole at 57 

Pyrites, effect on quality of coal 40 

Ralls COUNTY, Coal Measures in 82 

Gallagher, J. A., land of 84 

Lambeth, Jas. " " 83 

Lick creek, Coal Measure rocks along 82 

list of coal mine operators in 195 

Madisonville, Coal Measure rocks near 82 

Perry, coal near 83 

Spencer creek, Coal Measure rocks along 82 

Randolph Coal Co 43 

Randolph county, buried channels of Coal Measure age 36 

Chariton creek 68, 69 

Coal Measures 67 

Darksville, coal near 68 

drift mining in 35 

Eliot shaft 71, 72 

Gunn, Asa, land of 70 

Higbee mines 72 

Huntsville mines 69 

Interstate Mining Co 72 

Kansas and Texas Coal Co 71 
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Randolph county — Continued. 

list of coal mine operators 195 

McDonald shaft /...; 72 

Millman shaft 69 

Moberly, coal near 67, 71 

principal coal producers in 43 

Renlck, mines at 73, 82 

thick coal beds in 38 

Thomas Hill 69 

variability of roof in coal mines 39 

Ray County, Camden, coal near 112 

Coal Measures in 110 

drift mining in , 35 

Georgeville, coal near.« 110 

Kansas' & Texas Coal Co 112 

Lexington coal bed, extension of... 114 

'' " " mined in 110 

" Junction, coal near 110 

list of coalmine operators 195 

principal coal producers 43 

Randolph shaft 41 

Richmond Coal Co.. 112 

" coal near : 110 

Saline shaft 110 

Swanwick, coal at Ill 

Tinney's point, coal near 110 

Williams, R. J., shaft , Ill 

Renick coal, correlation of 73 

Rich Hill, coal, correlation of, in Bates county 148 

Coal and Mining Co 43 

coal bed 153 

'' " in Bates county 146 

t4 44 4t Vernon county 151,152 

Richmond Coal Co 43 

River channels, ancient, in Johnson county 123 

'* " Lafayette county 123 

Robertson, J. D., assistance in indexing 10 

Roof, character of, in long wall mining 174 

Sac river. Lower Carboniferous and Lower Silurian rocks along 156 

St. Clair county, Allison's pit 158 

Appleton City, coal near, drillhole 156 
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St. Clair county — Continued. 

Bell's, Dr., coal abaft 158 

Carroll's shaft 157,159 

coal beds, correlation of 159 

Coal Measures in 156 

coal pockets in 167 

correlation of coal, beds 158 

Dothett shaft 159 

Hodson'spit 158 

Johnson City, position of, coal near 157, 158 

Johnson drift 158, 159 

Knowles' stripping in 157 

list of coal mine operators 196, 197 

LowryCity, coal near 159 

Osceola, coal near 158 

Owen's drift 159 

Reed's pit 158 

Short's '' ; 158 

Taborville, coal near.... ..". 159 

Vannice shaft 159 

Vista, coal at : 159 

Watson and Hoover 158 

St. Charles county, Coal Measures in 166 

St, Joseph, elevation at 21 

St. Louis county, Charbonnier, coal at 166 

- Coal Measures in 165 

Saline county. Coal Measures in 124 

coal pockets in 167 

Copeland drift > 124 

Cordell shaft 171 

Grand Pass, drill hole at 126 

Hagner and Auer pits 125 

list of coal mine operators 196 

Marmaduke shaft 125 

Marshall, Coal Measure rocks near 124, 126 

Miami, coal near 124 

Napton, coal at 171 

Slater, Coal Measure rocks near 124 

Sweet Springs, Coal Measure- rocks near 124, 125 

Thompson drifl 12a 
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olmiiutil (Ittpofeiit, Carroll county , 109 

hmtu, ((Utriliutlou of, affeutiug ooal in Vernon county 156 

H.^NhsiroNM, of umrgiiial ftrtm 24. 

of Ihii (Uml MiiUMurt^H ~ 21 

Ht'iM Yi.kH iuniNTY, Hrmlhuru*H drift 54 

Chwritou rivur, luml near .^... 54 

Cowl MiiUriuriiJi iu 54 

Cotttavillo luml, (HU'ivlfttiow of - - -• 57 

** '* uour — ~ 54 

*' oori'olation with i*iud* iu Putnam county -~. 54 

oorivUlivm of ^Hml IhhU iu 61 

lial of Oi^ul uuu^^ operaUu>i iu 196 

Naviuhilii.v of vovkf iu ooal beil. .**.-* -39 

Mv^iUtANO ooi'Nvw C\^ Mi^aAmwi iu. 53 
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